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Idealseal Instant Grab Adhesive 

The revolutionary super strength instant grab adhesive. 

 

Description 
 

Idealseal Instant Grab is the revolutionary super strength 
instant grab adhesive based on MS polymer technology. 

It has initial bond strength double that of most other grab 
adhesives and bonds to vertical surfaces without 
slippage, eliminating the need for secondary support on 

the majority of applications. It offers a speedy and flexible 
alternative to traditional nails, screws and other 

mechanical fixings. Can even be used on damp or wet 
surfaces, has virtually no odour and cures quickly. It is 

water, frost and heat resistant from temperatures of -40°C 
to +90°C meaning it can be used for internal as well as 
external applications. Idealseal Instant Grab is 

environmentally friendly, free of isocyanates, solvents 
and silicones. 

 
Uses 
 

Suitable for fixing virtually any material including glass, 
wood, enamel, painted surfaces, plaster board, coated 

metals, perspex, concrete, plastics, polycarbonates, 
PVCu, zinc, stainless steel, copper, lead, anodised 

aluminium, aluminium composite panel, epoxy and 
polyester panels in virtually any weather condition. Also 
used for fixing PVCu sheeting, large panels, wallboards, 

mirrors and signage. Ideal for bonding brick slips, 
claddings and sanitary fixtures, as well as many more 

applications. 

Technical Detail 
 

Base 
Specific Gravity 

Skinning Time 23°C/50%RH 
Cure Rate 23°C/50%RH 
Shore A Hardness 

Tensile Strength (100%) 
Movement Accommodation 

App. Temp. Range 
Service Temp. Range 

Shelf Life 

 

g/ml 

min 
/24hr 
 

MPa 
 

°C 
°C 

MS Polymer 
1.5 

20 
2mm 
75 - 80 

1.2 
15% 

5 - +35 
-40 - +90 

18 months 
 

Colour 
 

White 
 
Packaging 
 

290ml x 12 / 600ml x 12 

 
Application 

 

Apply adhesive with the provided V-nozzle in vertical 
stripes with 10 - 20cm distance in between. Bring the 

materials into position and press well to make sure that 
the thickness of the adhesive is minimum 2-3mm 

between material and surface. Do not apply the adhesive 
in dots! Because of the high initial strength support during 

curing is usually not necessary  
 
Limitations 

 
Not suitable for use as a joint sealant. 

 
Health and Safety 

 

Safety data sheet (MSDS) must be read and understood 
before use of the product this is available on request and 

via the Ideal Chemical Products website.  
 
Liability 
 

The information given is the result of our tests and 

experience and is believed to be accurate and reliable. 
However as Ideal Chemical Products Limited cannot 

know all the uses its products may be put to, and as 
application methods are out of our control it is the users 

responsibility to determine suitability of use. 


