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Description 

 

Idealseal Universal Silicone combines acetoxy curing 

technology with sanitary grade anti-fungal compounds to 
provide a water tight, weather resistant, flexible seal 
which prevents mould growth. The sealant has excellent 

adhesive properties unaffected by vibration, is 
temperature resistant between -30°C to 150°C and will 

not crack, harden or dry out.   
 
Uses 
 

Idealseal Universal Silicone is suitable for a wide range of 

internal and external applications. It is commonly used for 
sealing around baths, shower trays, basins, sanitary 

ware, worktops and tiled areas. In addition it is used for 
perimeter sealing around window and door frames, top 
sealing glazing and curtain walling, draught proofing, 

sealing cladding, sealing panels within cold stores and 
sealing floor to wall joints. It is also compatible with most 

common building materials including PVCu, glass, glazed 
surfaces, porcelain, coated metal, epoxy and polyester 

panels, finished wood, vinyl, leather, rubber and plastics. 

Technical Detail 
 

Base 
100% Modulus 

Specific Gravity 
Flow 
Skinning Time 23°C/50%RH 

Cure Rate 23°C/50%RH 
Shore A Hardness 

Tensile Strength 
Movement Accommodation 

Elongation at Break 
App. Rate 
App. Temp. Range 

Service Temp. Range 
Frost Resistance 

Shelf Life 

 

N/mm
2 

g/ml 
mm 
min 

/24hr 
 

N/mm
2 

 

 
 
°C 

°C 
°C 

Acetoxy 
0.30 MPa 

1.00 
<2mm 
5-6 

2mm 
20 

1.30 MPa 
12.5% 

500% 
200g/min 
5 - +40 

-30 - +150 
-15 

24 months 

 
Colour 
 

Black/Brown/Clear/White 
 
Packaging 
 

310ml x 25 

 
Application 

 

Surfaces must be dry and dust free. Cut the cartridge 

seal and screw on nozzle which should be cut to required 
size. Gun the sealant firmly into joint ensuring no air is 
trapped behind. If required place masking tape along joint 

edges, removing within 5 minutes of application. 
 
Limitations 
 

Not recommended for use on marble, lead, copper, 
galvanized steel, PE, PP, PMMA, PC, PTFE and 
bituminous surfaces. Not suitable for aquaria, bedding in 

double glazed units, contact with perimeter of insulation 
glass or the edges of laminated safety glass.  

 
Health and Safety 
 

Safety data sheet (MSDS) must be read and understood 
before use of the product this is available on request and 

via the Ideal Chemical Products website.  
 
Liability 
 

The information given is the result of our tests and 

experience and is believed to be accurate and reliable. 
However as Ideal Chemical Products Limited cannot 

know all the uses its products may be put to, and as 
application methods are out of our control it is the users 

responsibility to determine suitability of use. 

Idealseal Universal Silicone 

An acetoxy curing silicone sealant for internal and 

external sanitary, glazing and general construction 
applications. 


