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 how to use

2.
Clear and cover your workspace. We recommend using
silicone mats, old plastic table cloth covers or baking
paper. Once hardened, resin can be very difficult to
remove so ensuring your work area is covered now will
save you heart ache in the future. We also recommend
wearing gloves and a mask when working with Mouldd
resin. 

prep your workspace

 

3. Measure & Combine
Mouldd resin & hardener has a ratio of 1:1 by volume.
Meaning 250ml of resin needs to be mixed with 250ml of
hardener, in order for the mixture to cure properly. On the
side of the bottles you will see rough a ml guide. We still
recommend using a measuring jug to ensure the ratio is
100% correct. 

4.

Once you have poured the resin and hardener together,
stir the mixture for a minimum of 3 minutes. Scraping the
edges, to ensure there is no unmixed resin or hardener.
Stirring slowly will help reduce bubbles and leaving the
mixture for 2 minutes to stand will allow bubbles to rise to
the top if they do form. Mouldd resin has a 40 minute
work time.

Mix

1. prep your Resin
When you receive your Mouldd resin, or if you have stored
it in a cold space you may find some crystallisation has
occurred. For best results, place your resin and hardener
bottles in warm water for around 15 minutes or on top of a
radiator. This will help reduce bubbles and make the resin
easier to work with.



6.
Once mixed together you can pour your resin into your
moulds. Mouldd resin is self levelling and be used for
depths of up to 20mm. For any heights above this we
recommend working in layers. Bubbles should now rise to
the top to pop. However, if there are any bubbles
remaining we recommend using a blow torch/heat gun to
remove these.

Pour

5.

Mouldd resin blends perfectly with another of colouring
options. Mica powder, alcohol based colours and acrylic
paints are all ideal. 

Working with colours

7.

Covering your art with cardboard boxes or cling film, will
help protect it from dust settling, You will find Mouldd
resin is hard to the touch within 24 hours (Do not test
without gloves). Within 48 hours your art will be fully
cured, however, it will take 14 days for the full heat
resistant properties to begin.

SET



Detailed Coaster
Instructions

2.
Clear and cover your workspace. We recommend using
silicone mats, old plastic table cloth covers or baking
paper. We also recommend wearing the nitrile gloves
provided in the kit and a mask. 

prep your workspace

1. prep your Resin
When you receive your Mouldd resin, or if you have stored
it in a cold space you may find some crystallisation has
occurred. For best results, place your resin and hardener
bottles in warm water for around 15 minutes. This will help
reduce bubbles and make them easier to work with.

3.
Approximately 40ml of resin and 40ml of hardener is
needed to make 1 coaster. Therefore 500ml is enough to
make about 6 coasters. Starting with just one allows you
to practice first before going for more, however, you can
make more in one go. Pour your resin and hardener slowly
into your large jug. Then stir slowly for 3 minutes with the
large stirrer, Working with resin slowly ensures the
minimum amount of bubbles!

Pour & Mix

4.

It is time for you to decide what your creations will look
like. Deciding now will allow you to assign enough resin to
each colour/foil flakes. Once decided divide your resin
into the small silicone jugs. You can also leave some in
the large jug. You will find in the kit 3 different colours and
1 pot of foil flakes. Adding mica powder to the resin will
colour it. You then have the option to add the foil flakes to
the clear resin or to a previously coloured resin, The more
mica powder you add the more vibrant the colour.

Colour & Divide



Detailed Coaster
Instructions

6.
You will need to wait 48 hours for your coasters to fully
cure. It will take 14 days for the heat resistant property of
the resin to kick in.

Wait

5. create
Pour your different colours into the coaster moulds. For
inspiration of designs you can go to
mouldd.co.uk/inspiration. Mouldd resin has a 40 minute
work time, before it will become too viscous.

3.
Once you have waited 48 hours for the resin to cure, the
coaster will simply peel out of the mould revealing your
new resin coasters. Enjoy!

Unmould

7.
Your entire coaster kit is reusable. All of the tools are
made of silicone meaning that the resin will simply
solidify and then peel away. Same with the jugs, if you
leave them to harden you will then be able to remove all
of the remaining resin. Once it is all clean, you can make
more coasters with the remaining resin & hardener! If you
have spilt any resin using anti bac wipes or simple
washing up liquid and kitchen paper will clean it up.

Cleanup


