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Wire Connector
Qty: 3pcs+1 Extra

A

Back Plate Screw
Qty: 1 Extra

B
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PREPARATION

1.     Shut o� the power at the circuit breaker and remove existing �xture, including the crossbar.

2.     Carefully unpack your new �xture and lay out all the parts on a clear area. Be careful not to lose any small parts necessary for installation. 

MOUNTING THE FIXTURE (Fig. 1)

3.     Remove the canopy screw (B) from the ceiling plate.

4.      The lamp can switch between four color temperatures (2700K-3000K-3500K-4000K), which can be adjusted to your preference with 

         the switch in the canopy (Fig.3). 

         Note: The switch comes with a detachable switch cover, remove the switch cover prior to adjusting the color temperature, reattach 

                      the switch cover after adjustment is made.

5.     Adjust the �xture wire length by pushing the cable gripper on the canopy and pulling the wire as desired.

         a) Before securing the canopy in place, it is recommended to retract or extend the wire within the canopy to a desirable length.

         b) Due to limited space within the canopy, shorten the cable as necessary to make the installation easier. Make sure to identify and 

         label all the wiring properly before any trimming/shortening. (Fig. 3)

6.     Secure the ceiling plate to the junction box using the screws provided with the junction box.

         Note: (i)  It is recommended to use only original junction box screws or replacements provided by junction box manufacturer. 

                     (ii) The side of the wall plate marked “GND” must face out towards the installer. 

CONNECTING THE WIRES (Fig. 2)

7.     Connect the driver’s input wires to junction box as shown in Fig .2. Making sure that all wire connectors (A) are secured. If your outlet box 

        has a green or bare copper ground wire, connect the �xture’s ground wire to it. Otherwise, connect the �xture’s ground wire directly to 

        the back plate using the GND screw provided. After wires are connected, tuck them carefully inside the junction box. 

COMPLETING THE INSTALLATION 

8.     Mount the �xture against the ceiling plate and secure using the canopy screw (B) .  

Fixture Wires
Black or 
Smooth

Fixture Wires
White or 
Ribbed

Fixture Wires
Bare wire
(Ground)

House Wires
Black
(Hot)

House Wires
White 
(Neutral)

House Wires
Green or Bare Copper
(Ground)

Fig. 2 Wiring
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Fig.1 Junction Box
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Instruction: Adjust the �xture wire 
length by pushing the cable gripper 
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desired.
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Fig. 3  Switch

4000K   3500K   3000K   2700K

4CCT Switch

Fixture

Brown ( C )

Black ( - )

Red ( + )Black - Hot
White - Neutral

Bare ( + )

Blue ( W )

White ( C )

Green ( W )

Driver


