
Installation Instructions for
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K 1021W

K 1021W

G P I :ENERAL RODUCT NFORMATION

These fixtures are intended to be installed utilizing compliant junctionNEC
boxes.

This product is safety listed for damp locations.

Incandescent lamps may be dimmed with a standard incandescent dimmer.
LED LEDlamps may be dimmed with a dimmer. Consult lamp manufacturer
for additional information.

These instructions show a typical installation.

Nodes Small Pivot Wall

Wall
CAUTION RISK OF FIRE-

This product must be installed in accordance with the
applicable installation code by a person familiar with the
construction and operation of the product and the hazards
involved.

Use minimum 90°c supply conductors.
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SAVETHESE INSTRUCTIONS!



Plug in cord mounting: (for junction box power mounting skip to step 4) properly secure the mounting plate to the wall or
junction box.

Screw the stem onto the fixture base.

Secure the fixture to the mounting plate with the fixture screws. Skip to step10

Junction box power mounting: disconnect the cord wires from the fixture wires by removing the wire nuts, carefully pull the
cord out of the fixture, then close the cord hole by screwing the provided plug.

Secure the mounting plate to the junction box.

Connect the fixture ground wire to a suitable ground in accordance with local electrical codes.

Connect the white fixture wire to the neutral power line wire with a wire nut.

Connect the black fixture wire to the hot power line wire with a wire nut.

Mount the fixture onto the mounting plate and secure it in place with the fixture screws.

Screw the plate onto the socket.

Install the lamp by pushing the lamp pins completely into the socket holes. Refer to the label on the socket for Max Wattage
Information.

Install the shade by screwing it onto the socket

Adjust the fixture arm to the desired position, see diagram for adjustability limitations .

1

2

3

4

5

6

1A

7

8

2

PLUG IN POWER CORD MOUNTING JUNCTION BOX POWER MOUNTING

MOUNTING
PLATE

FIXTURE
SCREW

CORD

STEM

PLUG

MOUNTING
PLATE FIXTURE

SCREW

9

10

11

12

SIDE VIEWTOP VIEW FRONT VIEW

CAUTION:

DO NOT TURN

BULB UPRIGHT

LAMP

SOCKET

PLATE

SHADE

1

2

3

4

5
7

8
6 9

13

10

11

12

13 13

13


