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GLASS & RODS SCHEDULES

CENTER GLASS

R6 G5 R4 G3 R2 G1 R2 G3 R4 G5 R6 R8 G7R8G7 G9

R1 G2 R3 G4 R5 G6 R5 G4 R3 G2 R1 R3 R5 G6 R7 G8 R9G2 G4



 ARM GLASS

G1 (6")            - 6 PCS
G2 (9 3/8")      - 12 PCS
G3 (12 5/8")    - 12 PCS
G4 (16")          - 18 PCS
G5 (19 3/8")    - 12 PCS
G6 (22 5/8")    - 12 PCS
G7 (26")          - 12 PCS
G8 (29 3/8")    - 6 PCS
G9 (32 5/8")    - 6 PCS

       CENTER GLASS

G8 (29 3/8")    - 12 PCS

 ARM ROD

R1 (6")              - 12 PCS
R2 (9 3/8")        - 12 PCS
R3 (12 5/8")      - 18 PCS
R4 (16")            - 12 PCS
R5 (19 3/8")      - 18 PCS
R6 (22 11/16")  - 12 PCS
R7 (26")            - 6 PCS
R8 (29 5/16")    - 12 PCS
R9 (32 3/4")      - 6PCS
R10 (12 9/32")
 w/ one end tap - 3 PCS

 CENTER ROD

R7 (26")         - 9 PCS

TAIL GLASS & RODS
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CENTER GLASS & RODS

        TAIL GLASS

G10 (3 5/8")    - 6 PCS
G11 (5")          - 9 PCS
G12 (8 3/8")    - 1 PC

 TAIL ROD

R11 (6 1/2")    - 3 PCS



ARM  GLASS

ARM ROD

TAIL ROD
TAIL GLASS
ARM ROD WITH TAP ONE END

NOTE:

THE LONGER SIDE OF GLASS &
RODS MUST BE PLACE ON THE
BOTTOM PART.

GLASS DIFFUSER

SET SCREW ALLEN WRENCH


