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DRIFT 
PD-58738 / PD-58756 / PD-58784 
Chandelier & Pendants

FEATURES

• Tempered glass diffuser with sanded surface
• End-to-end LED modules for even illumination
• Transformer within canopy
• 277V available as a special order
• Dimmer: ELV
• CRI: 90
• Rated Life: 80,000 hours

PRODUCT DESCRIPTION

The natural wood finishes and Drift's linear form perfectly express
the tension of minimalist design. LED modules are stationed from
end to end and diffused through a strip of tempered, sanded
glass, which spreads the light evenly and prevents any glare or hot
spots. With its versatile shape and three different lengths, Drift
translates across a variety of applications, from residential to
commercial office, with ease.

SPECIFICATIONS

Construction: Aluminum hardware with walnut wood

Light Source: High output LED

Finish: Dark Walnut, Walnut

Standards: ETL & cETL listed

ORDER NUMBER                 

Model Size Wattage Voltage
LED

Lumens
Delivered 
Lumens Finish

PD-58738
PD-58756
PD-58784

38”
56”
84”

44W
74W
96W

120V
1736
2810
4000

1074
1500

DW
WAL

Dark Walnut
Walnut

Example: PD-58756-DW

PD-58738 PD-58756 PD-58784

REPLACEMENT GLASS

Part# Fixture

RPL-GLA-58738

RPL-GLA-58756

RPL-GLA-58784

PD-58738

PD-58756

PD-58784


