
PRODUCT FEATURES

LAMPING

The ultra-thin aluminum and acrylic body houses 30 high-powered
LEDs which contribute to its simplistic beauty but also make it incredibly
functional in both residential and commercial applications. Includes 40
watt, 1889.5 total delivered lumen, 3000K LED. Both finish options ship
with Satin Nickel canopy and 12 feet of field cuttable cable. Dimmable
with low-voltage electronic dimmer.

Parallax Linear Suspension

  

PARALLAX LINEAR SUSPENSION

ORDERING INFORMATION

700LS PRLX700LS PRLX FINIS HFINIS H LA M PLA M P

 BB BLACK
WW WHITE

-LED9 30-LED9 30 INTEGRATED LED 90 CRI 3000K 120-277V (T24)

Minimalist and futuristic design style•
Crafted from ultra-thin aluminum and acrylic to create an incredibly
functional lighting fixture

•

Ideal for residential and commercial lighting applications•
Ships with an energy efficient integrated LED lamp•
Fully dimmable integrated LED lamping creates the desired
ambiance

•

Protected by a 5-year warranty•

Black White Parallax Linear
Suspension

700LS PRLX700LS PRLX

JOB NA M EJOB NA M E
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SPECIFICATIONS

HA RDWA RE M A TERIA LHA RDWA RE M A TERIA L Metal

S HA DE M A TERIA LS HA DE M A TERIA L Metal

NET WEIG HTNET WEIG HT 9.5 lbs

HEIG HTHEIG HT 0.6in

WIDTHWIDTH 3.8in

LENG THLENG TH 54in

U P LIG HT /  DOWN LIG HT /  BOTH?U P LIG HT /  DOWN LIG HT /  BOTH?

WET LIS TEDWET LIS TED

DA M P LIS TEDDA M P LIS TED Yes

DRY LIS TEDDRY LIS TED

M IN. HA NG ING  HEIG HTM IN. HA NG ING  HEIG HT 24in

M A X HA NG ING  HEIG HTM A X HA NG ING  HEIG HT 144in

TOTA L CORD LENG THTOTA L CORD LENG TH 144in

TOTA L S TEM  LENG THTOTA L S TEM  LENG TH

S TEM  QTYS TEM  QTY

S LOPED CEILING  A DA PTA BLE?S LOPED CEILING  A DA PTA BLE?

G ENERA L LIS TINGG ENERA L LIS TING  

INCLU DESINCLU DES

PARALLAX LINEAR SUSPENSION

LAMPING SPECIFICATIONS

 LED LA M PLED LA M P INTEG RA TED LEDINTEG RA TED LED NON LEDNON LED NO LA M PNO LA M P

DELIV ERED LU M ENSDELIV ERED LU M ENS 1889.5

WA TTSWA TTS 40

M A X WA TTA G E PER BU LBM A X WA TTA G E PER BU LB 40W

INPU T V OLTA G EINPU T V OLTA G E Universal 120V-277VV

DIM M ING  TYPE*DIM M ING  TYPE* 0-10, ELV, TRIAC

CCTCCT 3000K

CRICRI 90 CRI

LED LIFETIM ELED LIFETIM E

L70L70

A V ERA G E BU LB HOU RSA V ERA G E BU LB HOU RS 50000

FIELD S ERV ICEA BLE LEDFIELD S ERV ICEA BLE LED

LA M P BA S ELA M P BA S E Integrated LED

LA M P S HA PELA M P S HA PE Integrated LED

LA M P INCLU DED?LA M P INCLU DED? Y

WA RRA NTY**WA RRA NTY** 5 Years

* Dimming information available at www.techlighting.com/Downloads#dimming
** Visit techlighting.com for specific warranty limitations and details.

T20 / T24 INFORMATION

 
Inte g rate dInte g rate d

LEDLED
Re place m e ntRe place m e nt

LED Lam pLED Lam p
NoNo

Lam p *Lam p *

This product can be used to comply with
California Building Energy Efficiency
Standards 2016 Title  24Title  24  Part 6.

Yes

This product can be used to comply with
California Appliance Efficiency Standards
2016 Title  20Title  20  and may be shipped to and
sold in California.

N/A

* If a light fixture or component does not include a lamp or light source, it is the responsibility of the
customer to select a lamp that meets the T24 and T20 requirements.
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