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Project:
  

Location:Hemmingway
Picture Light 2700K 
 

Model & Size
 

Color Temp & CRI
 

Watt
 

LED Lumens
 

Delivered Lumens
 

Finish
 

 PL-LED14  2700K    90 9.4W 595 354  AN    Antique Nickel
 PL-LED24 16.9W 1186 675  BB    Burnished Brass

 PN    Polished Nickel
 RB    Rubbed Bronze

 

               
  

 

  
 

  
 

  
 

  
 

  
 

Example: PL-LED14-27-AN

DESCRIPTION
  Recognized by the Lighting for Tomorrow LED luminaire design
competition, Hemmingway illuminates fine artwork utilizing the optimal
spectrum of colors. Unlike conventional luminaires, these LED picture lights
provide full spectrum illumination without damaging infrared and
ultraviolet rays. Available in four designer finishes and two sizes to
complement upscale art framing.
FEATURES
 

• Chronophoton Technology preserves artwork while providing vibrant
color rendering
• Head rotates 90° up or down and extends out 14 1/2" from mounting
surface
• Replaceable LED module
• For portable models, 8 foot cord & plug with 18 inch wire cover in
matching finish included
• Transformer installed within the Junction Box, transformer dimension:
2.00" x 1.38" x 1.02"
• 5 year warranty
 

SPECIFICATIONS
 

Construction:
 

Brass hardware with polycarbonate diffuser

Power:
 

16.9W, 9.4W

Input:
 

120 VAC, 50/60Hz

Dimming:
 

ELV: 100-10%

Rated Life:
 

70000 Hours

Finish:
 

 Burnished Brass, Polished Nickel, Rubbed
Bronze, Antique Nickel

Operating Temp:
 

-4°F to 104°F (-20°C to 40°C)

Standards:
 

ETL, cETL, Damp Location Listed
  
  

FINISHES
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Burnished
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Rubbed
Bronze
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