
Technical sheet 

Mounting

Environment

Materials

Penta reserves the right to change the specifications of its products. For the latest information, please refer to pentalight.com 

Certification

Carlo Colombo
2009

Glo

Large
0811-23

ø38 cm
57

 c
m

0811-23

Lamps with chromed metal structure and borosilicate glass. Outer 
shade transparent, gold, silver, rose gold, black, 4ever, blue, green, 
violet . Inner shade sandblasted. Canopy in titanium and white.

Glass finishes Metal finishes

Canopy finishes

Gold

4ever

Rose gold

Transparent

Silver Violet

Black

Green

Blue Chrome

Titanium White

Dimming

Lumen

Voltaggio

Sorgente

Suspension

Indoor

Metal and borosilicate glass

230V 50/60Hz

1x 10W LED - E27

NA

NA

Canopy                 
0811-90

Wire

3,
5 

cm

ø11,5 cm 20
0 

cm
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Glo large transparent Glo large silver
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Certification

Carlo Colombo
2009

Glo

Medium
0811-21

ø25 cm
38

 c
m

0811-21

Dimming

Lumen

Voltaggio

Sorgente

Suspension

Indoor

Metal and borosilicate glass

230V 50/60Hz

1x 5W LED - E14

NA

NA

Lamps with chromed metal structure and borosilicate glass. Outer 
shade transparent, gold, silver, rose gold, black, 4ever, blue, green, 
violet . Inner shade sandblasted. Canopy in titanium and white.

Glass finishes Metal finishes

Canopy finishes

Gold

4ever

Rose gold

Transparent

Silver Violet

Black

Green

Blue Chrome

Titanium White

Canopy                 
0811-90

Wire

3,
5 

cm

ø11,5 cm 20
0 

cm
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Glo medium transparent Glo medium silver



Technical sheet 

Mounting

Environment

Materials

Voltage

Source

Lumen

Dimming

Penta reserves the right to change the specifications of its products. For the latest information, please refer to pentalight.com 

Certification

Carlo Colombo
2009

Glo

Mini
0811-20

ø13 cm
23

 c
m

Suspension

Indoor

Metal and borosilicate glass

230V 50/60Hz

1x 4W LED - G9

NA

NA

0811-20

Lamps with chromed metal structure and borosilicate glass. Outer 
shade transparent, gold, silver, rose gold, black, 4ever, blue, green, 
violet . Inner shade sandblasted. Canopy in titanium and white.

Glass finishes Metal finishes

Canopy finishes

Gold

4ever

Rose gold

Transparent

Silver Violet

Black

Green

Blue Chrome

Titanium White

Canopy                 
0811-90

Wire

3,
5 

cm

ø11,5 cm 20
0 

cm
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Glo mini transparent Glo mini silver
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