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WARNING AND DISCLAIMER:

Failure to follow warnings and instructions may

result in serious injury or death, vehicle incidents

property

damage and void the product warranty.
Safety is always #1. Hauling bikes at highway speeds is a serious task. Do not ignore

any warnings.



Safety First.
WARNINGS AND ADVISORIES

1. DO NOT use with a class C or larger RV or any motorhome. This is
DANGEROUS and will void the warranty.
Use on any trailer is prohibited. This will void the warranty.



2. DO NOT use this rack with ANY hitch adaptors, hitch doublers, hitch
re-locators or extensions as this will jeopardize ground clearance, add
wobble and damage parts and pads. This is extremely DANGEROUS.
This will void the warranty.
2.5 to 2” sleeve is okay.



3. DO NOT use this rack with ANY hitch adaptors, hitch doublers, hitch
re-locators or extensions as this will jeopardize ground clearance, add
wobble and damage parts and pads. This will void the warranty.

4. Be aware of low clearance sections or roads to avoid bicycle contact with
ground. Use caution when crossing ditches and gullies back wheels may hit.

5. Pay attention to overhead height and clearances as wheels may be above
the roof line of the vehicle.

6. Check that ALL bolts and nuts are tightly secured monthly.
7. The racks are intended only for class 3 or 4 hitches (2” receiver).

Warranty is void if used in a 1.25 hitch with an adaptor. Using a smaller itch is
dangerous and is surely overloading the system.

8. Do not operate the rack without either a lock or hairpin clip on the end of the
hitch bolt for safety.



9. Do not exceed 45lbs per bike.
10. Remove E-Bike batteries prior to loading and load nearer the center of the

rack.
11. This rack is not intended for rugged off-road use.
12. If you lose the RED pin PLEASE contact Customer service. Do not use common

hitch pins or bolts.
13. Inspect rubber hose on hooks regularly for wear. Hoses can be rotated or

flipped by spraying light oil or soap in and pulling off.
14. Modification or substitution of the rack or any components in any way will

void the warranty.

RACK USAGE AND CARE.

1. Load bikes from left to right if you have a full load. Load the center of the
racks if not carrying a full load.

2. Load bikes with least amount of handle bar rise (upward curvature) first.
3. Wrap the retention cords OVER the bars and into the slot on the hook. Stay

between the “goal posts” of the hooks. The ball should touch the slot, not the
knot. You can double wrap over thin bmx style cross bars or re-tie the knots
shorter.

4. Adjust bungee cords so they are tight over the bars and tires. How to tie

overhand knot. �link

https://www.youtube.com/watch?v=SwdJ5op25SM
https://www.youtube.com/watch?v=SwdJ5op25SM


5. Secure the front wheel of the bikes with a bungee to keep it from rotating at
high speeds.

6. Bikes with the longest stem should be loaded first to the left of the rack.
7. Remove any accessories from handlebars that might interfere with hooks.

(gps units or lights)
8. Before driving, make sure that no part of the bikes are interfering with other

bikes. Place an old sock or pad over pedals if they are close to rubbing other
bikes.

9. Monitor bar hook rubber pads for wear and cuts. You can remove them
similar to how you remove slip on bike grips and rotate to a fresh area. The
hose is commonly available ½” automotive heater hose or air line.

10. Remove rack from car when not in use.
11. Kids bikes with really small bars and shifters may see inference with the shifter

cables and bar hooks. We recommend first loosening and rotating the
effected shifter. Another option is to use a pool noodle or other foam to
space up the bars so they are more centered in the hook.

12. For those that live where they salt or treat the roads: we recommend washing
the rack with soapy water after driving on salty roads and then spraying
WD40 inside some of the holes in all the tubes.

13. Grease or oil the red pin for ease for operation and long life.



14. Automatic car washes are bad. They could snag and bend the crossbars and
usually break your side mirrors off even if you don’t have a bike rack on. Don’t
take the bike rack through an automatic car wash.

Do not hesitate to contact customerservice@loloracks.com if you have any
questions or concerns. Customer service is priority #1!



Pay attention to changing terrain!

Be careful when navigating up and down steep inclines and
driveways and deep ditches.



Okay, LETS DO THIS!
FIRST STEP: INSTALL RECEIVER TUBE HARDWARE. LOCKING PIN INSTALLATION

Assemble the locking pin as shown. Compress the spring by hand and install into the LOLO
tongue so the nut is on the passenger side. It is preferred to be in the #1 hole if you can fit it

with your vehicle. If for some reason you are unable to install the metal sleeve try loosening the
bolt so you can wiggle the rack and try sliding it into the hole again. It’s main purpose is to help

prevent excessive wobble of the rack if the bolt becomes loose.

BE CAREFUL THAT THE KEYS WILL ACCESS THE KEYHOLE BEFORE YOU CLIP THE LOCK ON!



BE CAREFUL THAT THE KEYS WILL ACCESS THE KEYHOLE BEFORE YOU CLIP THE LOCK ON!

https://photos.app.goo.gl/kYwr5CgYruJdiPNe8 How

to install and move.

BE CAREFULL THAT THE KEYS WILL ACCESS THE KEYHOLE BEFORE YOU CLIP THE LOCK ON!

CERTAIN Chevy Tahoes / GMC Yukons and Subaru Ascents have a tab in the way of the keys.
Mercedes Benz Metris with factory trailer wiring requires the bolt to come in from the drivers side

- install nutplate accordingly. Contact customerservice@loloracks.com if you need help.

DO NOT OPERATE THE RACK WITHOUT EITHER A LOCK OR HAIRPIN CLIP ON THE END OF THE HITCH
BOLT FOR SAFETY.

https://photos.app.goo.gl/kYwr5CgYruJdiPNe8


BUILDING THE RACK in your vehicle.

It’s easiest to put the LOLO receiver tube into your car hitch and build the rack
from there with a friend to help.

Tools required:

● 5/8” socket or wrench for the locking hitch bolt.
● 3/4” wrenches or sockets. (19mm works in an emergency) •

● 9/16” wrench or socket.

Place the LOLO receiver in your car’s hitch, line up to your bolt hole. We prefer you keep
everything as close the vehicle’s bumper as possible for the best clearance but you may need

to adjust to suit your own application.

*DO NOT use this rack with hitch adaptors or extensions as this will jeopardize ground
clearance, add wobble and damage parts and pads quicker.

Loosely install the locking pin bolt. Slide the metal sleeve back towards the center of the
receiver and far as you can push it by hand. Install the locking portion. Tighten the bolt with
5/8” wrench. Grease these threads once a season with any bicycle or automotive grease or

anti-seize.

Pull on the lock to confirm it's engaged.

If you’re the type of person that misplaces keys get another duplicate made! Lolo does not
maintain or re-issue these keys.



INSTALL BOLTS and RED PIN
Select 1 OF THE 3 LOCATIONS DEPENDING ON YOUR CAR AND SET UP.

JUST IN CASE: SOMETIMES THERE IS EXCESS PAINT IN THE HOLES AND IT CAN MAKE
INSTALLING THE RED PIN TIGHT. USE A ½” DRILL, ROUND FILE OR SANDPAPER TO

CLEAN UP THE HOLES UNTIL THE PIN FITS THROUGH. INSPECT THE PIN





As of 2022 we are moving to improved COATINGS
on the pivot plates and receiver tube.

This is an IMPROVEMENT over the painted parts as the zinc coating
adheres better to the edges and holes.

Your parts are newer and better than those in the assembly video.



If you have the Foot Activated Tilt unit please see this video for install and set up.

https://youtu.be/5M6PncCvUA0?si=j4Rl_i-t1boEDzft

https://youtu.be/5M6PncCvUA0?si=j4Rl_i-t1boEDzft
https://youtu.be/5M6PncCvUA0?si=j4Rl_i-t1boEDzft


INSTALL ½” BOLTS AND ALL (12) WASHERS AS SHOWN ABOVE FOR YOUR
DESIRED ANGLE. GREASE PIVOT WASHERS and Red Pin shaft. USE ¾” WRENCH OR

19mm.

LOOSE ASSEMBLE BOLTS AS SHOWN BELOW. MAKE SURE YOU HAVE THE WASHERS
BETWEEN THE PLATES AND THE TUBES! INSTALL RED PIN THROUGH BOTH PLATES.

#1 TORQUE BOLTS AT BOTTOMS OF TRIANGLE SO THERE IS SOME FRICTION WHEN
PIVOTING THE RACK.

#2 - #3 TORQUE BOLTS AT TOP OF TRIANGLE FIRMLY. IF THE RED PIN IS DIFFICULT TO
MOVE: LOOSEN ALL BOLTS UP. MAKE SURE THE RED PIN IS FULLY THROUGH BOTH

PLATES AND RE-TIGHTEN.





INSTALL TOP BAR TO THE CENTER TUBE. TORQUE FIRMLY.



INSTALL HOOKSWITH DOME HEAD BOLTS WITH A 9/16 SOCKET OR WRENCH. MAKE
SURE THE SQUARE PORTION DROPS INTO THE SQUARE HOLE BEFORE TIGHTENING.

Starting at the hole on the drivers side, install a hook. Skip (1) hole then install
another hook.

For dropbar / road bikes you skip 3 holes between hooks.

You can do 3 bikes on one side and 2 road bikes on the other side.

Or have a wide spacing 4 bike rack.



INSTALL THE LOWER TIRE BARWITH THE SHORTER ½-13 BOLTS SUPPLIED.

TIGHTEN FIRMLY.

TIRE NOTCHES FACE UP.



NOTE: THE CUT OUTS ARE ON TOP.

THE LOWER PLATE IS PATTERNED TO WORK FOR BOTH 6 BIKE AND WIDE 4 BIKE AS
SHOW ABOVE. THE #2 OR #3 BIKE BUNGEES MIGHT BE PULLED THE OPPOSITE

DIRECTION - THIS IS NORMAL.

YOU MAY NEED TO ADD THE BUNGEE CORDS. IF YOU DO, INSERT THE CORD THRU THE
HOLES FROM THE TOP AND TIE AN “OVERHAND” KNOT.

HOW TO TIE KNOT <- Link!

ADJUST CORD LENGTH SO IT IS TIGHT WITH BIKE WHEEL INSTALLED.

https://www.youtube.com/watch?v=SwdJ5op25SM


BUNGEE CORD RECOMMENDED STARTING LENGTHS:

BAR HOOKS: TIE THE KNOT SO YOU HAVE APPROX 1-2 INCHES OF TAIL PAST THE KNOT.

There are 2 bungees per handle bar hook. Use both for best security.

TIRE BAR: TIE THE KNOT SO YOU HAVE 3 - 4 INCHES OF TAIL STICKING OUT. THE
BUNGEES SHOULD BE SNUG WHEN STOWED INTO THE CATCH SLOT AS SHOW ABOVE.





Tilting Operation
To tilt the rack all the way down: wiggle the main upright tube to take the weight off
the red handle pin and remove it. The rack can pivot all the way to the ground.

To partially tilt: place the red pin through both plates in one of these holes before you
lower the rack. The rack will rotate down to “park” on the pin.

Do not drive with the rack tilted.





HOW TO LOAD VIDEO

https://youtu.be/Q0pwNWN8erI

https://youtu.be/Q0pwNWN8erI


Newer Hook Design Loading
Youtube loading Video https://youtu.be/QIXAOOep4GY

https://youtu.be/QIXAOOep4GY


For hooks with 2 Bungees the Preferred routing is for the bungees to run outside the
hooks and back into the catches.

Depending on your shifters or brakes you can also run between the hook legs and
near the stem.

So long as you go over top of the bars and back into the ball catch you’ll be good
to go.





NOW IT’S TIME FOR FUN! ENJOY YOUR AMERICAN MADE LOLO RACK AND

SHARE YOUR ADVENTURES ON INSTAGRAM @LOLO_RACKS_USA
Garage Mounting Ideas

We suggest adding a 2x4 or larger to span across multiple wall joists to spread
out the load. Add heavy duty (200lbs rated) wall hooks to the 2x4 to hang the
rack.



DH HOOKS

The hooks will mount in the same location as the normal hooks.

Place the hook with SQUARE edge slots on TOP of the of half with rounded bolt slots.
Install carriage bolts and tighten.



More fun…
Check out the Mo and Hanna AwesomeMTB Video featuring Lolo Racks!

https://youtu.be/4ZXJ-TJOgEQ

https://youtu.be/4ZXJ-TJOgEQ


And their channel!

https://www.youtube.com/c/AwesomeMTB/featured

Plus we went riding with them!

https://youtu.be/2bNxs_7TBMA

https://www.youtube.com/c/AwesomeMTB/featured
https://youtu.be/2bNxs_7TBMA

