
Width 

 
 
Each gas log set requires a minimum 18-inch front opening height and minimum 22-inch depth.  
To determine the largest set that will fit in a fireplace, the width the critical dimension.  Table I 
below indicates the minimum width for each size set.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

 

FIREPLACE AND CHIMNEY 
 

• Fireplace is approved for solid-fuel burning and made of non-combustible materials. 

• Operational damper with a chimney free of any obstruction or restriction. 

• Fireplace has proper draft to accommodate decorative appliance. 

• Fireplace is free from debris or ash. 

• Fireplace is free of obstruction such as log grate, log lighter, etc.; that would prohibit 
the installation of the log set. 

• If the floor is recessed or glass doors are installed on the fireplace, the appliance may 
need to be elevated to ensure proper air flow. 

• Consult table to determine if the set is properly sized for the installation in the fireplace. 

     
     GAS LINE 

 

• Ensure gas line is in safe condition and that it is adequate for the installation. 

• Check gas line sizing to ensure it is properly sized for the appliance. 

• For ease of installation gas line should be located on the right side of the fireplace 
when possible. 

• Turn the gas supply line off and you are ready to begin burner installation. 
 

SPECIFICATIONS AND DIMENSIONS 

PRE-INSTALLATION CHECKLIST 

TABLE I 
 MINIMUM       MINIMUM  MINIMUM 

SET SIZE            WIDTH             DEPTH     HEIGHT     BTU(NG)    BTU(LP) 
   15”                        20”                    22”           18”            110,000       75,000 
   18”                        24”                    22”           18”            120,000       85,000 
   24”                        30”                    22”           18”            130,000       95,000 
   30”                        36”                    22”           18”            140,000     105,000 
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