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TS2501 Wi-Fi Smart Thermostat
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Geofencing Feature Highlights:  
 
DOs

1. For Single User, the Homeowner must enable the Geofence feature from the TrickleStar Portal and  
 the TrickleStar App.

2.	 For	Multiple	Users	using	Geofence,	Homeowner	must	first	delegate	the	Thermostat	via	TrickleStar		
	 Portal,	then	the	delegated	user	must	enable	Geofence	feature	from	his/her	respective	Portal	account.
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3. For multiple Thermostats, you should create different Sites in TrickleStar Portal to assign different  
	 configurations	and	Site	Addresses	to	the	different	Thermostats.	
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4. Geofence radius default setting is 200 m, but  
	 you	may	configure	up	to	a	radius	of	2	km	via		
 the TrickleStar Portal (options: 200 m, 300 m,  
	 500	m,	1	km	and	finally	2	km).

5. Please ensure the Thermostat location is   
 shown accurately in the Geofence page. Drag  
 and drop the “Red Marker” to the location   
 where the Thermostat is installed.
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6. For iPhone users, enable the location   
	 services	and	select	“Always	allow”	for		 	
 location access permissions for the    
 TrickleStar App to ensure Geofence runs at  
 all times.
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7.		 For	Android	users,	ensure	the	location	services	were	allowed	for	the	TrickleStar	App.	When	you		 	
	 launch	the	TrickleStar	App	for	the	first	time,	the	following	two	screens	will	be	shown.	Please	select		
 “Allow all the time” to ensure Geofence runs at all times.
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8. Wait 5 to 10 mins for the Thermostat Mode to   
	 change	from	“Home”	to	“Away”	when	you	leave	the		
 Geofence boundary.
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9. If the Current State is shown as “Unknown” after enabling  
 Geofence, please click “Sync” to refresh the TrickleStar   
 App to update the Current State.

10. Disable Geofence from App settings if you stopped using  
 the Geofence feature.
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11. You should log out from TrickleStar App if you   
 stopped using the App completely. When    
 changing to a new smartphone for Geofencing,   
 you should also log out from the TrickleStar App on  
	 the	existing	smartphone	first	before	logging	into	the		
 new smartphone.
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12.	 The	Homeowner	must	remove	the	delegated	user	if	the	delegated	user	is	no	longer	allowed	to		 	
	 access	the	device.	 	

13. The Geofence feature works using the GPS / Location settings on your smartphone. You may   
	 have	to	move	outside	any	buildings	to	allow	the	GPS	to	detect	your	smartphone	location	for	the		 	
 Geofence feature to work as intended.

(johndoe@gmail.com)
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DON'Ts
1. Do not use two smartphones to log into the same TrickleStar account.
2. If there are Multiple Users using Geofence, the Homeowner should not log into the TrickleStar  
	 App	using	the	delegated	user’s	phone,	and	vice	versa.
3. The delegated user is not allowed to edit the Geofence Settings, only the Homeowner is allowed  
	 to	edit	the	Geofence	Settings	via	the	TrickleStar	Portal.
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4.	 Do	not	use	smartphone	without	sim	card	installed	or	without	internet	connectivity,	this	prevents	the		
 phone from updating the correct location to the TrickleStar Portal.
5.	 Do	not	change	the	Site	Address	&	Zip	Code	frequently	to	avoid	the	wrong	coordinates	being		 	
	 saved	in	the	TrickleStar	Portal.	
6.	 Do	not	disable	the	Location/GPS	services	for	the	TrickleStar	App	while	using	the	Geofence		 	
 feature.
7. Do not toggle enable/disable the Geofence feature if the Current State is not up to date. Instead,   
 please click “Sync” from the App Menu to refresh the TrickleStar App.

8. Do not uninstall Google Map or the Default Map App from the smartphone.



For technical support, go to:
Website: www.tricklestar.com
Email: customer.service@tricklestar.com
Toll Free: 1-888-700-1098
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