
TW 13/75G 
COMPACT AND ROBUST

With a width of 800 mm, the TW 13/75G 
is ideal for those jobs in hard-to-reach 
places, you can easily manoeuvre this 
wood chipper through a tight garden 
gate access.

www.timberwolf-uk.com

The Timberwolf TW 13/75G is 
compact and robust, boasting a fast 
work rate in a class all of its own. 
Powered by an efficient Honda 13hp 
petrol engine, the TW 13/75G is 
designed to work all day, every day 
with low running costs. Its 
impressive chipping capability and 
3” cutting performance makes it a 
superb wood chipper despite its 
smaller size. 

This gravity fed chipper uses a 
strong self-feed action produced by 
‘positive blade feed’ incorporated in 
the feed funnel and blade design to 
make infeed grip exceptional.   
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FEATURES AND BENEFITS: 
Processing throughput of up to 0.75 tonnes/hr   •

13 hp Honda petrol engine   •

75 mm infeed opening (3” cutting performance)  •

Positive blade feed  •

Optional pneumatic or solid tyres  •

Lightweight, and manoeuvrable  •

800 mm product width  •

Easy maintenance and servicing accessibility   •

1x single sided blade  •

Timberwolf reliability and simplicity built-in   •

3-year warranty as standard with optional 5-year extended warranty  •

TW 13/75G SPECIFICATIONS

PETROL ENGINE

13hp Honda 4 Stroke (E10 compliant)

Fuel tank capacity 6.5 litres

DIMENSIONS

Weight 188 kg

Height 1600 mm

Height (with funnel removed) 815 mm

Length (working) 1565 mm 

Length (with funnel removed) 815 mm 

Width 800 mm

CHIPPING FEATURES

Feed method Positive blade feed 

Maximum diameter infeed 75 mm (3”)

Blades 1 x 177 mm fully hardened




