
2”W x 15.5”H x 4”dia plate

Please allow 10-12 weeks
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TOAM Sconce

The Toam is a modern exercise in material contrast. The 
metal and wood, available in a wide range of metal and 
wood finishes, offer intrigue and a timeless profile. The 
fixture can be placed vertically or horizontally and the stem 
dimensions are highly customizable.
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TOAM Sconce 

The backplates on this fixture are 4 inches in diameter and are made of 
solid metal (not pressed) so junction boxes must be flush with wall surface.  

The screw holes are space 2.75 inches apart.  Please ensure you are using 
the approprate junction box.  

T H E  J U C T I O N  B O X  M U S T  B E :

-circular
-new work
-3.5” outside diameter
-horizontally-placed screw holes, spaced 2.75” apart

If you will be attaching your juction box to a vertical wall stud (most 
common), we recommend the A L L I E D  M O U L D E D  

P R O D U C T S  9 3 3 5 - N K  3 . 5 "  D I A .  R O U N D  F I X T U R E  S U P P O R T  

B O X .  We have included the spec sheet and technical 
drawing for this box for your reference.  If you prefer to use a different 
box, make sure that you follow the above guidelines.

M O U N T I N G  H A R D W A R E  D I A G R A M

2.75”

3.50”

L A M P I N G

E12 Screw Base

B U L B  I N C L U D E D  ( 1 2 0 V  U S A )

Tala Sphere 1

L A M P  Q U A N T I T Y

1

V O L T A G E

110-120V~

B R I G H T N E S S

220 Lumens

M A X  W A T T A G E

40 Watt Max

D I M M I N G

Universal
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