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RED LIGHT AT 660NM
Most of red light absorbed by your skin, leading
to increase of collagen production and optimal
skin health.
660NM: 850NM = 1:1
Provides ultimate versatility for overall health
by delivering an equal percentage of both red
light at 660NM and near infrared light at
850NM.
NEAR INFRARED LIGHT AT 850NM
Near infrared light penetrates deeper within
your body-enhancing muscle recovery and
reducing join pain.

Biohackn's Light therapy devices use evidence-backed
Red, and Near-infrared light backed up by the science

of Photobiomodulation.



Frequencies
Your Biohackn pannel comes with 4 frequencies based on the work of Dr. Paul
Nogier, a French neurologist and the founder of auriculotherapy, who determined
frequencies for treating individual tissue types. At Biohackn, we want to enhance
your wellness experience. Hence we equipped all of the panels with these
frequencies.

73Hz
It facilitates cellular activity, especially when this activity is reduced. Activates
bodily functions. Stimulates acupuncture points. Resonates with the sub-cortical
lower regions of the brain, including the thalamus and hypothalamus—two major
control centers for body functions. It may also help with muscle spasms, facial
pain, headaches, and depression. In addition, it has been used for non-healing
bone fractures and to help balance hormones.

146Hz
Anti-inflammatory function stimulates the immune system. Accelerates recovery.
This setting often combines with other locations, as inflammations comprise
several phases. They are used for memory, psychological disorders, nervousness,
and worry. Resonates with the brain's cerebral cortex involve thinking, imagining,
and creating.
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Frequencies
293Hz
It has a stimulating effect on the tissue of ectodermal origin (the central and
the peripheral nervous system, the sensory epithelia, the epidermis with hair,
nails, cutaneous glands, the pituitary gland, and the epiphysis). It facilitates
recovery following surgical procedures and restores the skin and the mucous
membrane (wounds, wrinkles, ulcers, aphthae, herpes). Helps with migraines.
This frequency is used as the universal frequency for acupuncture points.
Assists wound healing, skin and nerve repair, and reduces scar tissue,
inflammation and tumors.

587Hz
It has a stimulating effect on endodermal origin tissue (the liver, gall bladder,
pancreas, intestinal loop, the urinary bladder). It enhances blood and lymph
circulation. It also affects the conduction of nerve fibers. It prevents the
development of blisters in the initial phase of herpes and facilitates wound
healing in the mouth cavity. It improves nutritional assimilation and allergy
problems and balances the parasympathetic nervous system. This frequency
is used for circulatory problems, edema, and lymph problems.
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Click the "R/NIR" button to
switch between the three
modes: Red/Nir/Red+Nir
Press the "T" button for 1
second to start the timing
function. Each click
increases the timer by 5
minutes.
Click the "      " button, play
and pause function
switching;
Press the "        " button for 1
second to switch to the
pulse function, with four
pulse frequencies of
73/146/293/587Hz,
respectively

1.

2.

3.

4.

Timer Function
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Warranty
Your Biohackn panel comes with a one-year warranty from the date of delivery.

What does this warranty cover?

This limited warranty covers any defects in material or workmanship under
everyday use during the warranty period. During the warranty period, Biohackn
will repair or replace at no charge. Products or parts of products that prove
defective because of improper material or workmanship, under regular use
and maintenance.

What does this not cover?
The limited warranty does not cover any problem caused by damage resulting
from negligence, improper maintenance, modification, damage by natural
causes like lightning, floods, or other natural disasters, theft, or loss of the
product.
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Warning
1. Do not expose the panel to hot, cold, and humid weather.

2. Use your panel at a predetermined voltage and frequency.

3. The metal parts of the panel should not be polished with a powder
polisher. Instead, the dust behind the panel should be cleaned with
a dry cloth or duster, which can be cleaned once a week.

4. Avoid using your panel for more than 30 minutes at a time, and
please wear goggles to protect your eyes.
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Thank you for choosing 


