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Model: JL269
Digital Gas Sniffer 

HLP

SPECIFICATIONS 

Measuring Range

Response Time

Sensitivity

Sensor Type

Dimensions 

Weight

Battery

Working Temp

50 to 10,000 ppm

≤ 5 seconds

Better than 50 ppm

Semi-conductor gas sensor

180 x 72 x 35.5 mm  

310 grams

-10°C to +55°C  ≤ 93% RH 

Inbuilt rechargeable 3.6V

This combustible gas leak locator has a flexible goose 
neck probe so as to be able to reach behind 
equipment to find leaks. Valuable for personal 
protection in confined work spaces. Most types of 
combustible gasses detected incl: LPG, Natural gas, 
petrol’s, solvents, methane etc. Locating the point of 
the gas leak the detector will alarm and indicate with 
an increasing tick rate. 

Ÿ Buzzer on/off enabling for quite areas

Features:

Ÿ Audio/Visual tick rate increases closer to gas

Ÿ Display indicates power status, battery level & fault

Ÿ Sensor protected by metal screen

Ÿ Switchable Back-light for low light areas

Ÿ Displays from 50 up to 10,000 ppm

Ÿ Inbuilt rechargeable battery gives up to 8 hours use 
between charges

Ÿ Inbuilt calibration function for ‘0' point

Ÿ Heavy duty flexible gooseneck 340mm long

Combustible Gas Leak Detector
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