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OWNERS MANUAL 

The Upland I\1odel #107 has been tested and listed to 
ULC S627/CSA B366.2 an UL 1482 by v✓arnock Hersey 

and ETL labs. 







2. Take notice of any wood mantels above or  on the sides of the 
fireplace opening. These may need protection from the radiant heat 
of the stove. Mantel shields that deflect this heat are available 
from your Dealer or can be made by a local sheet metal shop. 

3. Install stove as shown in fig * 1 . A direct connection from the 
outlet of the stove up to the first flue tile is the best way to install 
your Upland Stove. Upland manufactuers a line of stainless steel 
flexible oval piping designed to make this job easier. Contact your 
dealer or Upland for further information on this piping. 

4. IMPORTANT: MAKE SURE YOUR FIRPLACE HEARTH CONSISTS OF A 
MINIMUM OF 8" SOLID BRICK, BLOCK OR CONCRETE BELOW YOUR 
UPLAND STOVE, This is to protect against heat transfer from the 
bottom or' the stove downward to floor- framing. Also make sure 
that you place sand or ash in the bottom of the stove up to the 
level of the ribs (2-3") as this protects from downward radiation of 
heat. If your Fireplace hearth does not have the thickness 
prescribed, you can do any of the following: 

a .  Place the stove further back into the fireplace. Since the 
fireplace was construct,ed for the burning of wood directly 
on the firebrick, this should be safe. 

b,Lift the stove up on spacers (a brick or firebrick under 
each side) so air can pass under the bottom of the stove 

thereby cooling It,  Upland sells a special hearth plate 
designed for this usage--contact your dealer for more 
information, 


