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The display screen will light up when the power is on.Whether the buzzer is turned on or not, it 
emits a sound. After 0.5S, the default conventional water boiling mode will be displayed. The 
default setting of 212 F maximum temperature and the current real-time water temperature will 
be displayed at the same time. After 3 minutes of standby, the screen will automatically turn off 
and hibernate without any operation. After hibernation, any operation can wake up the display 
screen

The left knob is the heat preservation switch knob, and the right knob is the water boiling switch 
knob



Click the switch button to turn on/off water boiling. When the button is turned on, the indicator light 
will light up. During water boiling, You can turn the knob to set the desired temperature, the 
temperature range is 86F-212F. When the temperature reaches the target temperature, the 
indicator light will turn off and water boiling will stop.

When the water temperature reaches the default setting temperature, the indicator light turns off.

Timing function: In the Power-on state, long press the switch button 1.5S to start timing, the timing 
icon lights up, click the switch button again to reset the timing, long press 1.5S to exit timing, and 
the timing range is 00:00-59:59 (1 hour).
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Press and hold the ON/OFF button for 1.5S to start timing

Heat preservation boiling mode
Heat preservation function: click the heat preservation button to turn on/off the heat preservation. 
The default heat preservation temperature is 205F, and the default duration of heat preservation is 
1 hour. 
Click the button to turn on the heat preservation mode. The indicator on the left will light up 
and start boiling water. The boiling mode will stop when the temperature reaches the set or default 
temperatures and start heat preservation mode. (or wait until the temperature drops to the set 
temperature to start heat preservation). During this period, you can turn the knob to set the heat 
preservation temperature. When the heat preservation mode ends, the indicator light will turn off, 
and the display screen will return to boiling mode.After 3 minutes, it will enter into sleep mode 
without operation.
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Click KEEP WARM to turn on heat preservation boiling mode



In the heat preservation mode, the heat preservation countdown begins, the HOLD and Keep 
Warm icons light up, and the default time is 01:00.

Long press the heat preservation button 1.5S to start the heat preservation time adjustment, 
and the minute numbers of the timer will be flashes. Rotate the knob left and right to adjust the heat 
preservation time. Each adjustment will change for 10 minutes, and the adjustment range will 
be 00:10-24:00 (after the time is adjusted, press the heat preservation button briefly to confirm 
the heat preservation time, or after 3s, the time cursor will stop flashing and automatically confirm, 
and exit the time setting). 

Display screen interface when starting insulation, The left key indicator lights up

In the heat preservation state, if you are long press the switch button for 1.5s, the TIMER icon 
will display and start timing (when the heat preservation countdown and timing are used at the 
same time, the timing will be displayed first). Short press the switch button again to reset the 
timing. Long press the switch button for 1.5s to exit the timing, and continue to display the heat 
preservation countdown.
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Dry burn protection
When the kettle body is in the state of boiling water, the abnormal display of high temperature 
during dry burning is E01, and it can be restored to normal by re energizing after cooling



Dial switch

Two toggle switches control buzzer on/off and child lock on/off respectively

Buzzer, child lock open display screen display status

After the child lock is opened, all operations will be invalid to avoid the danger caused by children's 
curiosity. The control only can be carried out when the child lock is released.

Buzzer, child lock closed, display status

Temperature switching
Click the left and right knobs at the same time to switch the temperature unit F/C, and the 
LCD displays the real-time operation

Alert

SET



Pot lifting effect
If you are grabbing the kettle, the display screen displays ---. After the kettle back in, it returns 
to the previous display state. If the kettle has not been back into the base for 15 minutes, The 
display screen automatically stops and goes to sleep mode. After sleep, any operation can 
activate the operation interface

Display interface after lifting the kettle under the condition of heat preservation and ordinary boiling
















