Applrfast

99-3006 HUCK NOSE ASSEMBLY

NOTES:
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ANVIL ASSY 123925 CONSISTS OF:
(1) 120636-1 ANVIL HOLDER AND
(1) 123926 ANVIL |INSERT

BOTH ARE AVAILABLE INDIVIDUALLY.

ANVIL INSERT WRENCH 125400 IS
OPTIONALLY AVAILABLE.

VAN

123925 ANVIL ASSEMBLY
124604 COLLET
123927 UNITIZED JAWS
/—123101 LOCATOR
<

REV DESCRIPTION DATE
B JEXTENSION 124360 WAS 115829, COLLET 02-01-95
PICTORIALLY UPDATED.
C_JCOLLET 124604 WAS 115828B. 05-13-97
D JADD NOTES 18 2 07-07-99
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4360 EXTENSION
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FORM: KEW4 REV C

By occepling ths proprisfory Huck drowng, recpleni agrees nol fo reproduce or dsclose ony port theseof ta ony oihers sithoul the written permssion of Huck ternational, inc,

MATERIAL: a SPEC: TOLERANCES UNLESS HUCK INTERNATIONAL, INC., I.5.0D.
HARDNESS: - RAW OR STOCKED STATEI BIIHDE::"SENES ?RPEISIIEIEE[;:l &%AEWD%&:EK Pé)‘oli'o)( =N
HEAT TREAT TO:|" SPEG LXX, XXX * NOSE ASSEMBLY
SURFACE TREAT:|” SPEC: JNT. COR. RADI -08 CéL

SURFACE FINISH NOT TO EXCEED: Ra BREAK EDGES DET:T.L, [cK: |oATE:02-16-94 [ SCALE: 2/1
IDENTIFICATION PER SPEC 42-311: ETCH IANGLES _ * FOC.

}SURFACES TOBE ©./.¢..1. &g WITHIN T.IR. FINAL ASSY: 212 FAC. B 99_3006

Contact Applifast
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