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Why use copper and brass for outdoor lighting?

Copper is a natural metal that has a time tested immunity to oxidation. It has been used for centuries in 

many applications where it was vital that rust and corrosion would not effect its function. It has survived 

unchanged since the beginning of time with the exception of turning a natural "Patina" or "Verde" color.

Brass is an alloy derived from copper and has the same corrosion resistant properties. Copper and Brass 

can never rust, rot, or corrode, even in the harshest outdoor environments. This is why these metals are 

really the only choice for outdoor lighting. We've all seen what happens to many other types of outdoor 

fixtures that have been in the garden for any length of time, they have either rotted away to dust or the 

painted finishes are virtually non-existent.

SPJ Lighting, Inc. stands behind our unbeatable lifetime warranty for all of our solid copper and brass 

fixtures. This warranty also extends to our chemical finishes which are NOT a paint or powder coat. All of our 

chemical finishes are basically an accelerated form of what would happen naturally, given enough time. 

While natural patina starts in a bronze color and then changes to Verde, our process can also create "rusty" 

looking elements or even black as well.

Copper and Brass are not just for "Coastal Environments." In modern landscape conditions with constant 

irrigation, fertilizer, and soil amendments, a coastal environment is created in almost every garden. Hardly 

anything will survive these harsh surroundings but you can trust SPJ Lighting fixtures and finishes to remain 

beautiful and functional until the end of time!

	 •	 Verde - What Mother Nature would have done on her own.

	 •	 Moss - A thicker, greener effect that simulates a very wet environment 

		  like a rain forest.

	 •	 Aged Brass - Streaks of brass metal shining through as if in a dry 

		  environment.

	 •	 Matte Bronze - Like an oil rubbed bronze with a living patina, our most 

		  popular finish.

	 •	 Satin Brass - A slightly raw brushed brass look which will patina over time.

	 •	 Black - This is actually a darker version of matte BRONZE better than paint.

	 •	 Rusty - Simulating an old rusted wrought iron look, sprinkled with flecks of 

		  rust, but never will!

	 •	 Raw Copper - No finish at all, clean and shiny when new, 

		  aging at it's own pace.

	 •	 Natural Copper - Simulates raw copper that has aged a short time.
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FINISH CHOICES

GLASS CHOICES

State of the Art PVD - Superior to Stainless Steel! 

SPJ Lighting, Inc. is offering new state of the art PVD finishes (physical vapor deposition) which is a 
manufacturing process that creates a very durable finish that looks like highly polished Chrome, Graphite, 
or Satin Nickel.  Physical Vapor Deposition (PVD) is a process that produces a metal vapor which is 
deposited on electrically conductive materials. The result is a thin, highly adhered, pure metal or alloy 
coating. The process is carried out in a vacuum chamber, at high vacuum, using a cathodic arc source. 
PVD finish is commonly used for bathroom fixtures, exterior door knobs and other hardware that needs 

to be highly weather resistant, which is why 
it works perfectly for landscape lighting. Salt 
resistant, scratch resistant, and-water resistant 
keeps the PVD finish looking new for many years 
and is guaranteed not to patina in any outdoor 
environment.

GLASS CHOICES
• (C) 	 Clear
• (CS) 	 Clear seedy
• (FS) 	 Frosted seedy
• (F) 	 Frosted
• (WS) 	White Swirl
• (WI) 	 White Iridescent
• (HS) 	 Honey Swirl
• (HI) 	 Honey Iridescent

White Swirl	 (WS) White Iridescent    (WI) Honey Swirl	 (HS) Honey Iridescent    (HI)

Powder coat available at additional cost. (1 Year Warranty)

Shown: SPJ-MSL2 - PVD - Satin

PVD Satin (PVD 

Black	     (B)Aged Brass	  (AG)

PVD Polished (PVDP)

Rusty	     (R)

PVD Graphite (PVDG) PVD Bronze (PVDB)

Verde	     (V)

PVD Black (PVDBL)

Moss	     (M) Raw Copper	 (RC) Natural Copper (NC)

Satin Brass (SB) Matte Bronze (MBR)

Additional Charge
Additional Lead 

Time

Additional Charge
Additional Lead 

Time

Additional Charge
Additional Lead 

Time

Additional Charge
Additional Lead 

Time

Additional Charge
Additional Lead 

Time

NEW NEW

Copyright 2023/2024

Shown: SPJ09-05-PVD-SatinShown: SPJ06-14-PVD-Graphite

Invincible

Durability
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Quick Ship Program

Items labeled with logo will ship within 48 hours. Items are available in 
Raw Copper and Matte Bronze Finishes. 

Consult with customer service for availability. 

Logo represents 
Quick Ship items.
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Quick Ship

MODEL# METAL 
FINISH

GLASS VOLTAGE OVERLAY LED
COLOR 
TEMP.

▼ ▼ ▼ ▼ ▼ ▼ ▼

SPJ40-04D- AG- WI- 120V- TBAR- RD8- 2700K

MODEL# FINISH LED ENGINE VOLTAGE
COLOR 
TEMP.

SMART

▼ ▼ ▼ ▼ ▼ ▼

SPJ-SQ100-F- RC- 2W- 120V- 2700K PLC
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FOREVER BRIGHT LED ENGINE CENTER
The Industry's 1st Integrated - Interchangeable LED Module!
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Amber
Available!

2700K Standard!

IP Quick Connect

IP Quick Connect
IP Quick Connect

Twist and lock cap allows user to 
change optic beam spread in a snap!

NEW! Spot, Flood or Wide Flood Optics 
Available in RGBW!

Lumen outputs based on 2700K color temperature

Wattage Voltage AC/DC Lumens Color Temp Optics

1W
8-15V

(available in 120v)

80
96

115

Amber, 2200K,2700K, 
3000K, 4000K, 5000K, 

6500K

Spot, Flood, Wide Flood, 
Wide Angle Flood

2W
8-15V 

(available in 120v)

150
 160
 170

Amber, 2200K,2700K, 
3000K, 4000K, 5000K, 

6500K

Spot, Flood, Wide Flood, 
Wide Angle Flood

3W
8-15V

12V Dimmable Option 
(available in 120v) 

200
210 
 220

Amber, 2200K,2700K, 
3000K, 4000K, 5000K, 

6500K

Spot, Flood, Wide Flood, 
Wide Angle Flood

6W
8-15V

12V Dimmable Option 
(available in 120v) 

300
320
340

Amber, 2200K,2700K, 
3000K, 4000K, 5000K, 

6500K

Spot, Flood, Wide Flood, 
Wide Angle Flood

8W
8-15V

12V Dimmable Option 
(available in 120v) 

580
610
700

Amber, 2200K,2700K, 
3000K, 4000K, 5000K, 

6500K

Spot, Flood, Wide Flood, 
Wide Angle Flood

Interchangeable Optics

FB-8W-CYL-RGBW (shown)
FB-8W-FLAT-RGBW
FB-17W-RGBW 
CCT: 1800-6500 Range
RGBW

FB-4W-CYL-RGBW (shown)
FB-4W-FLAT-RGBW
CCT: 1800-6500 Range

IP Quick Connect

SPJ-FB-1WP
2000K-6500K
 

IP Quick Connect

FB-CONE
FB-3W -CONE-TA16
8-15v

Our FB-Cone used in our Pathlights •	 Field Changeable
•	 IP67 Connector	
•	 Flexibility
•	 Interchangeable
•	 EZ Maintenance

•	 Directional
•	 Hanging
•	 Recessed Ceiling

•	 Flex-Link
•	 Precise Full Range Warm Dimming

RGBW Engine - PLC

FB-CYLINDER
FB-1W-CYL-TA16, 8-15v
FB-2W-CYL-TA16, 8-15v
FB-3W-CYL-TA16, 8-15v
FB-6W-CYL-TA16, 12-15v
FB-8W-CYL-TA16, 12-15v 
FB-16W-CYL-TA16, 12-15v 

FB-6W-CYL-TA16-120

FB-3W-CYL-TA16-120

Our FB-Cylinder used in our Directional Lights

NEW 4W RGBW Engine - PLC

120v

120v
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The Industry's 1st Integrated - Interchangeable LED Module!

A majority of the fixture line can be equipped with a variety of lumen and voltage packages. 
Our standard engines are shown in the model description.
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Retrofit Kits
12-15V - 2700K (Standard) Color Temp., Amber available - IP Quick Connect

 FB-RB2 FB-RB4-350 FB-RB6-300

MODEL#	 WATT	 LUM
FB-LS2-150	 2	 150
Electrical: 12V

WATTAGE:	 3
LUMENS:	 350
Electrical:	 12V

Lumens: 	 350
Wattage: 	 3W
Electrical: 	 12V

Linear Strip Engines
2700K - 5000K Color Temp. - IP Quick Connect

FB-BB05X SPJ-MLS-RGBW (PLC) FB-LS2 FB-LS4-350

Lumens: 	 125
Wattage: 	 2W
Input Voltage: 	9-15V 
Color Temp: 	 Amber

Lumens: 	 200
Wattage: 	 3W
Input Voltage: 	12V 
Color Temp: 	 RGBW
CCT: 	 1800-6500 Range

MODEL#	 WATT	 LUM
FB-LS2-150	 2	 150
Electrical: 12V

WATTAGE:	 3
LUMENS:	 350
Electrical:	 12V

FB-BB0569

Lumens: 	 800
Wattage: 	 6W
Input Voltage: 120V 
Color Temp: 	 2700K, Amber

53/4"

FB-LS6-300 (6 INCH) FB-LS11 (11 INCH) FB-LS22 (22 INCH)

Lumens: 	 350
Wattage: 	 3W
Electrical: 	 12V

MODEL#	 WATTAGE	 LUMENS
FB-LS11-300	 3W	 300
FB-LS11-650	 6W	 650
Electrical: 	 12V

MODEL#	 WATTAGE	 LUMENS
FB-LS22-300	 3W	 300
FB-LS22-650	 6W	 650
Electrical: 	 12V

Retrofit Kits Available
Unlimited lumen range and color temperature options. Retrofit 

solution utilizing solid brass construction to insure longevity

FB-RB12

13/4" 3"

5/8"
5/8"

1/2"
1/2"

6
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FB-17RGBW (PLC)

Input Voltage: 120, 90-240, 12-15V
Color Temp: Amber, 2K, 3K, 4K, 5K

Input Voltage: 120V
Color Temp: 2700K

Dimmable

High Output RGBW
Lumens: 	 1700
Wattage: 	 17W

FB-TAB-6W
FB-TAB-8W

FB-SB30 FB-RD8 FB-RD24 FB-RB9 FB-BLB

Lumens: 	 300
Wattage: 	 6W
Lumens: 	 580
Wattage: 	 8W

Lumens: 	 4500
Wattage: 	 32W

Lumens: 	 1000
Wattage: 	 8W

Lumens: 	 2000
Wattage: 	 17W

Lumens: 	 500
Wattage: 	 3W

Lumens: 	 4000 Max
Wattage: 	 33W Max

120VAC - 3000K, 4000K Color Temp
FB-BLB-50 FB-8W-BRD-RGBW-FL FBL08 FBL12 FBL18

Lumens: 	 12,570
Wattage: 	 38-77W

Lumens: 	 580
Wattage: 	 8W
RGBW-BT

Lumens: 	 800
Wattage: 	 12W

Lumens: 	 1200
Wattage: 	 15W

Lumens: 	 1800
Wattage: 	 22W

FB-MP3200 
Lumens: 	 3200
Wattage: 	 25W
Input Voltage: 	120v
(4) BB0569
800 lumens per strip

SPJ-BB03CH 
Lumens: 	 125
Wattage: 	 1.5W
Input Voltage: 	8-15V 
Color Temp: 	 Amber, 
2700K, 4000K

Mini Transformer
Model: 	 Keystone
Output: 	 12V	  
Wattage: 	  20W LED  
Input Power: 	 120V
 

Dimmable LED Drivers
IP62 - 120VAC

FB-PS3R FB-PS11 FB-PS12 FB-PS14

FB-PS20 FB-PS23 FB-PS50

2"

1"

3"

1"

11/8"
7/8"

21/4"

5"

11/8"
13/4"

3"

PS11-133
PS11-142 
PS11-256
PS11-450

120V-277V
14W120V 

12W 
TRIAC DIM

120-277V
20W
TRIAC OR 0-10V

120-277V
23W
TRIAC DIM

120-277V
50W
TRIAC OR 
0-10V

12V
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MOUNTING ACCESSORIES

Model: SPJVB-100
Shown: Matte Bronze
Material: Cast Brass
4"w x 3"h

Model: SPJ19-09
Strap Only 
Specify Length

Model: SPJ19-20 
Shown: Verde
(2) 1/2" NPT Female Threads
5 1/2" L x 1 3/4"H x 1 3/4"D

Model: SPJ19-08
Shown: Matte Bronze
Mini Splice Box
3 1/8"L x 1 5/8"W x 1 1/2"D

Model: SPJ19-19 
* Adjustable Tree Strap 
Shown: Matte BronzeSPJ Tree J-Box 120 volt or 12 volt solid cast brass tree mount 

box. 1/2” NPT inlet hub for conduit or cord seal applications, 
1/2” NPT hub at 90 degree for fixture mounting. Supplied with 
cord seals for 120v SJ cord entry, stainless steel lag bolt studs 
with adjustable hex nut to loosen as tree grows.  Available in 
all SPJ finishes to match fixtures.

Model: SPJ19-03-RBBG
Shown: Matte Bronze
Adjustable Riser 
 Below Grade

SPJ19-19 - 12"L
SPJ19-19 - 18"L
SPJ19-19 - 24"L
SPJ19-19 - 36"L

SPJ19-19 - 48"L
SPJ19-19 - 60"L
SPJ19-19 - 72"L

Order with SPJ19-08 
Splice Box

Model: SPJ 19-03-SP-RB
Shown: PVD Satin
Mounting: Direct Burial
Electrical: 12V or 120V
Option: All Finishes
UL Listed

Model: SPJ-HS10 Hybrid Stake
Mounting: Direct Burial
Electrical: 12V or 120V
UL Listed

Base Mounts for Decks or Concrete Footing

Model: SPJ19-02
Dual Fin Spike
(Included with most fixtures)

Model: SPJ-SOL3
3 Prong Solid Brass Spike
Shown: Matte Bronze

Model: SPJ-EZ Spike
1/2” NPT Wire Way

3 1/8"

1 5/8"

1 1/2"

3 1/8"L x 1 5/8"W x 1 1/2"D

Model: SPJ19-07 (box)
Shown: 	Mini Splice Box with Strap
	 PVD Graphite
Order Example: SPJ19-07-22 
15" Strap
22" Strap

31" Strap
42" Strap

NEW!NEW!

SPJ-DM6R (SHOWN)
SPJ-DM8R 8"
Deck Mount

SPJ-DM6SQ (SHOWN)
SPJ-DM8SQ 8"
Deck Mount

SPJ-DMC-6R (SHOWN)
SPJ-DMC-8R 8 1/8”

Deck Cover

SPJ-DMC-6SQ (SHOWN)
SPJ-DMC-8SQ 8 1/8”

Deck Cover

6” 6 1/8”
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Model: SPJ-T2-ADJ Mini Strap
2" Strap Only 
 

Model: SPJ-T3-ADJ Mini Strap
3" Strap Only 
 NEW! NEW!

Model: SPJ-100SW
12V Inline Switch
Shown: Matte Bronze
 

MOUNTING ACCESSORIES

Telescopic Risers
Model: SPJ-ABR-610
Shown: Rusty & Verde
Extends to 10" Overall
Model: SPJ-ABR-1220
Extends to 20" Overall

Model: SPJ19-10 
Shown: PVD Graphite
4" Canopy

Model: SPJ-IP68-F

Model: SPJ19-11 
Shown: Bronze
5" Canopy

Model: SPJ19-12
Double 1/2" NPT
Shown: Black

Model: SPJ19-25
Shown: Matte Bronze
Double Headed Extension

Model: SPJ19-01D
Shown: Matte Bronze
Wall or Tree Mount
2.75" Diameter

Model: SPJ19-21
Shown: Matte Bronze
21/4" Dia. x 11/8"Depth

SPJ19-06
Small Silicone Filled 
Wire Nuts
(Black/Gray)

SPJ19-06-BB
Large Silicone Filled 
Wire Nuts
(Black/Black)

SPJ-BR6	 6" Brass Riser
SPJ-BR12	 12" Brass Riser
SPJ-BR18	 18" Brass Riser
SPJ-BR24	 24" Brass Riser

Shown: Matte Bronze

Shown: Verde

Demo Bag Includes:

Mr. Universe	 3W	 Directional
Super Nova	 6W	 Directional
(Interchangeable optics)
GDG-3EB	 3W	 Steplight
SPJ-CC100	 3W	 Pathlight
SPJ17-09	 2W	 Steplight

Custom Displays. Made to Order!
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PRO +

300 WATT LANDSCAPE LIGHTING TRANSFORMER
Wireless Connectivity Power Line Control (PLC)

MR. UNIVERSE SPJ-MS2 SPJ-GDG-3EB SPJ-GDG-3OW SPJ-3124 SPJ-CBWL

All SPJ Fixtures Can Be Controlled by Flex-Link Pro+™
            - Color Changing App Controlled

Download 
SPJ SMART LIGHTING HERE : 
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FEATURES : 
•	 Individual Control Of Each Light Via Smart Phone / Tablet.
•	 Color Changing LEDS RGBW ( Red, Green, Blue, Warm White, Cool White, Amber )                                       

Mix And Blend Colors And Kelvin Temps From 2000K-6500K. 
•	 Power Line Control ( PLC ) Over Low Voltage 2-Wire.
•	 Zoning
•	 Dimming
•	 Scheduling Time On Off Including Sunrise/Sunset Astronomical Timing.
•	 Pre-Defined Scenes 
•	 User Create Scenes
•	 300W Stainless Steel Transformer / 120VAC Input / 15VAC Output
•	 Integrated Circuit Breaker Protection 
•	 UL1838

WIFI Enabled, CLOUD BASED system that can be programmed and controlled from anywhere in 
the world (off job site)! 

Bring your outdoor lighting designs to life with our new state of the art FLEX-LINK PRO + system. 
SPJ LIGHTING INC, brings you the most advanced yet SIMPLE and FLEXIBLE smart phone 
controlled landscape lighting system available on the market today. Control color RGBW plus 
WARM WHITE to COOL WHITE. (27000K - 6500K)

Smart, yet simple. 

Turtle Friendly option: 
As a special order item FLEX-LINK Turtle friendly LED can easily change with the seasons.   During breeding 
season you can use the SPJ smart lighting app to change color temperature to certified Wildlife Amber 
Output.  When the season is over, tap a button on your smartphone to switch back to 3000K ( or whatever 
standard white color temp you desire such as 2700k or 4000k) 

SPJ Smart lighting makes turtle friendly lighting a snap!  

PART NUMBER INPUT OUTPUT WATTAGE HEIGHT WIDTH EXTENSION

FL-300W-PRO+ 120V 15V 300 17" 8.75" 6"

Download 
SPJ SMART LIGHTING HERE : 

SPJ 
smar t  l i ght i ng

App Icon

PRO +
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PRO
WIFI ENABLED 300 WATT LANDSCAPE LIGHTING TRANSFORMER

3 ZONE On/Off

 
FLEX-LINK PRO™ has 3 individual channels which can be individually controlled either manually ON/OFF 
or Scheduled ON/OFF.  Each Channel or “Zone” can be programmed via SPJ SMART LIGHTING™ APP  to 
have their own unique schedule or can be overridden manually with a tap of a button on your smartphone. 

Because this is a WIFI Enabled system and CLOUD BASED it can be programmed and controlled from 
anywhere in the world (off job site)! This eliminates annoying “call back” situations when a client wants a 
simple schedule change or the schedule has been interrupted due to a temporary power outage.  Installers 
can LOGIN from their office and program SPJ SMART LIGHTING™ FLEX-LINK PRO™ with ease. 

Smart, yet simple. 

FEATURES : 

•	 3 Channel Independent Zone WIFI Controlled Via SMART PHONE.
•	 300 watt total load combined over 3 channels.
•	 NOT LIMITED TO 100W USAGE PER CHANNEL.
•	 UL1838 Landscape Transformer.
•	 304 Stainless Steel with Locking Hinged Door to prevent vandalism.
•	 Astronomic Timer scheduling Via SPJ SMART LIGHTING APP 
•	 Input 120VAC- Output 15VAC
•	 Integrated Circuit Breaker protection. 

Download 
SPJ SMART LIGHTING HERE : 

BY

ON DUTY

BY

ON DUTY

SPJ 
smar t  l i ght i ng

App Icon

PART NUMBER INPUT OUTPUT WATTAGE HEIGHT WIDTH EXTENSION

FL-300W-PRO 120V 15V 300 12" 6.38" 4.75"



Smart. Yet Simple.
Bring your outdoor lighting designs to life with our new state of the art FLEX-LINK system.  SPJ LIGHTING INC, brings you the most 

advanced yet SIMPLE and FLEXIBLE smart phone controlled landscape lighting system available on the market today.  

There is no confusing assignment of ID#’s or pre-programming of any kind.  Simply power up any FLEX-LINK device and watch it 

magically appear on the screen of your FLEX-LINK app. Tap on the device and give it a name such as “Oak Tree” or “Front Path” 

or “Uplight” or any name you want. 

Once you have named your lights (or not) you can begin creating your masterpiece! 

Precise Reliability & Control

Download Flex-Link™ Apps on 
Download our most current FLEX-LINK S2 app for even more versatility!

•	 Dimming- Dim any individual or group of lights to your desired brightness. 
•	 Scene Scheduling- Program scenes for specific times, such as 50% dim at 1am, or all soft blue at 9 pm 

or Party Scene on weekends.   
•	 Roll through preset colors with cool features like “Rainbow Breath” and many others. 
•	 Warm Dimming
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Zoning- Add lights to any group 
or sub-group that you desire for 
more precise control.

Scenes- Save your masterpiece 
creations to the scenes page in 
app for instantaneous recaall  
at the touch of a button on 
your phone.  Christmas, Party, 
Daily Use, 50% dim, Game day, 
Midnight, the options are limitless!

Create “Favorite Colors” and 
save in your app for use as your 
mood dictates. 

Individually change colors RGBW 
(Red-Green-Blue-Warm White-
Cool White)

Astronomical Timing- Set on/off 
times at sunset to sunrise based 
on your location and utilize any 
combination of ON at sunrise , 
OFF at Midnight, etc.  

Note:  Smart Phone app must 
be opened and connected to 
lights periodically in order to keep 
Astro-Timer updated.

Flex-Link Network Manager 
allows the installer to manage 
multiple locations from a single 
smartphone, switch from job to 
job with a single tap of a network.  
It also serves as password 
protection so access to control of 
lights is limited to those with the 
correct network.  

Once job has been set up with 
names, zones, scenes, and 
schedules, the network data can 
be instantly transferred to the 
clients phone via email or WiFi.  
This data can then be saved as a 
backup file in case phone is lost 
or damaged.
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The Forever Bright landscape lighting transformer series. Featuring multiple voltage outputs from 12-15 volts. 

Stainless steel enclosure is rain-tight with hinged lockable cover and multiple knockouts throughout bottom and sides. 
Features include removable timer and field installed photocell. All units "plug and go" ready for field install accessories.

FEATURES & OPTIONS:

•	STAINLESS STEEL NEMA STYLE RAIN-TIGHT 
	 KEYHOLE MOUNT ENCLOSURE
•	LARGE WIRING VOLTAGE TAP LUGS
•	COMPLETE WIRING INSTRUCTIONS
•	TIMER, 24 HOUR REMOVABLE
•	PHOTOCELL, FIELD INSTALL
•	6’ OUTDOOR LINE CORD
•	LOW VOLTAGE CIRCUIT BREAKER. 
	 ONE BREAKER PROTECTING EACH 
	 OUTPUT CIRCUIT
•	ETL 1838
•	LIFETIME WARRANTY

FB-75-120M12
Stainless Steel 
120V
12-15V
75W, (1) Circuit

Model: 
Shown: 
Electrical Input: 
Electrical Output: 
Max Watts:

FB-150-120M12
Stainless Steel 
120V
12-15V
150W, (1) Circuit

Model: 
Shown: 
Electrical Input: 
Electrical Output: 
Max Watts:

FB-300-120M12
Stainless Steel 
120V
12-15V
300W, (1) Circuit

Model: 
Shown: 
Electrical Input: 
Electrical Output: 
Max Watts:

FB-300DB
Stainless Steel 
120V, 277V
12-15V
300W, (1) Circuit

Model: 
Shown: 
Electrical Input: 
Electrical Output: 
Max Watts:

SPJ-LVD
Low Voltage Dimmer

Model: 
 

SPJ-60L12 (wet location) 
60 Watts
SPJ-40L12 (indoor)
40 Watts
6.06L" x 2.59"W x 2.20"D

Model: 
Wattage: 
Model: 
Wattage: 
Size:

FB-600-120M12
Stainless Steel 
120V
12-15V
600W, (2) Circuits

Model: 
Shown: 
Electrical Input: 
Electrical Output: 
Max Watts:

Direct Burial

FB-900-120M12
Stainless Steel 
120V
12-15V
900W, (3) Circuits

Model: 
Shown: 
Electrical Input: 
Electrical Output: 
Max Watts:

FB-1200-120M12
Stainless Steel 
120V
12-15V
1200W, (4) Circuit

Model: 
Shown: 
Electrical Input: 
Electrical Output: 
Max Watts:

Available on Special Order!

T-1703
24 Hour Plug-In Timer

SPJ-457Z-TIMER
24 Hour Plug-In Timer

BY

ON DUTY

BY

ON DUTY
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S14
E26 BASE

The new 130V E26 S14 LED lights bulb integrates a set of filament LED sources and is ideal to replace incandescent string lights 
bulbs. This series LED light bulbs are highly versatile, which can be in outdoor string lights fixtures and offer significant energy 
savings and environmentally friendly. Light output is 360   which is perfect for nighttime party events.

LED LANDSCAPE RETROFIT/LAMPS - 12V & 120V

Model:	 FB-100-1BP
Wattage:	 1.5 Watt 
Equivalent:	 20 watt
Voltage:	 12V

Model:	 FB-MR16-4W
Wattage:	 4 Watt 
Equivalent:	 20 watt
Voltage:	 12V
Color Temp:	 3000K

Model:	 FB-100-2.5BL
	 FB-100-3.5BL
Wattage:	 2.5 Watt / 3.5 Watt
Equivalent:	 30 Watt / 35 Watt
Voltage:	 12V
Color Temp:	 2700K

Model:	 FB-MR16-6W
Wattage:	 6 Watt 
Equivalent:	 50 watt
Voltage:	 12V
Color Temp:	 3000K

Model:	 FB-100-3BP
Wattage:	 3.5 Watt 
Equivalent:	 35 watt
Voltage:	 12V

Model:	 FB-CE12-B
Wattage:	 2W, 4W, 6W 
Lumens:	 160, 320, 480
Voltage:	 12V, 120V

Model:	 FB-MR16-4W
Wattage:	 4 Watt 
Equivalent:	 20 watt
Voltage:	 12V
Color Temp:	 3000K

Model:	 FB-CE12-A
Wattage:	 2W, 4W, 6W 
Lumens:	 160, 320, 480
Voltage:	 12V, 120V 

Model:	 FB-MR16-6W
Wattage:	 6 Watt 
Equivalent:	 50 watt
Voltage:	 12V
Color Temp:	 3000K

Model:	 FB-S14-A
Wattage:	 2W 
Equivalent:	 10 Watt
Voltage:	 12V, 120V  

Model:	 FB-T10L-6W
Wattage:	 6 Watt 
Lumen:	 500
Voltage:	 12V

Model:	 FB-S14-2W
Wattage:	 2 Watt 
Equivalent:	 10 Watt
Voltage:	 12V

Model:	 FB-DT-10L-6W
Wattage:	 6 Watt 
Lumen:	 500
Voltage:	 12V

Model:	 FB-A19-A
Wattage:	 2W, 4W, 6W
Lumens:	 500 
Voltage:	 12V, 120V  

SPJ-S14-A02K27 SPJ-S14-R SPJ-S14-G SPJ-S14-B SPJ-S14-Y
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OUTDOOR WEATHERPROOF SPEAKERS

Hi-Fidelity Sight & Sound

LANDSCAPE
VIBRATIONS

LANDSCAPE
VIBRATIONS

Hi-Fidelity Sight & Sound

Hi-Fidelity Sight & Sound

3”

20”

PVD 
SATIN

MATTE
BRONZE

Sight & Sound!

Our 3" brass diameter 
outdoor speaker and path/
area light. Standard color 

temperature or smart 
(RGBW) LED light source

The sleek understated Contempo Series are available in 
many combinations incorporating high fideility sound and 
unparalleled light quality. Warm white color as well as RGBW 
state of the art technology enables you to create limitless 
possibilities.

Recommended amplifier 40 watts and nominal impedence 
4 ohms.

Model: 
Material:
Finish:
Electrical:
LED:
Color Temp:
Mounting: 

	

LVSQ-183-MBR
Solid Brass
Matte Bronze
12v 
2W Rec / RGBW Option
2700K (standard)
1/2" NPT. 
LV-PM17 Perma Post 
Recommended

Model: 
Material:
Electrical:
Color Temp:
Mounting: 

	

LVR-213AC-RGBW-PVDS
Solid Brass
12v 
2700K (standard) or RGBW options
1/2" NPT. 
LV-PM17 Perma Post 
Recommended
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Model: 
Material:
Finish:
Mounting: 

	

LVR-183-MBR
Solid Brass
Matte Bronze
1/2" NPT. 
LV-PM17 Perma Post 
Recommended

Model: 
Material:
Finish:
Mounting: 

LVR-183-PVD SATIN 
Solid Brass
PVD Satin
1/2" NPT. 
LV-PM17 Perma Post 
Recommended

Model: 
Material:
Finish:
Mounting: 

LVR-183-SB 
Solid Brass
Satin Brass
1/2" NPT. 
LV-PM17 Perma Post 
Recommended

Model: 
Material:
Finish:
Mounting: 

LVR-183-B
Solid Brass
Black
1/2" NPT. 
LV-PM17 Perma Post 
Recommended

Model: 
Material:
Finish:
Mounting: 

LVR-183-PVDG 
Solid Brass
PVD Graphite
1/2" NPT. 
LV-PM17 Perma Post 
Recommended

3”

3”

3”

3”

18”

18”

18”

18”

OUTDOOR 
WEATHERPROOF 

SPEAKERS

Shown: LVR-183-PVDG

The Catalyst Series is 
fabricated by our artisans 
using solid brass and solid 
copper marine grade alloy.

This series is 3” in diameter by 
18” tall. Custom heights are 
available.

Recommended amplifier 
40 watts and nominal 
impedence 4 ohms.



Hi-Fidelity Outdoor 
Sound Packages

•	 Solid Brass construction 
•	 Lifetime Warranty on finishes
•	 Made in the USA
•	 Everything you need to enjoy your music in for your outdoor entertaining space!
•	 Bluetooth and Wifi enabled for playback on your favorite apps

Li’l Buddy Coverage up to 500 Square Feet

Big Boy Coverage 800-2500 Square Feet

Big Buddy Coverage 800-1000 Square Feet

Mac Daddy Coverage 1500- 5000 Square 

LV-SA45 Tuner
Hollywood Hills (1 pair)

LV-SA250 Subwoofer Amplifier
LV-SA452 4 Channel Tuner
Hollywood Hills (2 pairs)
LV-TN250 250 Watt Subwoofer

LV-SA45 Tuner
LV-SA250 Subwoofer Amplifier
Hollywood Hills (1 pair)
LV-TN250 250 Watt Subwoofer

LV-SA250 Subwoofer Amplifier
Hollywood Hills (4 pairs)
LV-SRT4 4-Zone Wi-Fi Smart Streamer
LV-500A Full Range Amplifier
LV-TN250 250 Watt Subwoofer

Li’l Buddy

Big Boy

Big Buddy

Mac Daddy

3” Round speakers shown in Matte Bronze finish.  All finishes available.

LANDSCAPE
VIBRATIONS

LANDSCAPE
VIBRATIONS

Hi-Fidelity Sight & Sound

Hi-Fidelity Sight & Sound

18
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Model: 
Desc:
Wattage:
Channel:
Size:

LV-SA45 
Tuner
45 Watt per channel
2
2"H x 7-1/2"W x 5-1/2"D

Model: 
Desc:
Finish:
Woofer: 
Wattage:
Mounting: 

	

LV-TN250
Subwoofer 
Black
12"
250 watt
Direct Burial Recommended

The SRT-1 is used for Single Zone 
Applications and gives you the 
choice to control your music/system 
via Bluetooth, WiFi, or Line-In.

Model: LV-PM17
Recommended for 
stable mounting

17”

11”

12”

18”

Model: SPJ-EZ Spike
1/2” NPT Wire Way

Model: 
Desc:

Frequency:
Inputs:

Outputs:

LV-SRT4
HiFi 4-Zone 
Streaming 
Media Server
2.4 GHz
Wi-Fi®, LAN, 
RCA, Optical
RCA, Optical

Model: 
Desc:
Wattage:
Size:

LV-SA500
Subwoofer Amplifier
500 watt
4”H x 16-1/2”W x 14-1/4”D

Suitable for (2) TN250

Model: 
Desc:
Wattage:
Size:

LV-SA250
Subwoofer Amplifier
250 Watt
3-1/4"H x 17-1/4"W x 14"D

Model: 
Material:
Finish:
Mounting: 

LVR-123-BLK-WM
Solid Brass
Black
Wall Mount

Model: 
Material:
Finish:
Mounting: 

LVR-123-PVD SATIN-WM
Solid Brass
PVD Satin
Wall Mount

Recommended amplifier 
40 watts and nominal 
impedence 4 ohms.

Recommended amplifier 
40 watts and nominal 
impedence 4 ohms.

Direct Burial Turtleneck 
Sub Woofer
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CONTEMPORARY 
PATH LIGHTS

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-SQ100-1
PVD Satin
1/2” NPT. 
Dual Fin Spike Included
12V
FB-LS2
150
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-SQ100-F
Satin Brass
1/2” NPT. 
Dual Fin Spike Included
12V
FB-LS2
150
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-SQ100-F
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
12V
FB-LS2
150
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-SQ100-1
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
12V
FB-LS2
150
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-DS21S
Raw Copper
1/2” NPT. 
Dual Fin Spike Included
12V
FB-LS2
150
2700K
Nichia

6 5/8”

1”

21”

4 7/8”

21”

1”

4 7/8”

21”

1”

Shown: Black

4 7/8”

21”

1”

4 7/8”

21”

1”

SPJ 
smar t  l i ght i ng

App Icon



Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-SQ200
PVD Satin
1/2” NPT. 
SPJ19-03 Recommended
12V
FB-LS2
150
2700K
Nichia

8”

2”

1" sq.

21”

24”

5 1/2”

2”

17”

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-CC124-SQ
PVD Satin
1/2” NPT. 
Dual Fin Spike Included
9-15V
2W Nichia 219C
125
2700K
Nichia

SPJMJN-17PL
Black
1/2” NPT. 
SPJ19-03 Recommended
12V
FB-LS2
150
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
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Model: 

Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

SPJ18-16	 18" Riser 
SPJ24-16	 24" Riser
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-CYL-TA16
200
2700K
Nichia

Model: SPJ14-51
Adjustable shroud

4 1/2”

18”

SHOWN: SPJ18-811

Model: 

Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

SPJ18-811	 18" Riser 
SPJ24-811	 24" Riser
PVD Satin
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-2W-CYL-TA16
150
2700K
Nichia

CONTEMPORARY 
PATH LIGHTS

9”

18”

3 1/2”

1 1/2”

4”



Consult customer service 
for LED options.
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CONTEMPORARY 
PATH LIGHTS

SPJ-CCPL-3 
Raw Copper
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-2W-CYL-TA16
125
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

SPJ-LG10 
Satin Brass
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-2W-CYL-TA16
125
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

SPJ-SG6 
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-2W-CYL-TA16
125
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

SPJ-3136
Black
1/2” NPT. 
SPJ19-03 Recommended
12v or 120v
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Color Temp: 
LED:
	

SPJ-3124
Black
1/2” NPT. 
SPJ19-03 Recommended
12V
FB-LS2
150
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

7 3/4”

33”

3”

4 3/4” 3”

1”

24”

1”

22

18”

1 1/2”

2 7/8”

28”

28”

12”

8”

SPJ 
smar t  l i ght i ng

App Icon

Unlimited LED Arrays 
Available!



24”

23 7/8”

24”

24”

3”

3”

2”

2”

6”

6”

2”

24”

SPJ-ACC24
Matte Bronze
1/2” NPT. 
SPJ19-03 Recommended
12V
FB-LS2
150
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
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Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-CC24-2REC 
PVD Satin
1/2” NPT. 
Dual Fin Spike Included
12V
FB-LS2
150
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-MPLA-1
PVD Satin
1/2” NPT. 
Dual Fin Spike Included
12V
FB-LS2
150
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-MPLA-1
Black
1/2” NPT. 
Dual Fin Spike Included
12V
FB-LS2
150
2700K
Nichia

24”

2”

SPJ-CC34-SQ
Matte Bronze
Deck Mount
12V or 120V
FB-LS2
150
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

Deck Mount & Base 
Covers Available!

SPJ-34LR
Matte Bronze
Deck Mount
12V or 120V
FB-LS2
150
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
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15”

5”

5”

15”

5”

15”

6”

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp:

SPJ-MRPL 
Black
1/2" NPT. Dual Fin Spike Incl.
12V
FB-LS2
150	
2700k

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp:

SPJ-LD8 
Black
1/2" NPT. Dual Fin Spike Incl.
12V
FB-LS2
150	
2700k

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-SQ500 
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
12V
FB-LS2
150
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp:

SPJ-RPL-5 
Polished PVD
1/2" NPT. Dual Fin Spike Incl.
12V
FB-LS2
150	
2700k

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp:

SPJ-RSPL-6  
PVD Graphite
1/2" NPT. Dual Fin Spike Incl.
12V
FB-LS2
150	
2700k

22”

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-DR100-2
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
12V
FB-LS2
150
2700K
Nichia

4 1/8”

15”

3 1/2”
Top View

Circle

21 1/2”

8”

PVD Satin



6”

2”

4”

24”

Top View
Circle

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-A09-02
 Black
1/2” NPT. 
Dual Fin Spike Included
12V
FB-LS2
150
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

The Madison
PVD Satin
1/2” NPT. 
Dual Fin Spike Included
12V
FB-LS2
150
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp:

SPJ-SQT-100
PVD Satin
1/2" NPT. Dual Fin Spike Incl.
12V
(2) FB-LS2
300
2700k

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp:

SPJ-PTL-72
Matte Bronze
Deck mount (shown) or
1/2" NPT. Dual Fin Spike Incl.
12V or 120V 
 FB-LS4
 350	
2700k

25

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp:

SPJ-SQTA-100
PVD Satin
1/2" NPT. Dual Fin Spike Incl.
12V
(2) FB-LS2
300	
2700k

20 1/4”

9 1/8”

20 1/4”

9 1/8”

7”

2 1/2”

20 1/2”

CONTEMPORARY 
PATH LIGHTS

SHOWN: SPJ-SQ500

SHOWN: PVD Satin

27”

7”

4”

SPJ 
smar t  l i ght i ng

App Icon



Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ-SK18-Petite
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

3 3/4”

11”

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ-JS100
Raw Copper
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ-MA-20-Petite
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ-MA-20
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ-SK18
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

26

PATH / AREA LIGHTS

7”

21”

FB-CONE
FB-3W-Cone-TA16

Forever Bright 
LED

Quick Ship

5 3/4”

19 1/2”

5 3/4”

12 1/2”

3 3/4”

18”

SPJ 
smar t  l i ght i ng

App Icon



Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ-HPL-5
Hammered Raw Copper
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-HPL-7
Hammered Rusty
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ-CC-100
Raw Copper
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

27

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ-HPL-9
Hammered Raw Copper
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ-CC-102
Raw Copper
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ-CC-101
Raw Copper
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

5 3/4”

17 1/2”

7” 8 1/2”

21” 22”

Quick Ship Quick Ship

Model: 
Shown: 
Desc: 

SPJ19-03-RBBG
Matte Bronze
Solid brass top fits on our 
standard perma-post with 
finish to match.  Install fix-
ture at grade level and as 
the landscape grows adjust 
fixture height as needed.  

Adjustable Below Grade Riser
1" Dia. 
Riser

3 Set 
Screws

 

Extends up to 18” 
above grade

5 1/2”
7”

20” 21”

9”

21 1/2”
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PATH / AREA LIGHTS

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ07-11
Raw Copper
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ-JTS100
Verde
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ10-05
PVD Graphite
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ07-10
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

11”
9”

22”
22”

6”

17 1/2”

5”

17”

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ-JB100
PVD Satin
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

8”

20”

Quick Ship

SPJ-JTS100
Copper

SPJ 
smar t  l i ght i ng

App Icon



PATH / AREA LIGHTS
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Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ10-03
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

6”

17”

21”

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ20-01
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ10-04
Polished Copper
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

8”
9”

20”

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ10-05-Petite
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ10-06
PVD Satin
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

5”

10”

11”

20”

Model: 
Shown: 
Desc: 

SPJ19-03-RBBG
Matte Bronze
Solid brass top fits on our 
standard perma-post with 
finish to match.  Install fix-
ture at grade level and as 
the landscape grows adjust 
fixture height as needed.  

Adjustable Below Grade Riser
1" Dia. 
Riser

3 Set 
Screws

 

Extends up to 18” 
above grade

SPJ 
smar t  l i ght i ng

App Icon



Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ-BG1
Matte Bronze
SPJ19-03-RBBG Incl.
8-15V
SPJ-BB03CH
125
2700K
Nichia

30

1”

ADJUSTABLE 
BELOW GRADE 

PATH LIGHTING

Extends up to 18” 
above grade

Extends up to 18” 
above grade

2”

Extends up to 18” 
above grade

3”

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-BG2
Matte Bronze
SPJ19-03-RBBG Incl.
8-15V
SPJ-BB03CH
125
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-BG3
Matte Bronze
SPJ19-03-RBBG Incl.
8-15V
SPJ-BB03CH
125
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-BG4
Matte Bronze
SPJ19-03-RBBG Incl.
8-15V
SPJ-BB03CH
125
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-CPL4
Matte Bronze
SPJ19-03-RBBG Incl.
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

Extends up to 18” 
above grade

4”

Model: 
Shown: 
Desc: 

SPJ19-03-RBBG
Matte Bronze
Solid brass top fits on our 
standard perma-post with 
finish to match.  Install fix-
ture at grade level and as 
the landscape grows adjust 
fixture height as needed.  

Adjustable Below Grade Riser

BG Series
Adjustable Hat for glare control

180º Beam spread only

1" Dia. 
Riser

3 Set 
Screws

 

Extends up to 18” 
above grade

4”

19 1/2”

Beam 
Spread

SPJ 
smar t  l i ght i ng

App Icon



SPJ-BG2
Matte Bronze
SPJ19-03-RBBG Incl.
8-15V
SPJ-BB03CH
125
2700K
Nichia

SPJ-BG3
Matte Bronze
SPJ19-03-RBBG Incl.
8-15V
SPJ-BB03CH
125
2700K
Nichia

SPJ-BG4
Matte Bronze
SPJ19-03-RBBG Incl.
8-15V
SPJ-BB03CH
125
2700K
Nichia

SPJ-CPL4
Matte Bronze
SPJ19-03-RBBG Incl.
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

31

4” 6”

19 1/2” 19 1/2”

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ401
Raw Copper
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ402
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ403
PVD Black
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ09-05
PVD Satin
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ09-06
PVD Polished
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

6”

19”

8”

19”

19 1/2”

8”

FB-CONE
FB-3W-Cone-TA16

Forever Bright 
LED

Quick Ship

9”

22”

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ20-02
PVD Black
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia
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PATH / AREA
LIGHTS

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ07-14
PVD Satin
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

9”

22”

6”

22”

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ06-14
PVD Graphite
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

10”

20”

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-PG10
Natural Copper
1/2” NPT. 
Dual Fin Spike Included
12V
FB-3W-Cone-TA16
200
2700K
NichiaModel: 

Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-TE-8
Satin Brass
1/2” NPT. 
Dual Fin Spike Included
12V
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-CPL-6
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
12V
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
Mounting:

LED:
	

SPJ-SMC8
Satin Brass
12V
4W
200
2700K
1/2” NPT. 
Dual Fin Spike Included
Nichia

Matte Bronze

20”

8”

SPJ 
smar t  l i ght i ng

App Icon
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12”

20”

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-MPL6 
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-MPL-S6
Raw Copper
1/2” NPT. 
Dual Fin Spike Included
12V
FB-LS2
150
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-MPL12 
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-PTL18
Black
1/2” NPT. 
Dual Fin Spike Included
12V
FB-LS2
150
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ10-01 
Raw Copper
1/2” NPT. 
Dual Fin Spike Included
12V
FB-LS2
150
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ10-02
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
12V
FB-LS2
150
2700K
Nichia

16 1/2”

6”

16 1/2”

8”

6” 

20” 

6” 

20” 

20”

4 1/2”
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CRAFTSMAN 
PATH LIGHTS

20 1/2”

7 1/2”

20 1/2”

7 1/2”

17”

5”

20 1/2”

7 1/2”

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ07-01
Verde / Honey Swirl
1/2” NPT. 
Dual Fin Spike Included
12V
FB-LS2
150
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ11-04
Aged Brass
1/2” NPT. 
Dual Fin Spike Included
12V
FB-LS2
150
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ07-02
Rusty / Honey Swirl
1/2” NPT. 
Dual Fin Spike Included
12V
FB-LS2
150
2700K
Nichia
 

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ11-03
Verde
1/2” NPT. 
Dual Fin Spike Included
12V
FB-LS2
150
2700K
Nichia

7 1/2”

20 1/2”

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ11-02
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
8-15V
SPJ-3W-CYL-TA16
200
2700K
Nichia

SPJ 
smar t  l i ght i ng

App Icon



PATH / AREA LIGHTS

23”

4 3/4”

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-WELLY-RGBW 
Matte Bronze / Honey Swirl 
1/2” NPT. 
Dual Fin Spike Included
12V
FB-4W-FLAT-RGBW
400
RGBW
Nichia
 

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ08-06
Raw Copper
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-2W-CYL-TA16
150
2700K
Nichia

30” 5 1/2”

7”
Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ07-03
Matte Bronze / Honey Swirl 
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-2W-CYL-TA16
150
2700K
Nichia
 

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ09-01
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
12V
FB-LS2
150
2700K
Nichia
 

22”

5 5/8”

8”

5 1/2”

28”

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Options:
	

SPJ-TK002
Rusty
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-2W-CYL-TA16
150
2700K
Nichia
Single Contact Bayonet
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31” 

13” 

6” 

9 1/4”
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Whether your goal is traffic control or perimeter security protection, with over 100 styles, QCP has the perfect outdoor bollard 
solution for you. Choose from our outdoor precast concrete steel reinforced bollards, removable Lite Crete bollards and 360° 

lighted UL approved bollards.

SPJ-PCL-A42
Concrete
12V or 120V
20W 2500 lumens
Anchor Bolted
Nichia Forever Bright
LED

Model: 
Shown: 
Electrical: 
Engine:
Mounting:
LED:
Option:

SPJ-PCL-B26
Carbon
12V or 120V
2W 125 lumens
6W 300 lumens
Anchor Bolted
Nichia Forever Bright
LED

Model: 
Shown: 
Electrical: 
Engine:

Mounting:
LED:
Option:

SPJ-PCL-A36
Clay 
12V or 120V
20W 2500 lumens
Anchor Bolted
Nichia Forever Bright
LED

Model: 
Shown: 
Electrical: 
Engine:
Mounting:
LED:
Option:

SPJ-PCL-B20
Concrete
12V or 120V
2W 125 lumens
6W 300 lumens
Anchor Bolted
Nichia Forever Bright
LED

Model: 
Shown: 
Electrical: 
Engine:

Mounting:
LED:
Option:

8 3/8”

3 3/4” 3 3/4”

7 3/16”

6 1/4”

3 5/8” 3 5/8”

5 5/16”

42”

19 3/4” 19 3/4”

36”
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SPJ-SQ18
PVD Satin
Concrete
Anchor Mount
12V or 120V
Specify
LED

Model: 
Fixture Trim:
Shown: 
Mounting: 
Electrical: 
Engine:
Options:
	

SPJ-PCL-A18
Clay
12V or 120V
2W 125 lumens
6W 300 lumens
Anchor Bolted, 1/2" NPT.
Nichia Forever Bright
LED

Model: 
Shown: 
Electrical: 
Engine:

Mounting:
LED:
Option:

SPJ-PCL-UL-A
Concrete
12V or 120V
2W 150 Lumens
6W 300 Lumens
8W 580 Lumens
16W 1,000 Lumens
Anchor Bolted
Nichia Forever Bright
LED

Model: 
Shown: 
Electrical: 
Engine:

Mounting:
LED:
Option:

SPJ-PCL-QR-1ALB
Taupe
120V
Anchor Bolted
150W HPS

Model: 
Shown: 
Electrical: 
Mounting:
Lamp:
 

SPJ-PCL-A24
Bark
12V or 120V
2W 125 lumens
6W 300 lumens
Anchor Bolted, 1/2" NPT.
Nichia Forever Bright
LED

Model: 
Shown: 
Electrical: 
Engine:

Mounting:
LED:
Option:

SPJ-PCL-UL-B
Bark
12V or 120V
2W 125 Lumens
6W 300 Lumens
8W 580 Lumens
16W 1,000 Lumens
Anchor Bolted
Nichia Forever Bright
LED

Model: 
Shown: 
Electrical: 
Engine:

Mounting:
LED:
Option:

SPJ-PCL-QS-1ALB
Harvest
120V
Anchor Bolted
150W HPS

Model: 
Shown: 
Electrical: 
Mounting:
Lamp:

18”

18”

3 13/16”

6 1/2”

8 1/4”
7 1/4”

6 13/16”

9 5/8”10 9/16”

11” 11”

40 1/4” 41”

3 13/16”

3 1/8” 3 13/16”

17 7/8” 23 7/8”
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SPJ12-06
Aged Brass
1/2” NPT. 
Dual Fin Spike Included
9-15V
FB-2WREC-TA125-2700K
125
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-GDG-24-L
Verde
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-CYL-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

SPJ-182-MBR
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
8-15V
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

SPJ12-05
Verde
1/2” NPT. 
Dual Fin Spike Included
9-15V
FB-2WREC-TA125-2700K
125
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

2”

24”

2 1/8”

18”

Single sided window standard

3”

12”

3”
3”

Single sided 
window 

standard

14”

Anchor Mount Option Available!

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ105-B
Custom Powder Coat
Direct Burial or 
Deck Mount
12V
FB-TAB-6W
300
2700K
Nichia

36" Solid Brass Standard Post

5”

8”

12”

42”

Model: 
Shown: 
Mounting: 
Electrical: 
Lamp: 
LED Option:

SPJ5000
Brushed Stainless Steel
Concrete Footing
12v or 120v
32T-8 Fluorescent

Consult customer service 
for LED options.

SPJ 
smar t  l i ght i ng

App Icon
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CONTEMPORARY 
MINI BOLLARDS

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-TW3-1
Black 180 Degree
1/2” NPT. 
Dual Fin Spike Included
8-15V
SPJ-BB03CH
125
2700K
Nichia

PVD Satin - 
White Onyx

Matte Bronze - 
Honey Onyx

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-CPL-HS3
Matte Bronze / White Onyx
1/2” NPT. 
Dual Fin Spike Included
8-15V
SPJ-BB03CH
125
2700K
Nichia

Model: 
Shown:
Mounting: 
Electrical: 
 

SPJ-334 / THE TELEPHONE
Black
1/2" NPT. or concrete footing 
12V or 120V
 

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-LB3
PVD Satin
Direct Burial/1/2" NPT
8-15V
SPJ-BB03CH
125
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-TW1-15
PVD Satin 180 Degree
1/2” NPT. 
Dual Fin Spike Included
8-15V
SPJ-BB03CH
125
2700K
Nichia

1 5/8”

10 3/4”

2 1/8”

1 3/8”

15”

24”

3”

3”

24”

SPJ-TW2-15

Unlimited LED Lumen Packages & 
Color Temperatures Available!

3”

18”
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SPJ-716-9
Matte Bronze
Direct Burial or 
Anchor Mount
12V
FB-TAB-6W
300
2700K
Nichia
120V

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Option:

SPJ-716-14
Matte Bronze 
Direct Burial or 
Anchor Mount
12V
FB-TAB-6W
300
2700K
Nichia
120V

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Option:

SPJ-716-23
Polished PVD       
Direct Burial or 
Anchor Mount
12V
FB-TAB-6W
300
2700K
Nichia
120V

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Option:

14”9”

36”36”

4”3”

23”

36”

12”

BOLLARDS

48”

10”

4”

10”

4”

36”

SPJ-CB10
Black 
Direct Burial or 
Anchor Mount
12V or 120V
FB-TAB-8W
580
2700K
Nichia
120V

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Option:

SPJ11-10
Aged Brass       
Direct Burial or 
Anchor Mount
12V
FB-TAB-8W
580
2700K
Nichia
120V

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Option:
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SPJ120-B
Verde 
Direct Burial or Anchor Mount
12V 
FB-TAB-6W
300
2700K
Nichia
120V
   

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Option:

SPJ140-M
Rusty 
Direct Burial or Anchor Mount
12V 
FB-TAB-6W
300
2700K
Nichia
120V

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Option:

SPJ150-B
Moss 
Direct Burial or Anchor Mount
12V 
FB-TAB-6W
300
2700K
Nichia
120V

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Option:

41

12”

3”

36”

SOLID BRASS &
COPPER BOLLARDS

SPJ-155-B 
Raw Copper / Satin Brass 
Direct Burial or Anchor Mount
12V 
FB-TAB-6W
300
2700K
Nichia
120V

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Option:

11”

3”

36”

12”

3”

36”

Post Options:

Specify
Diameter & Height

3" Tubing 4" Tubing
SPJ-DM6R (SHOWN)

SPJ-DM8R
Deck Mount

SPJ-DMC-6R (SHOWN)
SPJ-DMC-7R 
Deck Mount

Cover

10 7/8”

36"

3”

6” 6 1/8”

SPJ 
smar t  l i ght i ng

App Icon
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SPJ126-1-4 (4" Post) shown
SPJ126-1-3 (3" Post)
Matte Bronze
Direct Burial or 
Anchor Mount
12V 
FB-TAB-6W
300
2700K
Nichia
120V

Model: 

Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Option:

SPJ12-10-10
Verde
Direct Burial or Anchor Mount
12V or 120V 
4 Nichia Strip
Up to 3200
2700K
Nichia

Model:
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumen Range:
Color Temp: 
LED:

SPJ126-4 (4" Post) shown
SPJ126-3 (3" Post)
Matte Bronze
Direct Burial or Anchor Mount
12V or 120V 
4 Nichia Strip
Up to 3200
2700K
Nichia

Model:

Shown: 
Mounting: 
Electrical: 
Engine: 
Lumen Range:
Color Temp: 
LED:

SOLID BRASS
PAGODAS &  BOLLARDS

36"36"

36"

6”10”

6”

SPJ12-07 
Powder Coat Black
Direct Burial or 
Anchor Mount
12V or 120V 
4 Nichia Strip
Up to 3200
2700K
Nichia

Model:
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumen Range:
Color Temp: 
LED:

* Specify Post Height!
* Post Not Included.

8”

3” 3”

36”

10”

4 1/2”

36”

3”

4 1/2”

36”

4”

SPJ12-01B-CB3-3 (3" Post)
SPJ12-01B-CB3-4 (4" Post)
Matte Bronze
Direct Burial or 
Anchor Mount
12V 
FB-TAB-6W
300
2700K
Nichia

Model: 

Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

SPJ12-01B-CB4-4 (4" Post)
SPJ12-01B-CB4-3 (3" Post)
Verde
Direct Burial or 
Anchor Mount
12V or 120V 
4 Nichia Strip
Up to 3200
2700K
Nichia

Model:

Shown: 
Mounting: 

Electrical: 
Engine: 
Lumen Range:
Color Temp: 
LED:

36" Standard Overall Height
Mounting Plates & Base Covers Available!

SPJ 
smar t  l i ght i ng

App Icon
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SPJ126-1A
Matte Bronze
1/2" NPT
12V or 120V 
12V - FB-2WREC-TA125-2700K
125
2700K
Nichia

Model:
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumen:
Color Temp: 
LED:

SPJ126-1
Matte Bronze
1/2" NPT
12V or 120V 
12V - FB-2WREC-TA125-2700K
125
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens: 
Color Temp: 
LED:

SPJ126-1B
Matte Bronze
1/2" NPT
12V or 120V 
12V - FB-2WREC-TA125-2700K
125
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens: 
Color Temp: 
LED:

SPJ12-126
Matte Bronze
1/2" NPT
8-15V 
FB-3W-Cone-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

Unlimited LED Lumen Packages & 
Color Temperatures Available!
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SOLID BRASS 
PAGODAS

21"

20” 18"

22 3/8”

6”

6" 6"

6”

SPJ12-01B-CB
Verde
1/2" NPT
12V or 120V 
12V - FB-2WREC-TA125-2700K
125
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

SPJ12-02B-CB
Matte Bronze
1/2" NPT
12V or 120V 
12V - FB-2WREC-TA125-2700K
125
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

4 1/2”

22 3/8”

7 ”

4 1/2”

4”

20 1/2”

12V Engine Standard
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SPJ-714
Matte Bronze
Direct Burial or 
Anchor Mount
12V 
FB-TAB-6W
300
2700K
Nichia
120V

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Option:

9 1/8”

3”

36”

SPJ-FB-PH3
Black
Pilaster / Deck
12V
FB-LS2
150
2700K
Nichia
120V

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Option:

SPJ-FB-PH4
Matte Bronze
Pilaster / Deck
12V
FB-LS2
150
2700K
Nichia
120V

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Option:

Forever Bright 
LED Options

FB-MP1000
120V
10W

1000 LUMENS
WARM DIMMING

5”

4 1/2”

5”

4 1/2”

6 1/4”

5”

Wall • Deck

SPJ160-M 
Rusty
Direct Burial or Anchor Mount
12V 
FB-TAB-6W
300
2700K
Nichia
120V

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Option:

SPJ-720
Matte Bronze
Direct Burial or Anchor Mount
12V 
FB-TAB-6W
300
2700K
Nichia
120V

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Option:

11 3/4”

36”

3”

SOLID BRASS 
BOLLARDS

12”

36”

2"

Mounting Plates & Base Covers Available!

SPJ 
smar t  l i ght i ng

App Icon
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SPJ-714
Matte Bronze
Direct Burial or 
Anchor Mount
12V 
FB-TAB-6W
300
2700K
Nichia
120V

NEW!
Solar

NEW!
Solar

SPJ51-03-SS
Stainless Steel
Anchor Mount
120V, 277V (specify)
Stainless Steel
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Material: 
Engine:

SPJ-PB30
Satin Brass
Anchor Bolt
12V or 120V
Solid Brass
1800 (shown)

Model: 
Shown: 
Mounting: 
Electrical: 
Material: 
Lumens:

SPJ-SL24 
Satin Brass/Black
4 Watts
600
Solid Brass
5000 Cycles 
Dusk to Dawn
1/2” Npt Perma Post Recommended 
or Concrete Footing / Deck Mount

Model: 
Shown: 
Wattage:
Lumens: 
Material: 
Lifetime:

Mounting: 

SPJ-SL18 
Satin Brass
4 Watts
600
Solid Brass
5000 Cycles 
Dusk to Dawn
1/2” Npt Perma Post Recommended 
or Concrete Footing / Deck Mount

Model: 
Shown: 
Wattage:
Lumens: 
Material: 
Lifetime:

Mounting: 

SPJ-GDG-37 
Powder Coat Black
Anchor Mount
120, 277V (specify)
Aluminum
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Material: 
Engine:

Anchor
Bolt Pattern 

7”

37”

12”

4”

SPJ51-10
Powder Coat Black
Anchor Mount
120, 277V (specify)
Aluminum
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Material: 
Engine:

Solid Brass Pedestal Bollard

New Solar Path / Area!

7”

43”
Our commercial bollard family can be customized for every need. Using our 
American-made LED technology, we can incorporate low level LED arrays with 
2700k temperature levels. Our 3200 lumen LED arrays can provide 4000K, 5000K 
and 6500K color temperatures. 

SPJ51-20 SPJ51-10

COMMERCIAL
BOLLARDS

7”

43”

24”

18”

11”

4”

11”

4”

SPJ 
smar t  l i ght i ng
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Option 1

SPJ 
SMART 

L IGHT ING

Option 2

SPJ 
smar t  l i ght i ng

Option 1

SPJ 
SMART 

L IGHT ING

Option 2

App Icon

Color Changing Outdoor Lighting systems by SPJ LIGHTING

Bring your outdoor lighting designs to life with our new state of the art FLEX-LINK PRO 
system. SPJ LIGHTING INC, brings you the most advanced yet SIMPLE and FLEXIBLE 
smart phone controlled landscape lighting system available on the market today.  
Control color RGBW plus WARM WHITE to COOL WHITE. (6500K - 2000K)

The industries first integrated LED Module 
that is field interchangeable

DIRECTIONAL LIGHTS

Twist and lock 
cap allows user 
to change optic 
beam spread in 

a snap!Interchangeable Optics

•	 Directional
•	 Hanging
•	 Recessed Ceiling

FB-CYLINDER
FB-1W-CYL-TA16, 8-15v
FB-2W-CYL-TA16, 8-15v
FB-3W-CYL-TA16, 8-15v
FB-6W-CYL-TA16, 12-15v
FB-8W-CYL-TA16, 12-15v 
FB-16W-CYL-TA16, 12-15v 

Our FB-Cylinder used in our Directional Lights
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Mr. Universe
Matte Bronze 
1 / 2 " NPT . 
Dual Fin Spike Included
8-15V
FB-2W-CYL-TA16
150
2700K
Spot, Flood, Wide Flood
Wide Angle Flood
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
Optics:

LED:
	

ENGINE WATTAGE LUMENS

FB-1W-CYL-TA16 1W 80

FB-2W-CYL-TA16 2W 150

FB-3W-CYL-TA16 3W 200

Li'L Beast
Matte Bronze
1 / 2 " NPT . 
Dual Fin Spike Included
12V-15V
FB-LB-6W-TA16 
300
2700K
Spot, Flood, Wide Flood
Wide Angle Flood
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
Optics:

LED:
	

Download                      HERE : SPJ 
smar t  l i ght i ng

IP Quick Connect

3"

2 3/4”

1 1/2” 1 1/2”

3 3/8”

3"

SPJ 
smar t  l i ght i ng

App Icon



•	 Directional
•	 Hanging
•	 Recessed Ceiling

Pinner
Matte Bronze
1 / 2 " NPT . 
Dual Fin Spike Included
12V
FB-1WP, FB-2WP
125, 175
2700K
Spot, Flood, Wide Flood
Wide Angle Flood
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
Optics:

LED:
	

5”

1 3/8”

1 1/4”

2 3/4”

1”

Super Nova
PVD Satin (Finish not avail.
for Quick Ship)
1 / 2 " NPT . 
Dual Fin Spike Included
8-15V
FB-3W-CYL-TA16
200
2700K
Spot, Flood, Wide Flood
Wide Angle Flood
Nichia

Model: 
Shown: 

Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
Optics:

LED:

Alpha
Black
1 / 2 " NPT . 
Dual Fin Spike Included
12V-15V
FB-8W-TA16-LED
580
2700K
Spot, Flood, Wide Flood
Wide Angle Flood
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
Optics:

LED:
	

Luxor
Satin Brass
1 / 2 " NPT . 
Dual Fin Spike Included
12V-15V
FB-16W-TA16
1000
2700K
Spot, Flood, Wide Flood
Wide Angle Flood
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
Optics:

LED:
	

Titan
Matte Bronze
1 / 2 " NPT . 
Dual Fin Spike Included
12V-15V
FB-6W-TA16
300
2700K
Spot, Flood, Wide Flood
Wide Angle Flood
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
Optics:

LED:
	

2 1/2” 2 1/2”

2 1/2” 2 1/2”

2 1/4” 4”

4” 4”

2 1/8” 2 1/8”

2 1/8” 2 1/8”

4” 4”

4” 4”
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2 1/4”

3 3/4”

6”

Titan - RGBW-BT
PVD Satin
1 / 2 " NPT . 
Dual Fin Spike Included
12V
FB-8W-CYL-RGBW
580
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-BL
Specify 
Specify
Black
1/2” NPT. 
12V-15V, 120V or 277V 
2700K
Nichia

Model: 
Lumens:
Engine: 
Shown: 
Mounting: 
Electrical: 
Color Temp: 
LED:
	

SPJ-BL-RGBW 
2000 
RGBW
Black
1/2” NPT. 
12V-15V or 120V 
2700K
Nichia

Model: 
Lumens:
Engine: 
Shown: 
Mounting: 
Electrical: 
Color Temp: 
LED:
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6 1/2”
4”

10”

6 1/2”
4”

10”

The All NEW Mr. Big!

Engine Electrical Wattage Lumens Optics Color Temp

BL17W 12V-15V / 120V 17W 2000

VIRP1, Spot, Flood, Wide 
Flood

2200K, Amber, 
2700K, 4000K, 

5000K

BL25W 12V-15V / 120V 25W 3000

BL33W 12V-15V / 120V 33W 4000

RGBW 15V 17W 2000

SPJ 
smar t  l i ght i ng

App Icon
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Model: SPJ-RGD-SuperNova
Shown: Matte Bronze
Adjustable Tree Ring
(6) LIGHT UP/DOWN
(22" - 27")  Dia.

Adjustable Tree rings are fully customizeable 

to meet your needs. Specify number of 

fixtures, type of fixture (in any combination 

of up and down lights), & diameter of tree. 

Solid brass construction 3" wide band for 

Super Nova, Titan & Alpha version, 2" wide 

band for Mr. Universe version. Tree Rings are 

mounted with stainless steel bolts.

Model: SPJ-RGD-Mr-Universe-2W
Model: SPJ-RGD-SuperNova-3W
Model: SPJ-RGD-Titan-6W
Model: SPJ-RGD-Alpha-8W
Model: SPJ-RGD-Luxor-16W
RGBW AVAILABLE

Mr-Universe Super Nova Titan Alpha Luxor

SOLID BRASS

ADJUSTABLE TREE RINGS

Model: SPJ-RGD-Mr.Universe
(6) Light Up/Down

Ordering Example:
SPJ-RGD-(3) ALPHA (8W SPOT-UP) - (3) MRU (2W FLOOD-DOWN)

Leveling Pads

Leveling Pads

The All NEW Mr. Big!
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SURFACE MOUNT
DIRECTIONAL LIGHTS SINGLE UNIT

DOUBLE UNIT

50

SPJ-MU1
Matte Bronze
Surface Canopy 
8-15V
FB-2W-CYL-TA16
150
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-MU2
Raw Brass
Surface Canopy 
8-15V
(2) FB-2W-CYL-TA16
300
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-SN1
Raw Brass
Surface Canopy 
8-15V
FB-3W-CYL-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-SN2-MOD
Surface Canopy 
8-15V
(2) FB-3W-CYL-TA16
400
2700K
Nichia

Model: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-SN2
Matte Bronze
Surface Canopy 
8-15V
(2) FB-3W-CYL-TA16
400
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

4”

51/2”

5” 21/2”

2”

11/4”Thumb/slotted
solid brass set 

screw

3 1/8”

3 1/4”

1 1/2”

2 1/8”

1/4”

5" Dia. Canopy

SPJ 
smar t  l i ght i ng

App Icon
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SPJ-T1-6W
Verde
Surface Canopy 
12V-15V
FB-6W-CYL-TA16
300
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-AL1-8W
Matte Bronze
Surface Canopy 
12V-15V
FB-8W-CYL-TA16
580
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-T2-12W
Matte Bronze
Surface Canopy 
12V-15V
(2) FB-6W-CYL-TA16
600
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-AL2-16W
Rusty
Surface Canopy 
12V-15V
(2) FB-8W-CYL-TA16
1160
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

Mounting Canopies

120V Option Mini Transformer

4”

SPJ19-10

5”

SPJ19-12

2 3/4”

SPJ19-01D

3 1/4”

2 1/8”

Model: 	 Keystone
Output: 	 12V	  
Wattage: 	  20W LED  
Input Power: 	 120V
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WASH / SPREAD
LIGHTS

SPJ800-7N
Matte Bronze
1/2" NPT . 
120V
10W
1200
2700K
Nichia

Model: 
Shown: 
Mounting:
Electrical: 
Wattage: 
Lumens:
Color Temp: 
LED:
	

SPJ1600-7N
20W
2400

Model: 
Wattage: 
Lumens:

SPJ16-EB-MINI
Matte Bronze
1/2" NPT . 
12V or 120V
(2) 4 Watt
700
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Wattage: 
Lumen Range:
Color Temp: 
LED:
	

3 1/2”

8 ”

6”

4”

SPJ-MWW2-RGBW (SHOWN) 4W
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
12V or 120v
Interchangeable -REC
2W, 4W, 8W
125, 250, 580
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 

Lumens:
Color Temp: 
LED:
	

SPJ-YM6
Matte Bronze
12V 
FB-LS6
4W
300
2700K
Yoke 

Model: 
Shown: 
Electrical: 
Engine: 
Wattage:
Lumens:
Color Temp: 
Mounting:
	

SPJ-YM12
Matte Bronze
12V 
FB-LS11-650
6W
650
2700K

Model: 
Shown: 
Electrical: 
Engine: 
Wattage:
Lumens:
Color Temp: 
	

2 5/8”

4 1/2”

4 1/8”

7 1/2”

3 1/2”

5 1/2”

	 MODEL	 WATTAGE	 ELECTRICAL	 LUMENS
SPJ-MWW2-2W-12V	 2W	 12v 	 150
SPJ-MWW2-4W-12V	 4W	 12v or 120v	 350
SPJ-MWW2-8W-12V	 8W	 12v or 120v	 700

SPJ-MWW2-RGBW
PVD Satin

1 1/2” 1 1/2”

8”

6” 12”

14”SPJ 
smar t  l i ght i ng

App Icon
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WALL WASHER /
SIGN LIGHTS

SPJ-LSL-24WM (not shown)
SPJ-LSL-36WM (not shown)
SPJ-LSL-48WM (shown)
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
12V  
(4) FB-LS11-650 (standard)
24W
2600
2700K
Nichia
Included

Model: 

Shown: 
Mounting: 

Electrical: 
Engine: 
Wattage:
Lumens:
Color Temp: 
LED:
Shroud:

SPJ-LWS36
Black
12V  or 240V
400 Lumens per foot
(36" = 1200 lumens)
2700K
Integrated LED

Model: 
Shown: 
Electrical: 
Lumens:

Color Temp: 
Option:
	

SPJ-LSL-6
Black
1/2” NPT. 
Dual Fin Spike Included
12V 
FB-LS6
4W
300
2700K
Nichia
Included (shown w/shroud)

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Wattage
Lumens:
Color Temp: 
LED:
Shroud:
	

SPJ-LSL-12
Matte Bronze 
1/2” NPT. 
Dual Fin Spike Included
12V 
FB-LS11-650
6W
650
2700K
Nichia
Included (shown w/shroud)

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Wattage
Lumens:
Color Temp: 
LED:
Shroud:
	

13”

2 3/8”

36” 4”

1 7/8”

6 5/8”

2 3/8”

1 7/8”

1 1/8”

2”

5”

51”

Custom Lengths 
Available!

Stab it!

Stab it!

Wall Mount 
Up or Down Light (specify)

SPJ-MSWW6
Black
1/2” NPT. 
Dual Fin Spike Included
12V 
FB-LS6
4W
300
2700K
Nichia
Included (shown w/shroud)

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Wattage:
Lumens:
Color Temp: 
LED:
Shroud:
	

SPJ-MSWW12
Black
1/2” NPT. 
Dual Fin Spike Included
12V 
FB-LS11-650
6W
650
2700K
Nichia
Included (shown w/shroud)

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Wattage:
Lumens:
Color Temp: 
LED:
Shroud:
	

6”

8”

8”

12”

1 1/2”



54

ADJUSTABLE MINI 
WELL LIGHTS 

SPJ-CBWL-16 
Satin Brass (4 1/2" Diameter)
In-Ground 
(Concrete Pour Housing)

360º Output (Standard)
240º
180º

Concrete Pour Sleeve

Model:  SPJ13-100S
Well Light Trim Options:	
	 ST - Square Trim 6" sq.
	 FG - Flat Glass
	 CG - Convex Glass
	 GT - Grill Top

Model: 
Shown: 
Mounting: 

SPJ-CBWL-16-ST-CG-GT 
Matte Bronze 
With Grill & Square Trim (shown)
In-Ground 
(Concrete Pour Housing)

Model: 
Shown: 

Mounting: 

5 3/4”

5”

2 3/4”

4 3/4”

2 7/8”

8”

ENGINES	 VOLTAGE	 LUMENS
FB-1W-CYL-TA16	 8-15V	 80
FB-2W-CYL-TA16	 8-15V	 150
FB-3W-CYL-TA16	 8-15V	 200
FB-6W-CYL-TA16	 12V-15V	 300
FB-8W-CYL-TA16	 12V-15V	 580

ENGINES	 VOLTAGE	 LUMENS
FB-1W-CYL-TA16	 8-15V	 80
FB-2W-CYL-TA16	 8-15V	 150
FB-3W-CYL-TA16	 8-15V	 200
FB-6W-CYL-TA16	 12V-15V	 300
FB-8W-CYL-TA16	 12V-15V	 580

NEW Mini Adjustable!
2 1/8”

1 1/8”

3 1/2”

3 1/4”

4 5/8”

4 1/2”

2 3/4”

Below
Grade

4 1/2”

SPJ13-300
Matte Bronze 
In-Ground
12V or 120V
FB-3W-CYL-TA16
200
2700K
Nichia
Clear tempered refractor 
lens w/ gasket

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Key Spec:
	

ENGINES	 VOLTAGE	 LUMENS
FB-3W-CYL-TA16	 8-15V	 200
FB-6W-CYL-TA16	 12V-15V	 300
FB-8W-CYL-TA16	 12V-15V	 580

SPJ51-07
Matte Bronze
In-Ground
12V or 120V
FB-3W-CYL-TA16
200
2700K
Nichia
Heavy frosted lens 
w/gasket

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Key Spec:
	

SPJ-MWL2
Satin Brass
In-Ground
12V  
2W Pinner Cylinder
150
2700K
Nichia 90+ CRI

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ 
smar t  l i ght i ng
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THE BOPPER SERIES

LAMP	 ELECTRICAL	 LUMENS
FB-1W-CYL-TA16	 8-15V	 80
FB-2W-CYL-TA16	 8-15V	 150
FB-3W-CYL-TA16	 8-15V	 200
FB-6W-CYL-TA16	 12V-15V	 300
FB-8W-CYL-TA16	 12V-15V	 580

MODEL	 ENGINES	 ELECTRICAL	 LUMENS
 	 SPJ-BB-8	 12V-15V	 1000
	 SPJ-BB-15	 12V-15V	 1500
	 SPJ-BB-20	 12V-15V	 2000

Drive Over Well Light Lamping Options:

Flat Convex Grate

SPJ13-16-F (Flat Lens)
PVD Satin
In-Ground 
(Concrete Pour Housing)
8-15V, 120V
FB-8W-CYL-RGBW
2750K
Flood

Model: 
Shown: 
Mounting: 

Electrical: 
Engine:
Color Temp:
Optic:

SPJ13-16-C (Convex Lens)
PVD Satin
In-Ground 
(Concrete Pour Housing)
12V-15V, 120V
FB-8W-CYL-RGBW
2700K
Flood
ABS pour sleeve incl.

Model: 
Shown: 
Mounting: 

Electrical: 
Engine:
Color Temp:
Optic:
Standard:

SPJ13-25 LED
PVD Satin
In-Ground 
(Concrete Pour Housing)
12V-15V, 120V
(2) FB-8W-CYL-RGBW
2750K
Flood

Model: 
Shown: 
Mounting: 

Electrical: 
Engine:
Color Temp:
Optic:

SPJ-MW1000-P-SH 
Matte Bronze 
In-Ground (PVC Housing)

SPJ-MW1000-P-RB
PVD Satin
In-Ground (PVC Housing)

SPJ-MW1000-ML
PVD Satin
In-Ground (PVC Housing)

SPJ-MW1000-P-EB
Matte Bronze 
In-Ground (PVC Housing)

SPJ-MW1000-P-GR 
PVD Satin
In-Ground (PVC Housing)

5 5/8” 5 5/8” 5 5/8”

8 1/2” 8 1/2” 8 1/2”

Concrete Pour Sleeve
Model:  SPJ13-16-PS

Concrete Pour Sleeve

5 5/8”

8”

Quick ShipFLUSHOUTNEW Design!
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Composite Bronze / Brass Trim Option
In-Ground (Concrete Pour Housing)
12V or 120V Included (Dimmable) 
2700K
VIRPI Spot, Flood, Wide Flood 

Shown: 
Mounting: 
Electrical: 
Color Temp:
Optics: 

7 1/2”

Model:  SPJ-CPS100

Options:

Concrete Pour
Sleeve

6”

4”

2 3/4”

NEW!
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MARKER LIGHTS &
ACCENTS

1 7/8”

1 7/8”

Fixture Housing

Shown: SPJ-GDG-LB1

Shown: PVD SATIN

SPJ-GDG-3SH
Verde
In-Ground
8-15V
FB-2W-CYL-TA16
150
2700K
Nichia
 

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-GDG-LB1
Matte Bronze
In-Ground
8-15V
FB-3W-CYL-POTTED
200
2700K
Nichia
 

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-GDG-LBD2
Matte Bronze
In-Ground
8-15V
FB-3W-CYL-POTTED
200
2700K
Nichia
 

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-GDG-3EB-Marker 
Matte Bronze
In-Ground
8-15V
FB-2W-CYL-TA16
150
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

Verona
Matte Bronze
In-Ground
8-15V
FB-2W-CYL-TA16
150
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

180º

3 1/4”

2 1/8”

Beam 
Spread

3”

2 1/8”

1 1/2”

Concrete Pour Sleeves and Mounting AccessoriesQuick Ship

1 11/16”
OD

2”

6”

Model: FB-CPS-2

6”

1 11/16”
OD

Model: FB-CPS-1

6”

1 11/16”
OD

Model:  MCPS-1T

Mounting 
Tabs

SPJ 
smar t  l i ght i ng

App Icon
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NEW RGBW Technology 
Available!

PUTTING GREEN
LIGHTING

Model: 
Material: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
	

SPJ-GBP9
Solid Brass
8-15v
2W LED Board
200
2700K

Model: 
Electrical: 
Wattage:
Lumens:
Color Temp: 
	

SPJ-MC8
12V
3W
 200
 2700K

SPJ13-13AIO 
PVD Satin 
Surface or 
Spike Mounted (specify)
8-15V
FB-2W-CYL-TA16
150
2700K
Nichia

SPJ18-811
Matte Bronze
8-15V
FB-2W-CYL-TA16
150
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

Model: 
Shown: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

Mounting 
Sleeve

Flags

Concrete Pour Sleeves and Mounting Accessories

Linear Bunker Light
NEW!NEW!NEW!

Perimeter Putting Green Light

Low Level Wash Light

SPJ-MWW2-18
Matte Bronze
1/2” NPT. 
Dual Fin Spike Included
12v
4W, 8W
150, 300
2700K
Nichia

Model: 
Shown: 
Mounting: 

Electrical: 
Engine: 

Lumens:
Color Temp: 
	

18”

4”

4 1/2”

SPJ 
smar t  l i ght i ng

App Icon



THE VERSATILE GDG SERIES
Recess Anywhere!

In-Ground • In Wall • Ceiling • Dimmable (Specify)

Concrete Pour Sleeves and 
Mounting AccessoriesGDG Series Housing

Model: SPJ-GDG-30W-SQ-SH

Quick Ship

Quick Ship

1 11/16”
OD

2”

6”

Model: FB-CPS-2
Flush Mount

6”

1 11/16”
OD

Model: FB-CPS-1

1 11/16”
OD

4”

Model: FB-CPS1-4

6”

1 11/16”
OD

Model:  MCPS-1T

Mounting 
Tabs

6”

6”

1 11/16”
OD

1/2" NPT

Model: CPSI-CM

The versatile GDG series by SPJ Lighting are very small fixtures and come in a variety of shapes and applications. Face 
plates are then added and come in round, square, eye-brow, louvred, as well as other configurations. Masonry and wood 
sleeves are also available in several different forms. These fixtures are great in seat walls, steps, ceilings, patio covers, or any 
place where a tiny recessed fixture fits the bill.  

3 1/2”

2 1/4”1 1/2”

Fixture Housing

Tempered 
Glass

58

USA-C.COM • CA0A
A.
01

53* Of Domestic & Foreign
Components

SPJ 
smar t  l i ght i ng

App Icon
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THE VERSATILE
GDG SERIES

SPJ-GDG-3EB
Matte Bronze
Recessed
8-15V, 120V
FB-2W-CYL-TA16
150
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-GDG-31WP
Matte Bronze
Recessed
8-15V, 120V
FB-3W-CYL-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-GDG-30W
Matte Bronze
Recessed
8-15V, 120V
FB-2W-CYL-TA16
150
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-GDG-3-M
Verde
Recessed
8-15V, 120V
FB-2W-CYL-TA16
150
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-GDG-3L
Black
Recessed
8-15V, 120V
FB-3W-CYL-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

2 1/8”

2 1/8”

2 1/8”

2 1/8”

Quick Ship

Quick Ship

2 1/8”

1 3/4”

ENGINES	 VOLTAGE	 LUMENS
FB-1W-CYL-TA16	 8-15V	 80
FB-2W-CYL-TA16	 8-15V	 150
FB-3W-CYL-TA16	 8-15V	 200
FB-6W-CYL-TA16	 12V-15V	 300
120V Option

Model: 
Shown: 
Mounting: 
Engine:
Color Temp: 
	

SPJ-MINI-GDG-3OWM 
Raw Copper
Recessed
FB-2W-CYL-TA16
2700K

2200K Available!

SPJ 
smar t  l i ght i ng

App Icon
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THE VERSATILE
GDG SERIES

SPJ-GDG-SQP
Verde
Recessed
8-15V, 120V
FB-3W-CYL-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-GDG-3OW-SQ-SH
PVD Satin
Recessed
8-15V, 120V
FB-3W-CYL-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ-GDG-30W-SQ
PVD Satin
Recessed
8-15V, 120V
FB-2W-CYL-TA16
150
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ-GDG-30W-SQ-L
Matte Bronze
Recessed
8-15V, 120V
FB-3W-CYL-TA16
200
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-GDG-3SQ
Matte Bronze
Recessed
8-15V, 120V
FB-2W-CYL-TA16
150
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

2”

2”

2”

2”

2 1/2”

SPJ 
smar t  l i ght i ng

App Icon
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THE VERSATILE
GDG SERIES

SPJ-GDG-3OW-5
Matte Bronze
Recessed
8-15V, 120V
FB-2W-CYL-TA16
150
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ-FB-275-3
Matte Bronze
Recessed
8-15V, 120V
FB-2W-CYL-TA16
150
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ-GDG-3EB-5
Matte Bronze
Recessed
8-15V, 120V
FB-2W-CYL-TA16
150
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

SPJ-GDG-3M-5
Matte Bronze
Recessed
8-15V, 120V
FB-2W-CYL-TA16
150
2700K
Nichia

Model: 
Shown: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:

	

2 3/4”

4 1/2”

4 1/2”

4 1/2”

Shown: SPJ-GDG-SQP

2200K Available!

Forever Bright LED

FB-CYLINDER
FB-1W-CYL-TA16
FB-2W-CYL-TA16
FB-3W-CYL-TA16
FB-6W-CYL-TA16
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Model: 
Shown: 
Mounting: 
Color Temp: 

FBRC-1 
Matte Bronze
Recessed
2700K

ENGINES	 VOLTAGE	 LUMENS
FB-1W-CYL-TA16	 8-15V	 80
FB-2W-CYL-TA16	 8-15V	 150
FB-3W-CYL-TA16	 8-15V	 200
FB-6W-LB-CYL-TA16	 12-15V	 300

Model: 
Shown: 
Mounting: 
Color Temp: 

FBRC-2 (adjustable)
Black
Recessed
2700K

ENGINES	 VOLTAGE	 LUMENS
FB-1W-CYL-TA16	 8-15V	 80
FB-2W-CYL-TA16	 8-15V	 150
FB-3W-CYL-TA16	 8-15V	 200
FB-6W-LB-CYL-TA16	 12-15V	 300

2 1/8”1 3/4” 2 1/8”

All Forever Bright LED engine lumen 
packages are calculated with our 
standard 2700K color temperature.

Model: 
Shown: 
Mounting: 
Color Temp: 

SPJ-GDG-3OW
Raw Copper (plated)
Recessed
2700K

ENGINES	 VOLTAGE	 LUMENS
FB-1W-CYL-TA16	 8-15V	 80
FB-2W-CYL-TA16	 8-15V	 150
FB-3W-CYL-TA16	 8-15V	 200
FB-6W-LB-CYL-TA16	 12-15V	 300



63

FBRC-2 (adjustable)
Black
Recessed
2700K

Model: 
Shown: 
Mounting: 
Color Temp: 

FBRC-4 (adjustable)
Aged Brass
Recessed
2700K

ENGINES	 VOLTAGE	 LUMENS
FB-6W-LB-CYL-TA16	 12V-15V	 300
FB-8W-CYL-TA16	 12V-15V	 580

3 1/2”

Model: 
Shown: 
Mounting: 
Color Temp: 

SPJ-RC10-3SQ
Matte Bronze
Recessed
2700K

ENGINES	 VOLTAGE	 LUMENS
FB-6W-LB-CYL-TA16	 12V-15V	 300
FB-8W-CYL-TA16	 12V-15V	 580

ENGINES	 VOLTAGE	 LUMENS
FB-1W-CYL-TA16	 8-15V	 80
FB-2W-CYL-TA16	 8-15V	 150
FB-3W-CYL-TA16	 8-15V	 200
FB-6W-LB-CYL-TA16	 12V-15V	 300
FB-8W-CYL-TA16	 12V-15V	 580
120V Option

ENGINES	 VOLTAGE	 LUMENS
FB-1W-CYL-TA16	 8-15V	 80
FB-2W-CYL-TA16	 8-15V	 150
FB-3W-CYL-TA16	 8-15V	 200
FB-6W-LB-CYL-TA16	 12V-15V	 300
FB-8W-CYL-TA16	 12V-15V	 580
120V Option

Model: 
Shown: 
Mounting: 
Color Temp: 

FBRC-5  
Verde
Recessed
2700K

RECESSED CEILING

3”

3”

Housing

2 1/8”

4 3/4”

3 3/4”

1 3/4”

Model: 
Shown: 
Mounting: 
Color Temp: 

SPJ-RC10-3
PVD Satin
Recessed
2700K

ENGINES	 VOLTAGE	 LUMENS
FB-1W-CYL-TA16	 8-15V	 80
FB-2W-CYL-TA16	 8-15V	 150
FB-3W-CYL-TA16	 8-15V	 200
FB-6W-LB-CYL-TA16	 12V-15V	 300
FB-8W-CYL-TA16	 12V-15V	 580
120V Option

Model: 
Shown: 
Mounting: 
Color Temp: 

SPJ-MINI-GDG-3OWM 
Raw Copper
Recessed
2700K

SPJ 
smar t  l i ght i ng

App Icon



64 RETROFIT YOUR EXISTING FLUORESCENT 
FIXTURE TO LED WITH SPJ LIGHTING

THE MSL SERIES - Warm Dim Option

Model: 
Mounting: 
Electrical: 
Lumens:
Color Temp: 
LED:
	

SPJ-SGR 
Recessed
9-15V, 120V
650
2700K
Nichia

Model: 
Mounting: 
Electrical: 
Lumens:
Color Temp: 
LED:
	

SPJ-SGR-V 
Recessed
9-15V, 120V
650
2700K
Nichia

2 3/4”

1 3/8”

12”

2 3/4”

1 3/8” 6"

Model: 
Shown:
Mounting: 
Electrical: 
Lumens:
Color Temp: 
LED:
	

SPJ-MSL-6 
Satin Brass
Recessed
12V, 120V
300
2700K
Nichia

Model: 
Shown:
Mounting: 
Electrical: 
Lumens:
Color Temp: 
LED:
	

SPJ-MSL2
PVD Satin
Recessed
12V, 120V
150
2700K
Nichia

2 5/8”
2”

1 7/8”

1 3/4” 2 5/8”

Model: 
Shown:
Mounting: 
Electrical: 
Lumens:
Color Temp: 
LED:
	

SPJ-MSL-12 
PVD Satin
Recessed
12V, 120V
300
2700K
Nichia

Single Gang J-Box

Shown: White

Shown: Black

Retrofit or NEW Installation

Custom Retrofit

4 1/2”

3” 4 1/2”

3”
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SPJ-SGR-V 
Recessed
9-15V, 120V
650
2700K
Nichia

Model: 
Shown:
Mounting: 
Electrical: 
Lumens:
Color Temp: 
LED:
	

SPJ-MSL2
Matte Bronze
Recessed
12V, 120V
150
2700K
Nichia

Shown: Satin Brass

Model: 
Shown:
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

VERONA 
Matte Bronze
Recessed
8-15V, 120V
FB-3W-CYL-TA16
200
2700K
Nichia

Model: 
Shown:
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Options:
	

SPJ-MRL2
Matte Bronze
Recessed
12V, 120V
FB-LS2
150
2700K
Nichia
120V

Model: 
Shown:
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-BCH1
Rusty
Recessed
12V, 120V
FB-LS2
150
2700K
Nichia

Model: 
Shown:
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-BCV1
Matte Bronze
Recessed
12V, 120V
FB-LS2
150
2700K
Nichia

6 1/4”

3 3/4”

2 1/2”
4 3/4”

3 3/4”
3”

6 1/4”

2 1/2”

Quick Ship

Back box for MSL2 & MRL2

2 1/8”

3”

2 1/16”

2 5/8”

2 5/8”

1 3/4”

1 7/8” 2”

3 1/4”

3 1/4”

RECESSED
LIGHTS

Warm Dim Option

SPJ 
smar t  l i ght i ng

App Icon
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RECESSED STEP 
LIGHTS

Model: 
Shown: 

SPJ17-01 
PVD Satin/ Frost Acrylic

Model: 
Shown: 

SPJ17-03 
Raw Copper / Frost Acrylic

Model: 
Shown: 

SPJ17-02 
Matte Bronze / Louvre

Model: 
Shown: 

SPJ17-04 
Verde / Louvre

COVERSModel: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Options:
	

SPJ17-FB-SM-BOX
Recessed
12V, 120V
FB-LS2
150
2700K
Nichia
120V

Quick Ship

Quick Ship Quick Ship

Quick Ship

Quick Ship

Model: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Options:
	

SPJ17-FB-LG-BOX
Recessed
12V, 120V
FB-LS6
300
2700K
Nichia
120V

Quick Ship

Heavy Cast Brass!

Model: 
Shown:
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-RBS-2W-SM
Matte Bronze
Recessed
12V, 120V
FB-LS2
150
2700K
Nichia

Model: 
Shown:
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-RBS-2W-LG
Matte Bronze 
Recessed
12V, 120V
FB-LS6
300
2700K
Nichia3 1/4”

8 1/2 ”

3 1/4”

5”

2 1/2” 3 1/2”

8”

2 1/2” 3 1/2”

4 1/2”SPJ17-FB-SM-BOX

SPJ17-FB-LG-BOX

LED RECESSED BOXES

SPJ 
smar t  l i ght i ng

App Icon
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RECESSED STEP LIGHTS

Model: 
Shown:
Mounting: 
Electrical: 
Engine: 
Color Temp: 
LED:
Options:
	

SPJ-113-RL
Matte Bronze
Recessed
12V, 120V
FB-LS11-300
300
Nichia
120V

Model: 
Shown:
Mounting: 
Electrical: 
Engine: 
Color Temp: 
LED:
Options:
	

SPJ-119-RL
Matte Bronze
Recessed
12V, 120V
FB-LS6
300
Nichia
120V

13 1/4”

9”

1 1/2”

1 3/8”

Back Box

12”

1”

3 1/8”

Back Box

8 1/2”

1 1/8”

1 5/8”

Model: 
Shown:
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
Options:
	

SPJ104-RL
Brushed Stainless Steel
Recessed
12V, 120V
FB-LS2
150
2700K
Nichia
120V

3 1/4”

3 1/8”

Back Box

3 7/8”

1 1/2”

1”

•	 Precise Full Range 
	 Warm Dimming
•	 Serviceable Engines
•	 Field Changeable

2000K-6500K

Perfect for Pre-Cast Steps
Low Profile Risers

Model: 
Shown:
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ17-09 LED
PVD Satin
Recessed
12V, 120V
FB-LS6
300
2700K
Nichia

Model: 
Shown:
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ17-09OW
Matte Bronze / Frosted Glass
Recessed
12V, 120V
FB-LS6
300
2700K
Nichia

8 3/4”

3 1/4”

1 7/8”

8 3/4”

3 1/4”

1 7/8”

Quick Ship

Quick Ship

PRO +
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Model: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-SC-1
Recessed
12V, 120V
FB-LS6
300
2700K
Nichia

Model: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-SC-12
Recessed
12V
FB-LS11-300
300
2700K
Nichia

Model: 
Mounting: 
Electrical: 
Engine: 
Lumens:
Color Temp: 
LED:
	

SPJ-SC-18
Recessed
12V
FB-LS11-300
300
2700K
Nichia

Model: 
Mounting: 
Electrical: 
Wattage:
Lumens:
Color Temp: 
LED:
	

SPJ-BAR5
Recessed
12V
2W
150
2700K
Nichia

Model: 
Mounting: 
Electrical: 
Wattage:
Lumens:
Color Temp: 
LED:
	

SPJ-BAR9
Recessed
12V
 3W
200
2700K
Nichia

Model: 
Mounting: 
Electrical: 
Wattage:
Lumens:
Color Temp: 
LED:
	

SPJ-BAR12
Recessed
12V
5W
300
2700K
Nichia

HARDSCAPE
LIGHTS

Stainless Steel
Housing & Composite
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Model: 
Shown:
Material: 
Electrical:
Engine: 
Lumens:
Color Temp: 
Mounting:
LED:
	

SPJ-MS2
Matte Bronze
Solid Brass Or Copper
12V
FB-LS2
150
2700K
Surface
Nichia Forever Bright

Model: 
Shown:
Material: 
Electrical:
Engine: 
Lumens:
Color Temp: 
Mounting:
LED:
	

SPJ-RSM2
Raw Copper
Solid Brass Or Copper
12V
FB-LS2
150
2700K
Surface
Nichia Forever Bright

Model: 
Shown:
Material: 
Electrical:
Engine: 
Lumens:
Color Temp: 
Mounting:
LED:
	

SPJ-MS6
Raw Copper
Solid Brass Or Copper
12V
FB-LS6
300
2700K
Surface
Nichia Forever Bright

69

SPJ-MS2 SERIES
Heavy Gauge Solid Brass Surface Mounts - Slim Profile

SPJ-MS6 SERIES

PVD POLISHED

PVD POLISHED BLACK PVD SATIN MATTE BRONZE

PVD SATIN RAW COPPER

BLACK

RAW COPPER

3/4”

2 3/4”

2 15/16”

3/4”

2 15/16”

6”

2 7/8”

3/4”

SPJ-RSM2

SPJ 
smar t  l i ght i ng

App Icon




