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CHIMNEY CAPS

Inspired by the chimney caps we saw gracing rooflines 
throughout Italy, Tuscan Ironworks set out to create a collection 
of ready-made custom caps to compliment a broad range of 
architectural styles.

Our caps are handcrafted from heavy gauge sheet brass or copper 
treated to withstand the rigors of our environment. Then our 
artisans patiently hand-rub the finishes to achieve an 
old-world look that will patina beautifully over time. And, these 

roof top sculptures are easy to install...most take less than an hour.

Standing proudly over the spark arrester, the chimney cap makes a powerful design 
statement. Choose one of our exciting styles, or customize it using an insert screen. 

Our design department can assist you in bringing your ideas to life.

You Draw It... 

TUSCAN IRONWORKS



We Will Build It To Your Specifications!

• Chimney Caps
• Exterior Lighting
• Chandeliers
• Sconces
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Tuscan Iron Works was developed by 
SPJ Lighting as a resource for the Architect and 
Landscape Architect to Enhance and add to their 
vision of outdoor landscaping. Our collection 
embraces everything from exterior wall mounted 
lanterns, chimney caps, landscape lighting, to 
beautiful interior chandeliers and sconces.
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TUSCAN IRONWORKS

Tuscan Ironworks is Title 24 Compliant

Unlimited LED Lumen 
Packages & Color 

Temperatures Available!
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POST LIGHTS

Model: 
Shown: 
Post Shown:
Mounting: 
Finish:
Glass:
Electrical: 
Socket: 
Engine:
Footing:

SPJ800-OT
Powder Coat Black
SPJ2600-18
(4) Anchor Bolts
Specify
Specify
120V
(3) Light Candelabra Base
60W Max.
Concrete 24" Diameter 
Recommended

Model: 
Base: 
Shaft:

SPJ26-15 (Post only)
18" Dia. x 19" Tall
Fluted 8' or 10' option

Model: 
Base: 
Shaft:

SPJ26-15 (Post only)
18" Dia. x 19" Tall
Fluted 8' or 10' option

Lantern Heads 
Lantern Heads 

& Posts Are & Posts Are 

Interchangeable!
Interchangeable!

Model: 
Shown: 

Mounting: 
Shaft:

SPJ26-01A (Post only)
Powder Coat Rusty / Clear 
Seedy. Cast Aluminum Post 
(Smooth)
Concrete Footing
Smooth
* Smooth Shaft Cut To Size

Model: 
Mounting: 
Shaft:

SPJ26-01B (Post only)
Concrete Footing
Fluted

Model# Height Base
SPJ26-01A 82" 12"
SPJ26-01B 77" 12"

Model: 
Socket: 
Electrical:
Engine:

SPJ26-02B
(3) Light Candelabra
120V or 12V
Specify

Model# Height Base
SPJ26-02A 8" 171/2"
SPJ26-02B 11" 22"

12"

Anchor Bolt

Pattern

12"

Anchor Bolt

Pattern

82" 77"

SPJ26-01A
Smooth

SPJ26-01B
Fluted

12" Dia.

Access 
Door

3" Fitter

8'

SPJ26-15
Fluted

18" Dia.

12"

Anchor Bolt

Pattern

Anchor Bolt 
Pattern

12" Dia.

Anchor Bolt 
Pattern

18" Dia.
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Model: 
Shown: 
Desc: 

SPJ26-11 
Verde
Solid Brass Post & Base Cover. 
Specify Overall Height Desired.

3" Diameter Solid Brass 
Direct Burial Posts

Available in All Finishes:

SPJ26-11A 4' Overall Height
SPJ26-11B 5' Overall Height
SPJ26-11C 6' Overall Height
SPJ26-11D 7' Overall Height
SPJ26-11E 8' Overall Height
SPJ26-11F 9' Overall Height
SPJ26-11G 10' Overall Height

SPJ-BP-18 18"
SPJ-BP-24 24"
SPJ-BP-36 36"
SPJ-BP-48 48"
SPJ-BP-60 60"
SPJ-BP-72 72"
SPJ-BP-84 84"
SPJ-BP-96 96"
SPJ-BP-108 108"
SPJ-BP-120 120"

Direct Burial
3" Post

Direct Burial Standard

Base option available!
18 1/2”

Specify
Height

Model: 
Socket: 
Electrical:
Engine:

SPJ26-04B
(3) Light Candelabra
120V or 12V
Specify

Model: 
Shown: 

Mounting: 
Shaft:

SPJ26-03 (Post only)
Powder Coat Black / 
Frosted Seedy. Cast 
Aluminum Post.
Concrete Footing
Fluted

Model# Height Base
SPJ26-03 70" 8"

Model# Height Base
SPJ26-04A 81/4" 16"
SPJ26-04B 11" 18"
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Anchor Bolt Pattern

71/2"

61/4"

70"

Fluted
Shaft

8" Dia.

12"

Anchor Bolt

Pattern

Anchor Bolt 
Pattern

7 1/2" 
Dia.

Post Fitters

SPJ26-07 
Rusty / Scroll Post Fitter
8" Square
8" O/A Height 

SPJ26-09
Rusty / Octagon Fitter
8" Square
6" O/A Height  

SPJ26-08 
Moss / Post Fitter
71/2" Square
51/2" O/A Height  

SPJ26-10
Verde / Mini Fitter
4" Square
4" O/A Height  
 



Model: 
Material : 
Shown : 
Glass:
Electrical: 

SPJ532
Aluminum
Powder Coat Bronze
Specify
120V

Model: 
Material : 
Shown : 
Glass:
Electrical: 

SPJ531
Aluminum
Powder Coat Bronze
Specify
120V

Model: 
Material : 
Shown : 
Electrical: 
Socket: 

SPJ525
Aluminum 
Powder Coat Bronze
120V
LED

Consult Factory for Options

THE LADERA
COLLECTION

Forever Bright LED Lamp 
Sources. Consult Factory!

Model: 
Material : 
Shown : 
Glass:
Electrical: 

SPJ535
Aluminum
Powder Coat Bronze
Specify
120V
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22”

7”
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Model# Width Height Ext.
SPJ41-01A 61/2" 15" 73/8"
SPJ41-01B 91/2" 181/2" 10"

Model# Width Height Stem
SPJ05-04 41/2" 24 1/2" 1" Sq.

Model# Width Height Base
SPJ40-06A 61/2" 16" 8"sq.
SPJ40-06B 91/2" 20" 11"sq.

Model# Width Height Ext.
SPJ41-02A 61/2" 19" 10"
SPJ41-02B 91/2" 22" 13"

USA-C.COM • CA0A
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01

53* Of Domestic & Foreign
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THE ARROWHEAD
COLLECTION

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:
 

SPJ28-03A
Verde / White Swirl
Direct Burial
120V or 12V
Medium Base
Specify

Model: 
Shown: 
Mounting: 

Electrical: 
Socket: 
Lamp:
Option:
 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Lamp:
 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Lamp:
 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Lamp:
 

SPJ05-04  
Black / Frosted Seedy 
1/2" NPT. Perma Post 
Recommended SPJ19-03
120V or 12V
Medium Base
26W Incl.
Overlay

SPJ41-01A
Verde / White Swirl
Flush Mount
120V 
Medium Base
100W Max.

SPJ40-06A
Moss / Honey Iridescent
Column Mount
120V or 12V
Medium Base
100W Max.

SPJ41-02A
Matte Bronze / Frosted Seedy
Wall Arm (Straight)
120V 
Medium Base
100W Max.

Model# Width Height
SPJ28-03A 61/2" 141/2"
SPJ28-03B 91/2" 181/2"

3" Diameter Solid 
Brass Posts

* Post Not Included
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THE ENCINITAS
COLLECTION

* Shown With 3" Diameter 
 Solid Brass Posts
* Post Not Included

Model# Width Height Post 
SPJ27-01A 8" 13" Specify
SPJ27-01B 11" 17" Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine: 
 

SPJ27-01B
Aged Brass / Bound Beveled
Direct Burial
120V or 12V
(3) Light Candelabra
Specify

Model: 
Shown: 
Desc: 

SPJ26-11 
Verde
Solid Brass Post & Base Cover. 
Specify Overall Height Desired.

3" Diameter Solid Brass 
Direct Burial Posts

Available in All Finishes:

SPJ26-11A 4' Overall Height
SPJ26-11B 5' Overall Height
SPJ26-11C 6' Overall Height
SPJ26-11D 7' Overall Height
SPJ26-11E 8' Overall Height
SPJ26-11F 9' Overall Height
SPJ26-11G 10' Overall Height

SPJ-BP-18 18"
SPJ-BP-24 24"
SPJ-BP-36 36"
SPJ-BP-48 48"
SPJ-BP-60 60"
SPJ-BP-72 72"
SPJ-BP-84 84"
SPJ-BP-96 96"
SPJ-BP-108 108"
SPJ-BP-120 120"

Direct Burial
3" Post

Direct Burial Standard

Base option available!
18 1/2”

Specify
Height

Post Fitters

SPJ26-07 
Rusty / Scroll Post Fitter
8" Square
8" O/A Height 

SPJ26-09
Rusty / Octagon Fitter
8" Square
6" O/A Height  

SPJ26-08 
Moss / Post Fitter
71/2" Square
51/2" O/A Height  

SPJ26-10
Verde / Mini Fitter
4" Square
4" O/A Height  
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Post Fitters

Model: 
Shown: 
Mounting: 

Electrical: 
Socket: 
Engine:  
 

SPJ04-03 
Verde / Bound Beveled
1/2" NPT. Perma Post 
Recommended SPJ19-03 
120V or 12V
(1) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine: 
 
 

SPJ32-03
Verde / Bound Beveled
Pendant Mount 
120V
(3) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine: 
 

SPJ32-01B
Matte Bronze / Bound Beveled
Scroll Mount
120V
(3) Light Candelabra
Specify
 
 
 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine: 
 

SPJ32-02B
Aged Brass / Bound Beveled 
Flush Mount
120V
(2) Light Candelabra
Specify
 
 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine: 
 
 

SPJ32-04A
Verde / Bound Beveled
Column Mount 
120V or 12V
(3) Light Candelabra
Specify

Model# Width Height 
SPJ32-03 11" 18"
* 18" of solid brass chain included

Model# Width Height Ext. 
SPJ32-01A 9" 17" 11"
SPJ32-01B 11" 20" 14"

Model# Width Height Ext. 
SPJ32-02A 9" 13" 6"
SPJ32-02B 11" 18" 8"

Model# Width Height Stem 
SPJ04-03 6" 28 1/2" 1" Sq.

Model# Width Height Ext. 
SPJ32-04A 11" 191/2" 8"sq.
SPJ32-04B 131/2" 25" 101/2" sq.
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SPJ04-01 
Matte Bronze / Clear Seedy
1/2" NPT. Perma Post 
Recommended SPJ19-03 
120V or 12V
(1) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 

Electrical: 
Socket: 
Engine:
 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket:
Engine: 

SPJ27-03B 
Aged Brass / Clear Seedy
Direct Burial
120V or 12V
(3) Light Candelabra
Specify

Model# Width Height Post 
SPJ27-03A 81/2" 18" Specify
SPJ27-03B 11" 23" Specify

Model# Width Height Stem 
SPJ04-01 5 1/4" 24 1/2" 1" Sq.

Model# Width Height Ext.
SPJ05-09 5" 30" 11"

Model: 
Shown: 
Mounting: 

Electrical: 
Socket: 
Engine:
 

SPJ05-09 
Matte Bronze / Clear Seedy
1/2" NPT. Perma Post 
Recommended SPJ19-03 
120V or 12V
(1) Light Candelabra
Specify

Model# Width Height Base 
SPJ30-01A 81/2" 191/2" 8"sq.
SPJ30-01B 11" 23" 10"sq.
* A size - Single Medium Base Socket

Model: 
Shown: 
Mounting: 
Electrical: 
Socket:
Engine: 

CORONA DEL MAR
COLLECTION

SPJ30-01B
Verde / Frosted Seedy
Column
120V or 12V
(3) Light Candelabra
Specify
 
 
 
 

Unlimited LED Lumen Packages & Color 
Temperatures Available!

SPJ-2W-CB-C 
2W

12V or 120V  

FB-RD8 BOARD
120V
8W

1000 LUMENS
WARM DIMMING
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Model# Width Height 
SPJ29-04A 81/2" 18" 
SPJ29-04B 11" 211/2" 
* 18" of solid brass chain included

Model# Width Height Ext. 
SPJ46-01A 81/2" 26" 121/2"
SPJ46-01B 11" 30" 141/2"
SPJ46-01C 14" 35" 171/2"

Model: 
Shown: 
Mounting: 
Electrical: 
Socket:
Engine: 

SPJ29-01B
Verde / Clear Seedy
Scroll Mount
120V 
(3) Light Candelabra
Specify
 
 
 

Model# Width Height Ext. 
*SPJ29-01A 6" 151/2" 9"
SPJ29-01B 81/2" 21" 111/2"
SPJ29-01C 11" 26" 14"
* A size - Single Medium Base Socket

Model: 
Shown: 
Mounting: 
Electrical: 
Socket:
Engine: 

SPJ46-02B
Rusty / Clear Seedy 
Wall-Flush
120V 
(3) Light Candelabra
Specify
 
 
 

Model# Width Height Ext. 
*SPJ46-02A 6" 16" 6"
SPJ46-02B 81/2" 23" 9"
* A size - Single Medium Base Socket

Model: 
Shown: 
Mounting: 
Electrical: 
Socket:
Engine: 

SPJ29-02B
Matte Bronze / Clear Seedy
Flush Mount
120V 
(3) Light Candelabra
Specify
 
 
 

Model# Width Height Ext. 
*SPJ29-02A 6"  121/2" 6"
SPJ29-02B 81/2" 18" 85/8"
SPJ29-02C 11" 211/2" 111/4"
* A size - Single Medium Base 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket:
Engine: 

SPJ29-03
Verde / Clear Seedy 
Half Flush Mount
120V 
(2) Light Candelabra
Specify 
 
 
 

Model# Width Height Ext. 
SPJ29-03A 81/2" 18" 51/4"
SPJ29-03B 11" 21" 61/2" 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket:
Engine: 

SPJ29-04B
Aged Brass / Frosted Seedy 
Pendant Mount
120V 
(3) Light Candelabra
Specify
 
 
 

Model: 
Shown: 
Mounting: 

Electrical: 
Socket:
Engine: 

SPJ46-01A
Matte Bronze  / Clear Seedy
Scroll Mount-Up or Down
(Shown: Up)
120V 
(3) Light Candelabra
Specify
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MONTECITO
COLLECTION

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

 

SPJ30-02B 
Verde / Clear Seedy 
Column 
120V or 12V
(3) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

 

SPJ27-04B 
Aged Brass / Frosted Seedy
Direct Burial
120V or 12V
(2) Light Candelabra
Specify

Model# Width Height Post 
SPJ27-04A 71/2" 171/2" Specify
SPJ27-04B 11" 211/2" Specify

Model: 
Shown: 
Mounting: 

Electrical: 
Socket: 
Engine:
 

SPJ04-02
Moss / Clear Seedy
1/2" NPT. Perma Post 
Recommended SPJ19-03 
120V or 12V
(1) Light Candelabra
Specify

Model# Width Height Stem 
SPJ04-02 5 1/2" 24 1/2" 1" Sq.

Model# Width Height Base 
SPJ30-02A 8" 15" 61/2"sq.
SPJ30-02B 11" 20" 91/2"sq.
SPJ30-02C 14" 30" 11"sq.
* A size - Single Medium Base Socket

Unlimited LED Lumen Packages & Color 
Temperatures Available!

SPJ-2W-CB-C 
2W

12V or 120V  

FB-RD8 BOARD
120V
8W

1000 LUMENS
WARM DIMMING

USA-C.COM • CA0A
A.
01

53* Of Domestic & Foreign
Components



143

Model: 
Shown: 
Mounting: 

Electrical: 
Socket: 
Engine:
 

SPJ46-04A
Matte Bronze / Clear Seedy
Scroll Mount-Up or Down
(Shown: Down)
120V 
(3) Light Candelabra
Specify
 
 
 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:
 

SPJ27-04-11A
Aged Brass / Frosted Seedy
Pendant Mount
120V 
(3) Light Candelabra
Specify
 
 
 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:
 

SPJ30-03B
Matte Bronze / Clear Seedy 
Scroll Mount
120V 
(3) Light Candelabra
Specify
 
 
 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:
 

SPJ30-04A
Aged Brass / Honey Swirl 
Flush Mount
120V 
(2) Light Candelabra
Specify 
 
 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:
 

SPJ30-05B
Matte Bronze / Clear Seedy
Half Flush Mount
120V 
(2) Light Candelabra
Specify
 
 
 

Model# Width Height Ext. 
SPJ46-04A 11" 26" 13"
SPJ46-04B 14" 32" 16"

Model# Width Height Ext. 
SPJ27-04-11A 11" 26" 13"
SPJ27-04-17B 14" 32" 16"

Model# Width Height Ext. 
SPJ30-03A 8" 25" 9"
SPJ30-03B 11" 29" 12"
* A size - Single Medium Base Socket

Model# Width Height Ext. 
SPJ30-04A 8" 13" 7"
SPJ30-04B 11" 203/4" 9"

Model# Width Height Ext. 
SPJ30-05A 8" 13" 5"
SPJ30-05B 11" 203/4" 5"
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AC125V (max)

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

SPJ46-10B
Rusty / Frosted Seedy 
Column Mount
120V
(3) Light Candelabra
Specify 

Model# Width Height Base 
SPJ46-10A 12" 17" 91/2"
SPJ46-10B 17" 22" 12"

SPJ46-06B
Rusty / Clear Seedy
Wall-Scroll
120V
(3) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

Model# Width Height Ext. 
SPJ46-06A 12" 24" 14"
SPJ46-06B 17" 36" 181/2"

Single Back Plate

SPJ46-13A 
Matte Bronze / Frosted Seedy 
Half Flush Mount
120V
(3) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

Model# Width Height Ext. 
SPJ46-13A 12" 17" 6"
SPJ46-13B 17" 22" 6"

SPJ46-11B
Verde / Clear Seedy 
Pendant
120V
(3) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

Model# Width Height
SPJ46-11A 12" 151/2"
SPJ46-11B 17" 20"

SPJ46-12A
Matte Bronze / Frosted Seedy  
Column Mount
120V
(3) Light Candelabra
Specify
SPJ46-00
9" Diameter
6" Height

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:
Post Fitter:

Model# Width Height
SPJ46-12A 12" 151/2"
SPJ46-12B 17" 20"

BIG HORN
COLLECTION

Unlimited LED Lumen 
Packages & Color 

Temperatures Available!

SPJ-2W-CB-C 
2W

12V or 120V  

FB-RD8 BOARD
120V
8W

1000 LUMENS
WARM DIMMING

USA-C.COM • CA0A
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Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:
 

SPJ27-05B 
Matte Bronze / Frosted Seedy
Direct Burial
120V or 12V
(3) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 

Electrical: 
Socket: 
Engine:
 

SPJ04-05 
Verde / White Swirl
1/2" NPT. Perma Post 
Recommended SPJ19-03 
120V or 12V
(1) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:
 

SPJ34-05A
Rusty / Frosted Seedy
Column Mount
120V or 12V
(3) Light Candelabra
Specify

Model# Width Height Post 
SPJ27-05B 11" 15" Specify
SPJ27-05C 15" 21" Specify

Model# Width Height Stem 
SPJ04-05 5" 21" 1" Sq.

Model# Width Height Base 
SPJ34-05A 11" 141/2" 91/2"sq.
SPJ34-05B 15" 25" 13"sq.

Model# Width Height Base 
SPJ34-03A 8" 10" 41/2"
SPJ34-03B 11" 16" 6"
SPJ34-03C 15" 20" 8"

HALF FLUSH WALL

Model# Width Height 
SPJ34-04A 11" 16"
SPJ34-04B 15" 20"
* 18" of solid brass chain included

HANGING

USA-C.COM • CA0A
A.
01

53* Of Domestic & Foreign
Components

CAMARILLO 
COLLECTION

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:
 

SPJ34-01B
Rusty / Clear Seedy
Scroll Mount
120V 
(3) Light Candelabra
Specify
 
 
 
 
 

Model# Width Height Ext. 
SPJ34-01A 8" 14" 10"
SPJ34-01B 11" 81/2" 12"
SPJ34-01C 15" 241/2" 161/2"

Unlimited LED Lumen 
Packages & Color 

Temperatures Available!

SPJ-2W-CB-C 
2W

12V or 120V  

FB-RD8 BOARD
120V
8W

1000 LUMENS
WARM DIMMING
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THE NANTUCKET
COLLECTION

Model: 
Shown: 
Mounting: 

Electrical: 
Socket: 
Engine:

SPJ04-04 
Rusty / Frosted
1/2" NPT. Perma Post 
Recommended SPJ19-03 
120V or 12V
(1) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

SPJ35-01A
Aged Brass / Clear Seedy Glass Top
Flush Mount
120V 
(2) Light Candelabra
Specify
 
 
 
 

Model# Width Height Ext. 
SPJ35-01A 81/4" 15" 83/4"
SPJ35-01B 11" 19" 11"
SPJ35-01C 15" 23" 14"

* Solid Top Available

Model: 
Shown: 

Mounting: 
Shaft:

SPJ26-03 (Post only)
Powder Coat Black / Frosted 
Seedy. Cast Aluminum Post.
Concrete Footing
Fluted

Model# Height Base 
SPJ26-03 70" 8"

Model: 
Desc:
Electrical: 
Socket: 
Engine:

SPJ26-04B
Lantern Head only
120V or 12V
(3) Light Candelabra
Specify
 

Model# Width Height 
SPJ26-04A 81/4" 16"
SPJ26-04B 11" 18"

* Shown With 3" Diameter   
 Solid Brass Posts
* Post Not Included

Model# Width Height Stem 
SPJ04-04 51/4" 24" 1" Sq.

FB-CYLINDER-1W-Candle
Candle Motion

8-15V

Unlimited LED Lumen Packages & Color 
Temperatures Available!

SPJ-2W-CB-C 
2W

12V or 120V  

FB-RD8 BOARD
120V
8W

1000 LUMENS
WARM DIMMING

USA-C.COM • CA0A
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SPJ26-04B
Lantern Head only
120V or 12V
(3) Light Candelabra
Specify
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Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:
 

SPJ35-03A
Moss / Frosted Seedy Glass Top
Pendant Mount 
120V 
(3) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 

Electrical: 
Socket: 
Engine:
 

SPJ46-05A
Rusty / Clear Seedy
Scroll Mount-Up or Down
(Shown: Up)
120V
(3) Light Candelabra
Specify

 
 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:
 

SPJ34-06B
Matte Bronze / Clear Seedy 
Scroll Mount
120V
(3) Light Candelabra
Specify

 
 

Model: 
Shown: 

Mounting: 
Electrical: 
Socket: 
Engine:
 

SPJ35-04B
Matte Bronze / Clear Seedy 
Glass Top
Column Mount 
120V or 12V
(3) Light Candelabra
Specify

Model# Width Height 
SPJ35-03A 81/4" 13" 
SPJ35-03B 11" 19"
SPJ35-03C 15" 23" 

* 18" of solid brass chain included
* Solid Top Available

Model# Width Height Ext. 
SPJ46-05A 11" 26" 15"
SPJ46-05B 15" 32" 19"

* Glass Top Available!

Model# Width Height Ext. 
SPJ34-06A 81/4" 17" 113/4"
SPJ34-06B 11" 27" 141/2"
SPJ34-06C 15" 32" 171/2"
* Glass Top Available!

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

SPJ35-02A
Verde / Clear Seedy Brass Top
Half Flush Mount
120V
(2) Light Candelabra
Specify 

Model# Width Height Ext. 
SPJ35-02A 81/4" 15" 61/2"
SPJ35-02B 11" 19" 81/2"
SPJ35-02C 15" 23" 101/2"

* Glass Top Available
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THE CAPE COD
COLLECTION

Model: 
Shown: 
Mounting: 

Electrical: 
Socket: 
Engine:

SPJ04-06   
Verde / White Swirl
1/2" NPT. Perma Post 
Recommended SPJ19-03 
120V or 12V
(1) Light Candelabra
Specify

SPJ04-06       

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

SPJ27-06B
Aged Brass / Frosted Seedy
Direct Burial
120V or 12V
(2) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:
 

SPJ31-03B
Moss / Frosted Seedy
Flush Mount
120V
(2) Light Candelabra
Specify

 
 
 

Model# Width Height Post 
SPJ27-06A 6" 16" Specify
SPJ27-06B 9" 171/2" Specify

Model# Width Height Ext. 
SPJ31-03A 6" 101/2" 63/4"
SPJ31-03B 9" 171/2" 10"
* A size - Single Medium Base Socket

* Shown With 3" Diameter Solid Brass Posts
* Post Not Included

Model# Width Height Stem 
SPJ04-06 5" 24" 1" Sq.

Unlimited LED Lumen Packages & Color 
Temperatures Available!

SPJ-2W-CB-C 
2W

12V or 120V  

FB-RD8 BOARD
120V
8W

1000 LUMENS
WARM DIMMING

USA-C.COM • CA0A
A.
01

53* Of Domestic & Foreign
Components
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Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:
 

SPJ31-05
Verde / Clear Seedy
Pendant Mount 
120V
(3) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:
 

SPJ-MJN6
Moss / Frost
Flush Mount 
120V
(1) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:
 
 

SPJ31-02
Verde / Frosted Seedy
Scroll Mount
120V 
(3) Light Candelabra
Specify
 
 
 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:
 
 

SPJ31-04B
Matte Bronze / Clear Seedy 
Half Flush Mount
120V
(2) Light Candelabra
Specify
 
 
 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:
 
 

SPJ31-06A
Matte Bronze / Frosted Seedy
Column Mount 
120V or 12V
(3) Light Candelabra
Specify
 

Model# Width Height 
SPJ31-05 9" 17" 
* 18" of solid brass chain included

Model# Width Height Ext. 
SPJ-MJN6 61/2" 13" 8"sq.

Model# Width Height Ext. 
SPJ31-02 9" 23" 12"

Model# Width Height Ext. 
SPJ31-04A 6" 10" 41/2"
SPJ31-04B 9" 17" 6"
* A size - Single Medium Base Socket

Model# Width Height Ext. 
SPJ31-06A 9" 20" 10"sq.
SPJ31-06B 12" 22" 13"sq.
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Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:
 
 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:
 
 

Model: 
Shown: 

Mounting: 
Shaft: 

Model: 
Shown: 
Mounting: 
Shaft: 

Model: 
Electrical: 
Socket: 
Engine:
 

SPJ30-06A 
Rusty / Frosted Seedy
Scroll Mount
120V 
(3) Light Candelabra
Specify

SPJ27-02B 
Rusty / Clear Seedy
Column Mount
120V or 12V
(3) Light Candelabra
Specify

SPJ26-01A (Post only)
Powder Coat Rusty / Clear Seedy. 
Cast Aluminum Post (Smooth)
Concrete Footing
Smooth

SPJ26-01B (Post only)
Not Shown
Concrete Footing
Fluted

SPJ26-02B (Lantern Head only)
120V or 12V
(3) Light Candelabra
Specify

Lantern Heads 
Lantern Heads 

& Posts Are & Posts Are 

Interchangeable!
Interchangeable!

Model# Width Height Ext. 
SPJ30-06A 8" 21" 101/2"
SPJ30-06B 12" 28" 14"

Model# Width Height Base 
SPJ27-02A 8" 26" 8"
SPJ27-02B 12" 31" 8"

Model# Height Base
SPJ26-01A 82" 12"
SPJ26-01B 77" 12"
* Smooth Shaft Cut To Size

Model# Width Height
SPJ26-02A 8" 171/2"
SPJ26-02B 11" 22"

Post Fitters

SPJ26-07 SPJ26-08 SPJ26-09 SPJ26-10
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AC125V (max)

SPJ36-01 
Aged Brass / Clear Seedy
Half Flush Mount
120V
(2) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

Model# Width Height Ext. 
SPJ36-01 91/4" 14" 61/2"

SPJ35-05 
Moss / Frosted Seedy
Flush Mount
120V
(2) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

Model# Width Height Ext. 
SPJ35-05 7" 133/4" 51/2"

SPJ35-06 
Matte Bronze / Clear Seedy
Flush Mount
120V
(2) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

Model# Width Height Ext. 
SPJ35-06 9" 171/2" 51/2"

SPJ36-02A 
Rusty / Frosted Seedy 
Flush Mount
120V
(2) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

Model# Width Height Ext. 
SPJ36-02A 8" 103/4" 7"
SPJ36-02B 11" 14" 7" 

USA-C.COM • CA0A
A.
01

53* Of Domestic & Foreign
Components

CLASSICS

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

SPJ-WM2800 
PVD Graphite / Clear Seedy
Wall Mount 
120V  
(2) Light Candelabra

SPJ-WS2800 
Verde / Clear Seedy
Wall Scroll 
120V  
(2) Light Candelabra

Model# Width Height Ext. 
SPJ-WM2800 8" 16" 51/2"

Model# Width Height Ext. 
SPJ-WS2800 6" 12" 4"
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THE LAREDO
COLLECTION

Model: 
Shown: 
Mounting: 

Electrical: 
Socket:
Engine: 

SPJ-GDG-PL
Black / Clear Seedy 
1/2” NPT. 
Dual Fin Spike Included
120V or 12V
(1) Candelabra
Specify

Consult factory for detailed spec 
sheets or call to create your own 
designs.

SPJ32-06 
Aged Brass / Clear Seedy 
Flush Mount
120V
(2) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

Model# Width Height Ext. 
SPJ32-06 8" 16" 6"

Model# Width Height Ext. 
SPJ-GDG-PL 5" 22" 13"

SPJ33-01 
Aged Brass / Clear Seedy 
Pendant Mount
120V
(3) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

Model# Width Height
SPJ33-01 9" 171/2" 
* 18" of solid brass chain included

SPJ33-06 
Matte Bronze / Clear Seedy 
Wall Scroll
120V
(3) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

Model# Width Height Ext. 
SPJ33-06 13" 29" 16"

SPJ32-05 
Moss / Clear Seedy 
Column Mount
120V or 12V
(1) Medium Base 
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

Model# Width Height Ext. 
SPJ32-05 71/2" 25" 71/2"sq.

USA-C.COM • CA0A
A.
01

53* Of Domestic & Foreign
Components
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THE PASADENA
COLLECTION

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

 

SPJ44-10A 
Matte Bronze / White Swirl 
Column Mount
120V  
(1) Medium Base
Specify

Model# Width Height Base 
SPJ44-10A 91/2" 15" 91/2" 
SPJ44-10B 121/2" 181/4" 121/2" 

SPJ44-05A
Rusty / Clear Seedy 
Flush Mount
120V
(2) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

Model# Width Height Ext. 
SPJ44-05A 12" 10" 61/2"
SPJ44-05B 16" 13" 81/2"

SPJ44-04B 
Moss / Clear Seedy 
Column Mount
120V
(3) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

SPJ43-01A
Stainless Steel / Frosted Seedy 
Flush Mount
120V or 12V
Medium Base 
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

Model# Width Height Ext. 
SPJ43-01A 91/2"" 131/2"" 51/2""
SPJ43-01B 121/2" 163/4" 53/4"

Model# Width Height Ext. Fitter
SPJ44-04A 12" 12" 9" 4"
SPJ44-04B 16" 16" 12" 4"

Consult Customer Service for LED options!
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THE SOLANA 
BEACH COLLECTION

SPJ33-03 
Matte Bronze / Clear Seedy
Pendant Mount
120V
(6) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

Model# Width Height
SPJ33-03 131/2" 231/2" 
* 18" of solid brass chain included

SPJ33-04
Rusty / Frosted Seedy
Flush Mount
120V
(2) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

Model# Width Height Ext.
SPJ33-04 91/2" 24" 7"

Model# Width Height Ext.
SPJ33-05 91/2" 26" 123/4"

SPJ33-05
Verde / Frosted Seedy
Scroll Mount
120V
(3) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

SPJ33-02
Matte Bronze / Clear Seedy 
Pendant Mount
120V
(3) Light Candelabra
Specify

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Engine:

Model# Width Height
SPJ33-02 10" 18" 
* 18" of solid brass chain included

Unlimited LED Lumen 
Packages & Color 

Temperatures Available!

SPJ-2W-CB-C 
2W

12V or 120V  

FB-RD8 BOARD
120V
8W

1000 LUMENS
WARM DIMMING

USA-C.COM • CA0A
A.
01

53* Of Domestic & Foreign
Components



Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

SPJ-WS200
Verde / Clear Seedy
Scroll
120V
(3) Light Candelabra

SPJ-PM7500
Rusty / Frosted Seedy 
Pendant
120V
(4) Light Candelabra

 Width Height Ext.
 14" 40" 19”

 Width Height
 14" 38"
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ARCHITECTURAL
CUSTOM

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

SPJ-WS2600
Black / Clear Seedy
Scroll
120V
(3) Light Candelabra

SPJ-WM3500
Black / Clear Seedy
Wall
120V
(3) Light Candelabra

SPJ-WS2200
Matte Bronze / Clear Seedy
Scroll
120V
(2 or 3) Light Candelabra

SPJ-WM7500-9
Rusty / Frosted Seedy 
Wall
120V
(3) Light Candelabra

 Width Height Ext.
 14" 23" 16”

 Width Height Ext.
 11" 18" 61/4”

 Width Height Ext.
 9" 27" 13”

 Width Height Ext.
 15" 23" 7”



156

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

SPJ-WS3000
Rusty / Clear Seedy
Scroll
120V
(3) Light Candelabra

 Width Height Ext.
 101/2" 21" 14”

 Width Height Ext.
 16" 34" 16”

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

SPJ-H700
Matte Bronze / Frosted Seedy
Hanging
120V
(3) Light Candelabra

SPJ-SM2500
Rusty / Clear Seedy
Scroll
120V
(3) Light Candelabra

SPJ-SM2300
Rusty / Clear Seedy
Scroll
120V
(3) Light Candelabra

SPJ-WS4300
Rusty / Clear Seedy
Scroll
120V
(3) Light Candelabra

 Width Height
 10" 36"

 Width Height Ext.
 10" 32" 14”

 Width Height Ext.
 12" 36" 18”

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

SPJ-WM1500
Rusty / Clear Seedy
Wall
120V
(2) Light Candelabra

 Width Height Ext.
 10" 16" 5”
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Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

SPJ-PM900
Rusty / Clear Seedy
Hanging
120V
(3) Light Candelabra

 Width Height
 18" 24"

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

SPJ1000-SM
Rusty / Frosted Seedy
Scroll
120V
(1) Medium Base

 Width Height Ext.
 91/2" 32" 15”

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

SPJ-WS1600
Rusty / Frosted Seedy
Scroll
120V
(3) Light Candelabra

 Width Height Ext.
 8" 19" 10”

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

SPJ-WS1200
Rusty / Frosted Seedy
Scroll
120V
(3) Light Candelabra

 Width Height Ext.
 9" 34" 17”

ARCHITECTURAL
CUSTOM
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ARCHITECTURAL
CUSTOM

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

SPJ-WS1300
Rusty / Frosted Seedy 
Wall
120V
(1) Medium Base

SPJ-WS4200
Rusty / Amber Mica
Scroll
120V
(3) Light Candelabra

SPJ-WM1700
Rusty / Clear Seedy
Scroll
120V
(2) Medium Base

SPJ-SM2000
Matte Bronze / Frosted Seedy
Scroll
120V
1 Medium Base

SPJ-WS1400
Natural Copper / Honey Swirl
Scroll
120V
(1) Medium Base

 Width Height Ext.
 81/2" 231/2" 15”

 Width Height Ext.
 10" 27" 13”

 Width Height Ext.
 12" 28" 11”

 Width Height Ext.
 6" 18" 9”

 Width Height Ext.
 9" 21" 11”

Consult factory for 
detailed spec sheets or 
call to create your own 

designs.
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Unlimited LED Lumen 
Packages & Color 

Temperatures Available!

SPJ-2W-CB-C 
2W

12V or 120V  

FB-RD8 BOARD
120V
8W

1000 LUMENS
WARM DIMMING

USA-C.COM • CA0A
A.
01

53* Of Domestic & Foreign
Components



THE WOODARD
COLLECTION
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Model# Width Height
SPJ-LV700 71/4" 29" 

Model# Width Height
SPJ-LV701 71/4" 31" 

Model: 
Shown: 

Mounting: 
Electrical: 
Socket:

Model: 

Shown: 
Electrical: 
Socket:
 

Model: 
Shown: 

Mounting: 
Electrical: 
Socket:
 

SPJ-LV700   
Natural Copper / 
Clear Seedy
1/2" NPT. Dual Fin Spike Incl.
12V or 120V
(1) Candelabra 

SPJ200-SM (Scroll Mount)      
SPJ200-H (Hanging)      
SPJ200-PM (Pier Mount)      
Natural Copper / Frosted Seedy
120V
(1) Medium Base

SPJ-LV701   
Raw Copper / 
Frosted Seedy
1/2" NPT. Dual Fin Spike Incl.
12V or 120V
(1) Candelabra 

Width Height Ext.
12" 26" 171/2”

*Perma Post Recommended

*Perma Post Recommended
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Model# Width Height Base 
SPJ44-01A 53/4" 15" 71/2"Sq
SPJ44-01B 7" 161/2" 71/2"Sq
SPJ44-01C 81/2" 18" 71/2"Sq

Model# Width Height
SPJ41-05A 53/4" 10"
SPJ41-05B 7" 12"
SPJ41-05C 81/2" 15"
* 18" solid brass chain included.

Model# Width Height Ext.
SPJ41-04A 53/4" 15" 91/2"
SPJ41-04B 7" 161/2" 111/2"
SPJ41-04C 81/2" 18" 123/4"

THE SAUSALITO
COLLECTION Model: 

Shown: 
Mounting: 

Electrical: 
Socket: 
Lamp:

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Lamp: 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Lamp: 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Lamp: 

SPJ05-03 
Natural Copper / White Swirl  
1/2" NPT. Perma Post 
Recommended SPJ19-03
120V or 12V
Single Contact Bayonet
26W Incl

SPJ44-01B 
Natural Copper / White Swirl 
Column Mount
120V or 12V
Medium Base
100W Max

SPJ41-05C
Aged Brass / Honey Swirl
Pendant Mount
120V or 12V
Medium Base
A: 60W Max. B-C: 100W Max.

SPJ41-04B
Verde / Honey Swirl
Wall Arm (Straight)
120V or 12V
Medium Base
100W Max

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Lamp: 

SPJ28-04B
Matte Bronze / Honey Swirl
Direct Burial
120V or 12V
Medium Base
100W Max

Model# Width Height
SPJ28-04A 7" 12"
SPJ28-04B 81/2" 15"

3" Diameter Solid Brass Posts
* Post Not Included

Model# Width Height Stem 
SPJ05-03 53/4" 24" 1" 

Unlimited LED Lumen 
Packages & Color 

Temperatures Available!

SPJ-A19
12V

2W or 4W

 

  

  
 

   

 

Low Voltage 12V 
A-Shape E26 base   

 

 
JQ Green America Inc. 
Miami  FL Office: (786)397-0999; (772)301-2967 
San Diego Office: (714)837-7155 ; (760)300-9233 

© Copyright 2017 JQ Green America Inc. 

 

Key Features & Benefits 

The new 12V medium base A19 LED series integrates a set of filament LED sources and is ideal to replace 
tradi�onal incandescent bulbs. Available:   2W and 4W op�ons. This bulb is highly versa�le, which can be used 
in table light and lanterns, ceiling fixtures and pendants and offers significant energy savings and 
environmentally friendly. Light output is 360° which is perfect for even dispersion applica�ons.    

Technical Specifications: 
Model Name JQ–DA19-A02K27 JQ-DA19-A04K27 

Photo 

 

 

 
Incandescent bulb 
Replacement 20  Watt 40 Watt 

Operating Voltage: 12 VAC 12 VAC 
Power consumption:  2 Wa�  4 Wa� 
Dimmable: * Yes   Yes 
Dimensions: 3.97’’ x 2.36’’D  3.97’’ x 2.36’’D 
CRI: 85 85 
CCT Option: 2700K 2700K 
Luminous Flux: 200 lm. 360 lm. 
Operating Temperature: -20° C - +50° C -20° C - +50° C 
Storage Temperature -30° C - +60° C -30° C - +60° C 
Rated Lifespan: >15,000hrs. >15,000hrs. 
Notes: Wa�age +/- 10% ; Lumen Values +/- 5Lms. CRI +/- 5% ; Dimmable* fully tested with LUTRON© DVCL, MACL, DVEL 
etc.  

FB-RD8 BOARD
120V
8W

1000 LUMENS
WARM DIMMING

USA-C.COM • CA0A
A.
01

53* Of Domestic & Foreign
Components
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CRAFTSMAN 
COLLECTION

Note: On mission & craftsman pathlights & lanterns. You have a choice of 
“Overlay”. Remember to choose your overlay pattern when ordering.

Overlays

3" Diameter Solid Brass Posts
* Post Not Included

Overlays

Monopoint

Overlays

Double T-Bar

Overlays

T-Bar

Overlays

Arch

Overlays

Ladera

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

SPJ38-06A
Raw Copper / Honey Swirl
Wall Arm (Curved)
120V 
Medium Base
 
 
 Model# Width Height Ext. 

SPJ38-06A 7" 111/4" 10"
SPJ38-06B 9" 13" 121/2"
SPJ38-06C 11" 143/4" 17"
SPJ38-06D 14" 161/2" 181/2"

Model: 
Shown: 
Mounting: 

Electrical: 
Socket: 

SPJ05-07
Matte Bronze / Honey Swirl 
1/2" NPT. Perma Post 
Recommended SPJ19-03 
120V or 12V
(1) Light Candelabra

Model# Width Height
SPJ05-07 7" 30"

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

SPJ28-01B 
Matte Bronze / Honey Swirl
Direct Burial
120V 
Medium Base

Model# Width Height
SPJ28-01A 7" 8"
SPJ28-01B 9" 10" 
SPJ28-01C 11" 111/4"
SPJ28-01D 14" 113/4"

Model: 
Shown: 
Mounting: 

Electrical: 
Socket: 

SPJ05-01 
Matte Bronze / Honey Swirl
1/2" NPT. Perma Post 
Recommended SPJ19-03 
120V or 12V
(1) Light Candelabra

Model# Width Height Stem 
SPJ05-01 51/2" 22" 1" Sq.
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Unlimited LED Lumen 
Packages & Color 

Temperatures Available!

SPJ-A19
12V

2W or 4W

 

  

  
 

   

 

Low Voltage 12V 
A-Shape E26 base   

 

 
JQ Green America Inc. 
Miami  FL Office: (786)397-0999; (772)301-2967 
San Diego Office: (714)837-7155 ; (760)300-9233 

© Copyright 2017 JQ Green America Inc. 

 

Key Features & Benefits 

The new 12V medium base A19 LED series integrates a set of filament LED sources and is ideal to replace 
tradi�onal incandescent bulbs. Available:   2W and 4W op�ons. This bulb is highly versa�le, which can be used 
in table light and lanterns, ceiling fixtures and pendants and offers significant energy savings and 
environmentally friendly. Light output is 360° which is perfect for even dispersion applica�ons.    

Technical Specifications: 
Model Name JQ–DA19-A02K27 JQ-DA19-A04K27 

Photo 

 

 

 
Incandescent bulb 
Replacement 20  Watt 40 Watt 

Operating Voltage: 12 VAC 12 VAC 
Power consumption:  2 Wa�  4 Wa� 
Dimmable: * Yes   Yes 
Dimensions: 3.97’’ x 2.36’’D  3.97’’ x 2.36’’D 
CRI: 85 85 
CCT Option: 2700K 2700K 
Luminous Flux: 200 lm. 360 lm. 
Operating Temperature: -20° C - +50° C -20° C - +50° C 
Storage Temperature -30° C - +60° C -30° C - +60° C 
Rated Lifespan: >15,000hrs. >15,000hrs. 
Notes: Wa�age +/- 10% ; Lumen Values +/- 5Lms. CRI +/- 5% ; Dimmable* fully tested with LUTRON© DVCL, MACL, DVEL 
etc.  

FB-RD8 BOARD
120V
8W

1000 LUMENS
WARM DIMMING
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Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
 

SPJ38-03B
Verde / Honey Swirl
Wall Arm (Straight)
120V 
Medium Base
 

Model: 
Shown: 

Mounting: 
Electrical: 
Socket: 
 

SPJ38-02B
Matte Bronze / 
Honey Iridescent
Wall / Flush
120V 
Medium Base
 
 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
 

SPJ40-04-9
Matte Bronze / Honey Swirl
Column Mount
120V 
Medium Base
 
 

Model# Width Height Ext. 
SPJ38-02A 7" 9" 4"
SPJ38-02B 9" 11" 4"
SPJ38-02C 11" 13" 4"

Model# Width Height Base 
SPJ40-04-9 9" 11" 61/2"

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
 

SPJ38-01A
Verde / Honey Swirl
Flush Mount
120V 
Medium Base
 
 

Model# Width Height Ext. 
SPJ38-01A 7" 8" 6"
SPJ38-01B 9" 91/2" 7"
SPJ38-01C 11" 13" 8"

Model# Width Height Ext. 
SPJ38-03A 7" 14" 11"
SPJ38-03B 9" 17" 141/2"
SPJ38-03C 11" 20" 17"
 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
 

SPJ38-04A
Moss / White Swirl
Wall Arm
120V 
Medium Base

Model# Width Height Ext. 
SPJ38-04A 7" 10" 10"
SPJ38-04B 9" 13" 131/2"
SPJ38-04C 11" 151/2" 15"

Overlays

Monopoint

Overlays

Double T-Bar

Overlays

T-Bar

Overlays

Arch

Overlays

Ladera

Note: On mission & craftsman pathlights 
& lanterns. You have a choice of 

“Overlay”. Remember to choose your 
overlay pattern when ordering.

Overlays

Shown with 
candle LED

Unlimited LED Lumen Packages &
 Color Temperatures Available!

SPJ-A19
12V

2W or 4W

FB-RD8 BOARD
120V
8W

1000 LUMENS
WARM DIMMING



SPJ38-02B
Matte Bronze / 
Honey Iridescent
Wall / Flush
120V 
Medium Base
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Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
 

SPJ40-04D
Aged Brass / White Iridescent 
Column Mount
120V or 12V
Medium Base
 
 

Model# Width Height Base
SPJ40-04A 7" 81/2" 6"
SPJ40-04B 11" 121/2" 81/2"
SPJ40-04C 14" 13" 10"
SPJ40-04D 18" 141/4" 12"sq.
SPJ40-04E 24" 153/4" 13"
SPJ40-04F 30" 171/4" 14"
SPJ40-04G 36" 171/4" 14"

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
 

SPJ40-02A
Moss / White Swirl 
Pendant Mount
120V 
Medium Base
 
 
 
 
 

Model# Width Height 
SPJ40-02A 7" 71/2" 
SPJ40-02B 11" 11" 
SPJ40-02C 14" 111/2" 
SPJ40-02D 18" 123/4" 
SPJ40-02E 24" 151/2" 
SPJ40-02F 30" 171/2" 
SPJ40-02G 36" 171/2" 
 
* 18" of solid brass chain included

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
 
 

SPJ39-05C
Verde / Honey Swirl
Wall Arm (Curved)
120V 
Medium Base
 
 

Model# Width Height Ext. 
SPJ39-05A 7" 111/4" 10"
SPJ39-05B 9" 13" 121/2"
SPJ39-05C 11" 143/4" 17"
SPJ39-05D 14" 161/2" 181/2"

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
 

SPJ39-03C
Aged Brass / White Swirl
Flush Mount
120V 
Medium Base
 
 
 Model# Width Height Ext. 

SPJ39-03A 7" 101/4" 61/4"
SPJ39-03B 9" 11" 7"
SPJ39-03C 11" 113/4" 8"
SPJ39-03D 14" 151/2" 9"

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
 
 

SPJ39-04A
Rusty / White Iridescent
Wall Arm (Straight)
120V 
Medium Base
 
 
 
 

Model# Width Height Ext. 
SPJ39-04A 7" 14" 11"
SPJ39-04B 9" 19" 141/2"
SPJ39-04C 11" 22" 17"

Unlimited LED Lumen Packages &
 Color Temperatures Available!

SPJ-A19
12V

2W or 4W

FB-RD8 BOARD
120V
8W

1000 LUMENS
WARM DIMMING



SPJ42-05A
Rusty / Frosted Seedy
Ceiling Mount
120V
Medium Base

SPJ42-03B
Rusty / Frosted Seedy
Pendant Mount
120V
(4) Medium Base

SPJ42-04B
Verde / Honey Swirl
Pendant Mount
120V
(4) Medium Base

SPJ42-06
Aged Brass / Honey Swirl
Ceiling Mount
120V
(2) Medium Base

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

Model# Width Height
SPJ42-05A 9"sq. 6"
SPJ42-05B 12"sq. 71/2"

Model# Width Height
SPJ42-03A 13" 20"
SPJ42-03B 16" 24"
* 18" solid brass chain included.

Model# Width Height
SPJ42-05A 9"sq. 6"
SPJ42-05B 12"sq. 71/2"

Model# Width Length Height 
SPJ42-06 12" 18" 7"
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CRAFTSMAN 
COLLECTION
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SPJ Lighting, Inc. specializes in hand-
crafted Craftsman style lanterns.  Post 
lights, column mounts, and wall lanterns 
are all hand made in a variety of styles 
and sizes.  Compliment architectural de-
signs with patterns inspired by centuries of 
quality and pride in workmanship.

Why limit your designs to a specification in 
a catalog when you can create your own 
signature style with our custom design 
team.  Whether it is a 50-inch scale or a 
3-inch scale, let your imagination become 
a reality.  Select the finish, the glass, the 
overlay, and the lamping to produce the 
ultimate SPJ Lighting Craftsman Lantern.  

“ You draw it…We’ll build it!”

Unlimited LED Lumen 
Packages & Color 

Temperatures Available!

SPJ-A19
12V

2W or 4W

 

  

  
 

   

 

Low Voltage 12V 
A-Shape E26 base   

 

 
JQ Green America Inc. 
Miami  FL Office: (786)397-0999; (772)301-2967 
San Diego Office: (714)837-7155 ; (760)300-9233 

© Copyright 2017 JQ Green America Inc. 

 

Key Features & Benefits 

The new 12V medium base A19 LED series integrates a set of filament LED sources and is ideal to replace 
tradi�onal incandescent bulbs. Available:   2W and 4W op�ons. This bulb is highly versa�le, which can be used 
in table light and lanterns, ceiling fixtures and pendants and offers significant energy savings and 
environmentally friendly. Light output is 360° which is perfect for even dispersion applica�ons.    

Technical Specifications: 
Model Name JQ–DA19-A02K27 JQ-DA19-A04K27 

Photo 

 

 

 
Incandescent bulb 
Replacement 20  Watt 40 Watt 

Operating Voltage: 12 VAC 12 VAC 
Power consumption:  2 Wa�  4 Wa� 
Dimmable: * Yes   Yes 
Dimensions: 3.97’’ x 2.36’’D  3.97’’ x 2.36’’D 
CRI: 85 85 
CCT Option: 2700K 2700K 
Luminous Flux: 200 lm. 360 lm. 
Operating Temperature: -20° C - +50° C -20° C - +50° C 
Storage Temperature -30° C - +60° C -30° C - +60° C 
Rated Lifespan: >15,000hrs. >15,000hrs. 
Notes: Wa�age +/- 10% ; Lumen Values +/- 5Lms. CRI +/- 5% ; Dimmable* fully tested with LUTRON© DVCL, MACL, DVEL 
etc.  

FB-RD8 BOARD
120V
8W

1000 LUMENS
WARM DIMMING

USA-C.COM • CA0A
A.
01

53* Of Domestic & Foreign
Components
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CRAFTSMAN 
COLLECTION

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
 

SPJ28-02C 
Moss / White Swirl
Direct Burial
120V or 12V
Medium Base

Model: 
Shown: 
Mounting: 

Electrical: 
Socket: 

SPJ05-02 
Verde / Frosted Seedy 
1/2" NPT. Perma Post 
Recommended SPJ19-03
120V or 12V
Single Contact Bayonet

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
 

SPJ39-01A
Rusty / Frosted Seedy
Column Mount
120V or 12V
Medium Base
 
 

Model: 
Shown: 
Mounting: 
Electrical: 
 

SPJ-CB100
Matte Bronze / Honey Swirl
Concrete Footing
12V or 120V
 

Model# Width Height Ext. 
SPJ39-01A 7" 91/4" 7"sq.
SPJ39-01B 9" 121/2" 9"
SPJ39-01C 11" 141/4" 11"

Model# Width Height Stem 
SPJ05-02 5" 20" 1" Sq.

Model# Width Height
SPJ-CB100 12" 331/4"

Model# Width Height
SPJ28-02A 7" 8"
SPJ28-02B 9" 91/2"
SPJ28-02C 11" 123/4"

Model: 
Shown: 
Mounting: 

SPJ38-05A
Matte Bronze / Honey Swirl
Flush Mount

Model# Width Height Ext. 
SPJ38-05A 9" 171/2" 5"
SPJ38-05B 13" 20" 5"

Unlimited LED Lumen 
Packages & Color 

Temperatures Available!

SPJ-A19
12V

2W or 4W

 

  

  
 

   

 

Low Voltage 12V 
A-Shape E26 base   

 

 
JQ Green America Inc. 
Miami  FL Office: (786)397-0999; (772)301-2967 
San Diego Office: (714)837-7155 ; (760)300-9233 

© Copyright 2017 JQ Green America Inc. 

 

Key Features & Benefits 

The new 12V medium base A19 LED series integrates a set of filament LED sources and is ideal to replace 
tradi�onal incandescent bulbs. Available:   2W and 4W op�ons. This bulb is highly versa�le, which can be used 
in table light and lanterns, ceiling fixtures and pendants and offers significant energy savings and 
environmentally friendly. Light output is 360° which is perfect for even dispersion applica�ons.    

Technical Specifications: 
Model Name JQ–DA19-A02K27 JQ-DA19-A04K27 

Photo 

 

 

 
Incandescent bulb 
Replacement 20  Watt 40 Watt 

Operating Voltage: 12 VAC 12 VAC 
Power consumption:  2 Wa�  4 Wa� 
Dimmable: * Yes   Yes 
Dimensions: 3.97’’ x 2.36’’D  3.97’’ x 2.36’’D 
CRI: 85 85 
CCT Option: 2700K 2700K 
Luminous Flux: 200 lm. 360 lm. 
Operating Temperature: -20° C - +50° C -20° C - +50° C 
Storage Temperature -30° C - +60° C -30° C - +60° C 
Rated Lifespan: >15,000hrs. >15,000hrs. 
Notes: Wa�age +/- 10% ; Lumen Values +/- 5Lms. CRI +/- 5% ; Dimmable* fully tested with LUTRON© DVCL, MACL, DVEL 
etc.  

FB-RD8 BOARD
120V
8W

1000 LUMENS
WARM DIMMING



Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

SPJ40-05D
Verde / Honey Swirl  
Column Mount
120V or 12V
Medium Base

Model# Width Height Base
SPJ40-05A 12" 73/4" 9"sq.
SPJ40-05B 15" 73/4" 12"sq.
SPJ40-05C 18" 83/4" 15"sq.
SPJ40-05D 22" 93/4" 19"sq.

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

SPJ39-02B
Matte Bronze / Honey Swirl  
Column Mount
120V or 12V
Medium Base

Model# Width Height Base
SPJ39-02A 12" 61/2" 9"
SPJ39-02B 15" 61/2" 12"sq.
SPJ39-02C 18" 7" 15"sq.
SPJ39-02D 22" 81/2" 19"sq.

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

SPJ44-02B 
Matte Bronze / White Iridescent  
Column Mount
120V or 12V
Medium Base

Model# Width Height Base
SPJ44-02A 15" 9" 12"
SPJ44-02B 18" 10" 15"
SPJ44-02C 22" 12" 18"

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 

SPJ40-04D
Aged Brass / White Iridescent  
Column Mount
120V or 12V 
Medium Base

Model# Width Height Base
SPJ40-04A 7" 81/2" 6"
SPJ40-04B 11" 121/2" 81/2"
SPJ40-04C 14" 13" 10"
SPJ40-04D 18" 141/4" 12"sq.
SPJ40-04E 24" 153/4" 13"
SPJ40-04F 30" 171/4" 14"
SPJ40-04G 36" 171/4" 14"

Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Option:

SPJ43-05B
Natural Copper / Honey Swirl 
Column Mount
120V or 12V
Medium Base
Fluorescent

Model# Width Height Base
SPJ43-05A 14"Dia 14" 11"
SPJ43-05B 20"Dia 141/2" 16"
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Model: 
Shown: 
Mounting: 
Electrical: 
Socket: 
Option:

SPJ43-06B
Matte Bronze / Honey Swirl 
Column Mount
120V or 12V
Medium Base
Fluorescent

Model# Width Height Base
SPJ43-06A 14"Dia 12" 11"
SPJ43-06B 20"Dia 141/2" 16"

Consult Customer Service 
for LED options!

COLUMN MOUNTS

Unlimited LED Lumen 
Packages & Color 

Temperatures Available!

SPJ-A19
12V

2W or 4W

 

  

  
 

   

 

Low Voltage 12V 
A-Shape E26 base   

 

 
JQ Green America Inc. 
Miami  FL Office: (786)397-0999; (772)301-2967 
San Diego Office: (714)837-7155 ; (760)300-9233 

© Copyright 2017 JQ Green America Inc. 

 

Key Features & Benefits 

The new 12V medium base A19 LED series integrates a set of filament LED sources and is ideal to replace 
tradi�onal incandescent bulbs. Available:   2W and 4W op�ons. This bulb is highly versa�le, which can be used 
in table light and lanterns, ceiling fixtures and pendants and offers significant energy savings and 
environmentally friendly. Light output is 360° which is perfect for even dispersion applica�ons.    

Technical Specifications: 
Model Name JQ–DA19-A02K27 JQ-DA19-A04K27 

Photo 

 

 

 
Incandescent bulb 
Replacement 20  Watt 40 Watt 

Operating Voltage: 12 VAC 12 VAC 
Power consumption:  2 Wa�  4 Wa� 
Dimmable: * Yes   Yes 
Dimensions: 3.97’’ x 2.36’’D  3.97’’ x 2.36’’D 
CRI: 85 85 
CCT Option: 2700K 2700K 
Luminous Flux: 200 lm. 360 lm. 
Operating Temperature: -20° C - +50° C -20° C - +50° C 
Storage Temperature -30° C - +60° C -30° C - +60° C 
Rated Lifespan: >15,000hrs. >15,000hrs. 
Notes: Wa�age +/- 10% ; Lumen Values +/- 5Lms. CRI +/- 5% ; Dimmable* fully tested with LUTRON© DVCL, MACL, DVEL 
etc.  

FB-RD8 BOARD
120V
8W

1000 LUMENS
WARM DIMMING

USA-C.COM • CA0A
A.
01

53* Of Domestic & Foreign
Components



2107 Chico Ave. | South El Monte, CA 91733
Telephone: (626) 433-4800 | Toll Free: (800) 469-3637 | Fax: (626) 433-4839

www.spjlighting.com

L-2-10-0 Plan & Forever Bright LED Warranty and Limitations 

Transformer
Night Power on Duty transformers must be used in all Forever Bright systems in order for this warranty to be 
valid.

To replace a product that has warranted defect, it is necessary for the Original Purchaser to send F.O.B. 
destination any alleged defective parts or Products designated by SPJ Lighting with PROOF OF PURCHASE 
CERTIFICATE. To pre-arrange return, call SPJ Lighting customer service at 800-469-3637.

If any warranted Products are found by SPJ Lighting to be defective, such Products will, at SPJ Lighting sole 
option and cost, be replaced or repaired.

This warranty is null & void if products are subjected to "Acts of God" IE. Hurricanes, flooding, earthquakes, 
tornadoes, landslides, avalanches and environments created by Mother Nature."

This warranty is not transferable whether to heirs, subsequent owners, or otherwise. This warranty does not 
cover labor or other costs or expenses to remove or install any defective, repaired or replaced Product. 
Goods which may be sold by SPJ Lighting but are not manufactured by SPJ Lighting are not warranted by 
SPJ Lighting, but sold only with the warranties, if any, of the manufacturers thereof.

This warrant does not apply to any Products that have been subjected to misuse, mishandling, 
misapplication, connected voltage at more than 5% above standard North American Voltage, unusual 
use  ("normal use" means building interior use in an environment that does not exceed 25 degrees Celsius 
or outdoor use where the ambient temperature does not exceed 35 degrees Celsius), neglect (including 
but not limited to improper maintenance), accident, improper installation, improper packaging of 
products returned to SPJ Lighting, modification (including but not limited to use of unauthorized parts or 
attachments), or adjustment or repair. All underwater lights & cast aluminum (powder coat) fixtures are 
warranted for (1) one year.

Product Specification Changes: All product specifications either contained in Seller's catalog, Website, 
promotion literature, or variation product drawings are subject to change without notice to Buyer and 
without creating liability to Seller.

THIS WARRANTY GIVES YOU THE SPECIFIC LEGAL RIGHTS, AND YOU MAY ALSO HAVE OTHER RIGHTS WHICH 
VARY FROM STATE TO STATE, SOME STATES DO NOT ALLOW LIMITATION OF INCIDENTAL OR CONSEQUENTIAL 
DAMAGES SO THE ABOVE LIMITATION OR EXCLUSION MAY NOT APPLY TO YOU.

L - Lifetime warranty on all brass and copper fixtures.
2 - Two year labor compensation at the rate of $10.00 per defective FB-LED, in the form of credit on file  
 for use on future orders. (Based on the national average of Licensed Electrical Contractors)
10 -  Selected Forever Bright LED products are warrantied for an unprecedented (10) ten year 
 guarantee on residential and (10) ten year guarantee on commercial use. The warranty
 takes effect from original date of purchase by the Original Purchaser.
0 -  Zero Headaches or call backs!

Certifications

USA-C.COM • CA0A
A.
01

53* Of Domestic & Foreign
Components
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ENGINE CENTER

FB-CONE 5

FB-3W-CONE-TA16 5

FB-CYLINDER 5

FB-1W-CYL-TA16 5

FB-2W-CYL-TA16 5

FB-3W-CYL-TA16 5

FB-6W-CYL-TA16 5

FB-8W-CYL-TA16 5

FB-16W-CYL-TA16 5

FB-3W-CYL-TA16-120 5

FB-6W-CYL-TA16-120 5

FB-4W-CYL-RGBW 5

FB-4W-FLAT-RGBW 5

FB-8W-CYL-RGBW 5

FB-8W-FLAT-RGBW 5

FB-17W-RGBW 5

SPJ-FB-1WP 5

LIGHTING FIXTURES

ADJUSTABLE TREE RINGS 49

ALPHA 47

ALTA LAGUNA 105

FAIRWAY 105

FB3-WW 71

FBRC-1 62

FBRC-2 62

FBRC-4 63

FBRC-5 63

FFG10-F 85

FFG6-F 85

FT-AM 84

FT-CW 84

FT-WW 84

LA COSTA 112

LI’L BEAST 46

LUXOR 47

MADISON 25

MB1000 76

MR. UNIVERSE 46

PINNER 47

PORTOLA R10 102

PORTOLA R12 102

PORTOLA R16 102

PORTOLA R19 102

PORTOLA R8 102

PORTOLA REC10 103

PORTOLA SM12 103

PORTOLA SM7 103

PORTOLA SQ12 103

PORTOLA SQ8 103
PVD HANGING NEED 
PART #

82

SB-GR 84

SB-RED 84

SB-WW 84

SP51-10 45

SPJ-1000-SM 157

SPJ-113-RL 67

SPJ-119-RL 67

SPJ-155-B 41

SPJ-182-MBR 38

SPJ-24V-FCOB-27K 93

SPJ-24V-LTL-27K 91

SPJ-24V-SE-NEON1-27K 94

SPJ-24V-TB-UWF-27K 92

SPJ-2DL 105

SPJ-3124 22

SPJ-313-5 116

SPJ-313-9 116

SPJ-3136 22
SPJ-334 / THE TEL-
EPHONE

39

LINEAR STRIP ENGINES

FB-BB05X 6

SPJ-MLS-RGBW 6

FB-LS2 6

FL-LS4-350 6

FB-LS6-300 6

FB-LS11 6

FB-LS22 6

FB-BB0569 6

RETROFIT KIT

FB-RB12 6

FB-RB2 6

FB-RB4-350 6

FB-RB6-300 6

MOUNTING ACCESSORIES

SPJ TREE J-BOX 8

SPJ-100SW 9

SPJ-ABR-610 9

SPJ-BR12 9

SPJ-BR18 9

SPJ-BR24 9

SPJ-BR6 9

SPJ-DM6R 8

SPJ-DM6SQ 8

SPJ-DM8R 8

SPJ-DM8SQ 8

SPJ-DMC-6R 8

SPJ-DMC-6SQ 8

SPJ-DMC-8R 8

SPJ-DMC-8SQ 8

SPJ-EZ SPIKE 8

SPJ-HS10 8

SPJ-SOL3 8

SPJ-T2-ADJ MINI STRAP 9

SPJ-T3-ADJ MINI STRAP 9

SPJ19-01D 9

SPJ19-02 8

SPJ19-03-RBBG 8

SPJ19-03-SP-RB 8

SPJ19-06 9

SPJ19-06-BB 9

SPJ19-07 BOX 8

SPJ19-08 8

SPJ19-09 8

SPJ19-10 9

SPJ19-11 9

SPJ19-12 9

SPJ19-19 8

SPJ19-20 8

SPJ19-21 9

SPJ19-25 9

SPJVB-100 8

RETROFIT LAMPS

FB-100-1BP 15

FB-100-2.5BL 15

FB-100-3.5BL 15

FB-100-3BP 15

FB-A19-A 15

FB-CE-12-A 15

FB-CE12-B 15

FB-CE12-B 15

FB-DT-10L-6W 15

FB-MR16-4W 15

FB-MR16-4W 15

FB-MR16-6W 15

FB-MR16-6W 15

FB-S14-2W 15

FB-S14-A 15

FB-T10L-6W 15

FB-S14-2W 15

SPJ-S14-A02K27 15

SPJ-S14-B 15

SPJ-S14-G 15

SPJ-S14-R 15

SPJ-S14-Y 15

LANDSCAPE VIBRATIONS

BIG BOY 18

BIG BUDDY 18

LI’L BUDDY 18

LV-PM17 19

LV-PM17 19

LV-SA250 19

LV-SA45 19

LV-SA500 19

LV-SRT-1 19

LV-SRT4 19

LV-TN250 19

LVR-123-BLK-WM 19

LVR-123-PVDS-WM 19

LVR-183-B 17

LVR-183-PVDG 17

LVR-183-PVDS 17

LVR-183-SB 17

LVR-213AC-RGBW-PVDS 16

LVSQ-183-MBR 17

MAC DADDY 18

SPJ-EZ-SPIKE 19

TRANSFORMERS

FB-150-120M12 14

FB-300-120M12 14

FB-300DB 14

FB-600-120M12 14

FB-75-120M12 14

FB-900-120M12 14

FLEX-LINK PRO 12

DIMMABLE LED DRIVERS

FB-PS3R 7

FB-PS11 7

FB-PS12 7

FB-PS14 7

FB-PS20 7

FB-PS23 7

FB-PS50 7

ENGINES

FB-17RGBW (PLC) 7

FB-TAB-6W 7

FB-TAB-8W 7

FB-SB30 7

FB-RD8 7

FB-RD24 7

FB-RB9 7

FB-BLB 7

FB-BLB-50 7

FB-8W-BRD-RGBW-FL 7

FBL08 7

FBL12 7

FBL18 7
KEYSTONE 7
SPJ-BB03CH 7
FB-MP3200 7

FLEX-LINK PRO+ 10

FLEX-LINK RGBW 13

SPJ-457Z-TIMER 14

SPJ-60L12 14

SPJ-LVD 14

T-1703 14
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SPJ-34LR 23

SPJ-712R 73

SPJ-712R 73

SPJ-714 44

SPJ-716-14 40

SPJ-716-23 40

SPJ-716-9 40

SPJ-720 44

SPJ-767R 73

SPJ-768R 73

SPJ-A09-02 25

SPJ-A12-16W 51

SPJ-ABL1 77

SPJ-ACC24 23

SPJ-AL1-8W 51

SPJ-B10-TELESCOPIC 79

SPJ-BAR12 68

SPJ-BAR5 68

SPJ-BAR9 68

SPJ-BB-15 55

SPJ-BB-20 55

SPJ-BB-8 55

SPJ-BC12 83

SPJ-BC5 83

SPJ-BC8 83

SPJ-BC9 83

SPJ-BCH1 65

SPJ-BCV1 65

SPJ-BG1 30

SPJ-BG2 30

SPJ-BG3 30

SPJ-BG4 30

SPJ-BL 48

SPJ-BL-101 79

SPJ-BL-RGBW 48

SPJ-BP 135

SPJ-BWW8 97

SPJ-CB10 40

SPJ-CB100 81

SPJ-CB100 165

SPJ-CBWL-16 54

SPJ-CBWL-16-ST-CG-GT 54

SPJ-CC-100 27

SPJ-CC-101 27

SPJ-CC-102 27

SPJ-CC111 101

SPJ-CC112 101

SPJ-CC113 101

SPJ-CC114 101

SPJ-CC115 100

SPJ-CC116 100

SPJ-CC117 100

SPJ-CC124-SQ 21

SPJ-CC18 99

SPJ-CC18-SB 99

SPJ-CC24-2REC 23

SPJ-CC30 99

SPJ-CC34-SQ 23

SPJ-CC74 100

SPJ-CCPL-3 22

SPJ-CG5 82

SPJ-COAST 88

SPJ-CPL-24 81

SPJ-CPL-6 32

SPJ-CPL-HS3 39

SPJ-CPL4 30

SPJ-CPS100 55

SPJ-CWL-14 97

SPJ-DB6 98

SPJ-DK2-16 106

SPJ-DL312 106

SPJ-DL315 106

SPJ-DL6 109

SPJ-DR10 97

SPJ-DR100-2 24

SPJ-DR7 97

SPJ-DS21S 20

SPJ-DSWM-MBR 101

SPJ-FB-275-3 61

SPJ-FB-PH3 44

SPJ-FB-PH4 44

SPJ-GBP9 57

SPJ-GDG-24-L 38

SPJ-GDG-2UD 108

SPJ-GDG-31WP 59

SPJ-GDG-37 45

SPJ-GDG-3EB 59

SPJ-GDG-3EB-5 61

SPJ-GDG-3EB-MARKER 56

SPJ-GDG-3L 59

SPJ-GDG-3M 59

SPJ-GDG-3M-5 61

SPJ-GDG-3OW 59

SPJ-GDG-3OW 62

SPJ-GDG-3OW-5 61

SPJ-GDG-3OW-SQ 60

SPJ-GDG-3OW-SQ-L 60

SPJ-GDG-3OW-SQ-SH 58

SPJ-GDG-3OW-SQ-SH 60

SPJ-GDG-3SH 56

SPJ-GDG-3SQ 60

SPJ-GDG-DQP 60

SPJ-GDG-LB1 56

SPJ-GDG-LBD2 56

SPJ-GDG-PL 152

SPJ-GN102-3 108

SPJ-GWM-10 97

SPJ-GWM-6 97

SPJ-H700 156

SPJ-HMU-3 86

SPJ-HOL-H2 86

SPJ-HPL-5 27

SPJ-HPL-7 27

SPJ-HPL-9 27

SPJ-HSN-3 86

SPJ-HT6 86

SPJ-HT8 86

SPJ-JB100 28

SPJ-JS100 26

SPJ-JTS-D14-OT 109

SPJ-JTS-UD14-ST 109

SPJ-JTS100 28

SPJ-KH12 105

SPJ-LB3 39

SPJ-LD6 109

SPJ-LD8 24

SPJ-LG10 22

SPJ-LSL-12 53

SPJ-LSL-24WM 53

SPJ-LSL-36WM 53

SPJ-LSL-48WM 53

SPJ-LSL-6 53

SPJ-LSQ-DL 72

SPJ-LUD-7-PB 108

SPJ-LV700 159

SPJ-LV701 159

SPJ-LW-7-DOWNLIGHT 108

SPJ-LWS36 53

SPJ-MA-20 26

SPJ-MA-20-PETITE 26

SPJ-MC8 57

SPJ-MINI-GDG-3OWM 63

SPJ-MINI-GDG-3OWWM 59

SPJ-MPL-S6 33

SPJ-MPL12 33

SPJ-MPL6 33

SPJ-MPLA-1 23

SPJ-MRL2 65

SPJ-MRPL 24

SPJ-MS2 69

SPJ-MS6 69

SPJ-MSL12 64

SPJ-MSL2 64,65

SPJ-MSL6 64

SPJ-MSWW12 53

SPJ-MSWW6 53

SPJ-MU1 50

SPJ-MU2 50

SPJ-MUL-2 89

SPJ-MW1000-ML 55

SPJ-MW1000-P-EB 55

SPJ-MW1000-P-GR 55

SPJ-MW1000-P-RB 55

SPJ-MW1000-P-SH 55

SPJ-MWB7 96

SPJ-MWL2 54

SPJ-MWW2-18 57

SPJ-MWW2-RGBW-4W 52

SPJ-NL10 100

SPJ-NS MISSING 118

SPJ-NS-CM5 118

SPJ-NS-CM6 118

SPJ-NS-PM5-ST 119

SPJ-NS-PM6-ST 119

SPJ-NS-PM6-ST-PVDS 119

SPJ-NS-W91 117

SPJ-NS-W92 117

SPJ-NS-WF-7H 117

SPJ-NS-WF8 117

SPJ-NS-WF9 117

SPJ-NS-WM5 118

SPJ-NS-WM6 118

SPJ-NS-WM7 117

SPJ-NS5-C 119

SPJ-NS6-C 119

SPJ-PB30 45

SPJ-PCL-A18 37

SPJ-PCL-A24 37

SPJ-PCL-A36 36

SPJ-PCL-A42 36

SPJ-PCL-B20 36

SPJ-PCL-B26 36

SPJ-PCL-QR-1ALB 37

SPJ-PCL-QS-1ALB 37

SPJ-PCL-UL-8 37

SPJ-PCL-UL-A 37

SPJ-PDL-100 81

SPJ-PG10 32

SPJ-PK1003 116

SPJ-PK1004 116

SPJ-PK204 116

SPJ-PL10 81

SPJ-PL32 81

SPJ-PLO-16 80

SPJ-PLO-16 PVDS 80

SPJ-PLP 82

SPJ-PLS 82

SPJ-PM13 81
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SPJ-PM7500 155

SPJ-PM900 157

SPJ-PM9000 127

SPJ-PM9050-BLUE 127

SPJ-PM9050-CLEAR 127

SPJ-PM9080 127

SPJ-PM9090 127

SPJ-PPV 98

SPJ-PS8 96

SPJ-PTK 79

SPJ-PTK-S 79

SPJ-PTL-72 25

SPJ-PTL-C 78

SPJ-PTL-CN 78

SPJ-PTL-CR 78

SPJ-PTL-R 78

SPJ-PTL-W14 78

SPJ-PTL18 33

SPJ-R8-H 88

SPJ-RB16 80

SPJ-RB8-BWO-CT 80

SPJ-RBS-2W-LG 66

SPJ-RBS-2W-SM 66

SPJ-RC10-3 63

SPJ-RC10-3SQ 63

SPJ-RPL-5 24

SPJ-RSM2 69

SPJ-RSPL-6 24

SPJ-SC-1 68

SPJ-SC-12 68

SPJ-SC-18 68

SPJ-SG6 22

SPJ-SGR 64

SPJ-SGR-V 64

SPJ-SK18 26

SPJ-SK18-PETITE 26

SPJ-SL18 45

SPJ-SL24 45

SPJ-SM2000 158

SPJ-SM2300 156

SPJ-SM2500 156

SPJ-SM4 103

SPJ-SM6 70

SPJ-SMC8 32

SPJ-SML 70

SPJ-SN1 50

SPJ-SN2 50

SPJ-SN2-MOD 50

SPJ-SPL-9 87

SPJ-SPL14 87

SPJ-SQ100-1 20

SPJ-SQ100-F 20

SPJ-SQ18 37

SPJ-SQ2-DL 107

SPJ-SQ200 21

SPJ-SQ3-H 88

SPJ-SQ500 24

SPJ-SQ6-H 88

SPJ-SQ8-H 88

SPJ-SQSM2 72

SPJ-SQT-100 25

SPJ-SQTA-100 25

SPJ-T1-6W 51

SPJ-T2-12W 51

SPJ-TE-8 32

SPJ-TK002 35

SPJ-TW3-1 39

SPJ-UD2-16 106

SPJ-UD9 109

SPJ-UD9-RC 109

SPJ-WELLY-RGBW 35

SPJ-WL-9 107

SPJ-WM-RA 109

SPJ-WM1500 156

SPJ-WM1700 158

SPJ-WM2800 151

SPJ-WM3500 155

SPJ-WM7500-9 155

SPJ-WM800 125

SPJ-WM9 107

SPJ-WMA-SQ 107

SPJ-WMB12 96

SPJ-WMC 116

SPJ-WMU-R 107

SPJ-WP9050-CLEAR 127

SPJ-WS1200 157

SPJ-WS1300 158

SPJ-WS1400 158

SPJ-WS1600 157

SPJ-WS200 155

SPJ-WS2200 155

SPJ-WS2600 155

SPJ-WS2800 151

SPJ-WS3000 156

SPJ-WS4200 158

SPJ-WS4300 156

SPJ-YM12 52

SPJ-YM6 52

SPJ04-01 140

SPJ04-02 142

SPJ04-03 139

SPJ04-04 146

SPJ04-05 145

SPJ04-06 148

SPJ05-01 161

SPJ05-02 165

SPJ05-03 160

SPJ05-04 137

SPJ05-07 161

SPJ05-09 140

SPJ06-14 32

SPJ07-01 34

SPJ07-02 34

SPJ07-03 35

SPJ07-10 28

SPJ07-11 28

SPJ07-14 32

SPJ08-06 35

SPJ09-05 31

SPJ09-06 31

SPJ09-1 35

SPJ10-01 33

SPJ10-02 33

SPJ10-03 29

SPJ10-04 29

SPJ10-05 28

SPJ10-05-PETITE 29

SPJ10-06 29

SPJ104-RL 67

SPJ105-B 38

SPJ11-02 34

SPJ11-03 34

SPJ11-04 34

SPJ11-10 40

SPJ12-01B-CB 43

SPJ12-01B-CB3-3 42

SPJ12-01B-CB3-4 42

SPJ12-01B-CB4-3 42

SPJ12-01B-CB4-4 42

SPJ12-02B-CB 43

SPJ12-05 38

SPJ12-06 38

SPJ12-07 42

SPJ12-10-10 42

SPJ12-126 43

SPJ120-B 41

SPJ126-1 43

SPJ126-1-3 42

SPJ126-1-4 42

SPJ126-1A 43

SPJ126-1B 43

SPJ126-3 42

SPJ126-4 42

SPJ13-100S 54

SPJ13-13AIO 57

SPJ13-14 89

SPJ13-14FM 89

SPJ13-14S 89

SPJ13-16-C 55

SPJ13-16-F 55

SPJ13-25 LED 55

SPJ13-300 54

SPJ140-M 41

SPJ15-0B 41

SPJ16-EB-MINI 52

SPJ160-M 44

SPJ17-01 66

SPJ17-02 66

SPJ17-03 66

SPJ17-04 66

SPJ17-05 LED 70

SPJ17-06 LED 70

SPJ17-07 LED 70

SPJ17-08 LED 70

SPJ17-09 LED 67

SPJ17-09OW 67

SPJ17-FB-LG-BOX 66

SPJ17-FB-SM-BOX 66

SPJ18-02 71

SPJ18-03 71

SPJ18-03 71

SPJ18-04 72

SPJ18-05 72

SPJ18-06 87

SPJ18-10A 86

SPJ18-13 87

SPJ18-14 71

SPJ18-16 21

SPJ18-20 86

SPJ18-811 21

SPJ20-01 29

SPJ20-02 31

SPJ200-H 159

SPJ200-PM 159

SPJ200-SM 159

SPJ21-01 73

SPJ21-02 73

SPJ21-03 73

SPJ21-04 72

SPJ210-18 124

SPJ2100-10 74

SPJ2100-20 74

SPJ2100-30 74

SPJ2100-4 74

SPJ2100-50 74

SPJ2100-8 74

SPJ24-16 21

SPJ24-811 21

SPJ26-01 134, 150

SPJ26-01 150

SPJ26-02 134

SPJ26-02 150
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SPJ26-03 135

SPJ26-03 146

SPJ26-04 135

SPJ26-04 146

SPJ26-07 135

SPJ26-07 138

SPJ26-07 150

SPJ26-08 135

SPJ26-08 138

SPJ26-08 150

SPJ26-09 135

SPJ26-09 138

SPJ26-09 150

SPJ26-10 135

SPJ26-10 138

SPJ26-10 150

SPJ26-11 135

SPJ26-11 138

SPJ26-15 134

SPJ27-01 138

SPJ27-02 150

SPJ27-03 140

SPJ27-04 142

SPJ27-04-11 143

SPJ27-05 145

SPJ27-06 148

SPJ28-01 161

SPJ28-02 165

SPJ28-03 137

SPJ28-04 160

SPJ29-01 141

SPJ29-02 141

SPJ29-03 141

SPJ29-04 141

SPJ30-01 140

SPJ30-02 142

SPJ30-03 143

SPJ30-04 143

SPJ30-05 143

SPJ30-06 150

SPJ31-02 149

SPJ31-03 148

SPJ31-04 149

SPJ31-05 149

SPJ31-06 149

SPJ32-01 139

SPJ32-02 139

SPJ32-03 139

SPJ32-04 139

SPJ32-05 152

SPJ33-01 152

SPJ33-02 154

SPJ33-03 154

SPJ33-04 154

SPJ33-05 154

SPJ33-06 152

SPJ34-01 145

SPJ34-03 145

SPJ34-04 145

SPJ34-05 145

SPJ34-06 147

SPJ34-W-A-226 114

SPJ35-01 146

SPJ35-02 147

SPJ35-03 147

SPJ35-04 147

SPJ35-05 151

SPJ35-06 151

SPJ36-01 151

SPJ36-02 151

SPJ36-03 124

SPJ36-04 124

SPJ36-05 124

SPJ36-10 112

SPJ36-11 112

SPJ36-14 113

SPJ36-15 111

SPJ36-16 111

SPJ36-17 111

SPJ36-18 111

SPJ38-01 162

SPJ38-02 162

SPJ38-03 162

SPJ38-04 162

SPJ38-05 165

SPJ38-06 161

SPJ39-01 165

SPJ39-02 166

SPJ39-03 163

SPJ39-04 163

SPJ39-05 163

SPJ40-02 163

SPJ40-04 163

SPJ40-04 166

SPJ40-04-9 81

SPJ40-04-9 162

SPJ40-05 166

SPJ40-06 137

SPJ401 31

SPJ402 31

SPJ403 31

SPJ41-01 137

SPJ41-02 137

SPJ41-04 160

SPJ41-05 160

SPJ42-03 164

SPJ42-04 164

SPJ42-05 164

SPJ42-05 164

SPJ42-06 164

SPJ43-01 153

SPJ43-02 77

SPJ43-03 77

SPJ43-05 166

SPJ43-06 166

SPJ44-01 160

SPJ44-02 166

SPJ44-04 153

SPJ44-05 153

SPJ44-10 153

SPJ443-04 76

SPJ46-01 141

SPJ46-02 141

SPJ46-04 143

SPJ46-05 147

SPJ46-06 144

SPJ46-10 144

SPJ46-11 144

SPJ46-12 144

SPJ46-13 144

SPJ48-01 112

SPJ48-02 112

SPJ48-04 113

SPJ48-06 73

SPJ48-08 112

SPJ49-01 125

SPJ49-01-CO 125

SPJ49-02 125

SPJ49-02-CO 125

SPJ49-05 87

SPJ50-01 128

SPJ50-02 128

SPJ50-03 128

SPJ50-04 128

SPJ50-05 128

SPJ50-06 128

SPJ5000 38

SPJ51-03-SS 45

SPJ51-07 54

SPJ515-3 115

SPJ521-A 114

SPJ525 136

SPJ531 136

SPJ531-A 115

SPJ532 136

SPJ535 136

SPJ562-A 114

SPJ570-SS 114

SPJ600-A 113

SPJ601-A 113

SPJ700 113

SPJ701-5 108

SPJ750-4 115

SPJ751-1 114

SPJ760-1 115

SPJ790 115

SPJ800-7N 52

SPJ800-OT 134

SPJ8000 126

SPJ8010 126

SPJ8020 126

SPJ8030 126

SPJ8040 126

SPJ8050 126

SPJMJN-17PL 21

SPJMJN6 149

SPJWM-1600 125

SPTW1-15 39

SUPER NOVA 47

SWITCHEX DRIVER 95

THE NEW YORKER 105

TIKI-TORCH 79

TITAN 47

TITAN-RGBW-BT 48

VERONA 56
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