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Housing:
Die Cast Aluminum Housing and Front Frame, Integral Heat 
Sinking and Driver Compartment. Textured Architectural 
Bronze Powdercoat Finish Over a Chromate Conversion 
Coating. Photocell Adaptable.

Lens:
Clear Flat Glass Lens or Clear Flat Prismatic Glass Lens.

Mounting:
Mounts with Two-Piece Bracket, Yoke, Adjustable Slipfitter, 
Kitty Hawk Arm, 23/8" Diameter Mounting Arm Adapter or 
Easy Hang Wall Bracket.

Photometric Performance:
Array Lumens: 81w: 10,483 (C Optic);
10,773 (F Optic);
112w: 13,573 (F Optic)

Delivered Lumens:
81w: 6,726 (C, Clear); 9,220 (F, Clear); 7,893 (F, Prismatic)
112w: 9,487 (C, Clear); 10,545 (F, Clear)

Wattage:
81w: Array: 80.5w, System: 86.6w 112w: Array: 111.5w, 
System: 119.9w

Driver:
Electronic Driver, 120-277V, 50/60Hz or 347/480V, 50/60Hz; 
Dimmable Driver

Ratings:
CSA:Listed for Wet Locations. LM-79 Report Available on 
Select Models.

Options:
Surge Protection. Custom Colors Available Upon Request.

Bentley EasyLED Small Kitty Hawk Area Light
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SPJ-BESKH-4-AL

SPJ-BESKH-6-AL

SPJ-BESKH-5-AL

Unlimited LED Lumen 
Packages & Color 
Temperature Available!


