
ARCHITECTURAL LANDSCAPE & OUTDOOR L IGHTING SPEC IF ICAT ION SHEET

Wet Listed

Ordering Example Customer Approval Date

Custom lumen packages are available 
upon request

Integrated FB-RD8 Board & Driver
(Standard)

WATTAGE LUMENS

o 8W 1000

Custom options are available

COLOR TEMPERATURE

o 2200K o 5000K

o 2700K o 6500K

o 3000K o RGBW-PLC

o 4000K o WARM DIMMING

LED OPTION

ACRYLIC

o Clear o Powder Coat 
Frost

o Clear Seedy o Opaque White

o Frosted Seedy o Honey

ELECTRICAL

o 12V o 120V o 120V-277V

Post Lanterns

SPJ535-PBR-_____-120V

SPJ535

MODEL: SPJ535
MATERIAL: Aluminum
FINISH SHOWN: Powder Coat Bronze
ACRYLIC: Powder Coat Frost
ELECTRICAL: 120V
SOCKET: (3) Light Candelabra
MOUNTING: Concrete

Anchor Bolt Pattern

24”

24”

10 1/4” Dia. Bolt Circle

FINISHES

o Black (PCB)

o Bronze (PBR)

o Rusty (PR)

o White (PW)

o Powder Coat Custom (PC)


