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Custom lumen packages are available 
upon request

Custom options are available

FINISHES

o Matte Bronze (MBR)

o Verde (V)

o Moss (M)

o Black (B)

o Rusty (R)

o Satin Brass (SB)

o Aged Brass (AG)

o Raw Copper (RC)

o Natural Copper (NC)
PVD PREMIUM
o PVD Polished (PVDP)

o PVD Satin (PVDS)

o PVD Graphite (PVDG)

o PVD Bronze (PVDBZ)

o PVD Black (PVDBL))

COLOR TEMPERATURE

o 2200K o 5000K

o 2700K o 6500K

o 3000K o Amber (TF)

o 4000K o RGBW

ELECTRICAL

o 8-15V o 120V

WATTAGE LUMENS

o 1.5W 125

Adjustable Below Grade Path Light

SPJ-BG2-MBR-1.5W-27K-8-15V

SPJ-BG2

Model: 
Shown: 
Desc: 

SPJ19-03-RBBG
Matte Bronze
Solid brass top fits on our standard 
perma-post with finish to match.  
Install fixture at grade level and as 
the landscape grows adjust fixture 
height as needed.  

Adjustable Below Grade Riser

1" Dia. 
Riser

3 Set 
Screws

 

Extends up to 18” 
above grade

MODEL: SPJ-BG2
MATERIAL: Solid Brass
FINISH: Matte Bronze
ELECTRICAL: 8-15V
ENGINE: SPJ-BB03CH
LUMENS: 125
MOUNTING: SPJ19-03-RBBG Incl.
LED: Nichia 

Extends up to 
18” above grade

2”


