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Customer Approval

Signature

Position

Print Name

Date

EcPlus  Data Specification Sheet

Information

Customer Name Crane Merchandising Systems

Part No ECP103609P-A01 - CR0021435 - CO2 Condenser Motor
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Asterisk (*) fields are required Date * Nov 15, 2013

Revision
HISTORY 
COUNT SUFFIX RCPL ECN-NO DATE REVISION DESCRIPTION SIGN

A01 ECP103609P-A01 11/15/2013 First Issue MBP
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General Characteristics
ITEM SPECIFICATION

1-1  Rated Voltage 120 VAC 50/60 Cycle

1-2 Voltage Range ±10% Vac

1-3 Rated Current 0.42 Amp

1-4 Output Power 0-23 Watt

1-5 Speed Selection 1700rpm

1-6 Direction of Rotation (Default Speed) Counter Clockwise

1-7 Electronics Protection Current Protected

1-8 Motor Protection Thermally Protected

1-9 Ground Protection Double Insulation

1-10 Insulation Class Class B

Environmental Condition
ITEM SPECIFICATION

2-1  Ambient Operating Temperature -40°C ~ + 50°C,  0~85%RH

2-2 Ambient Storage Temperature -50°C ~ + 80°C,  0~85%RH

2-3 IP Rating IP55

Construction
ITEM SPECIFICATION

3-1 Housing Polyamide 66, 30%FG

3-2 Drive Flange Polyamide 66, 30%FG

3-3 Bearings 608 Ball Bearing

3-4 Weight 0.62kg(1.4lb)

3-5 Cable UL1007 26AWG 

3-6 Connector Refer to Attached Drawing

Approvals
AGENCY CERTIFICATE NUMBER

4-1 UL & CUL E356112

4-3 TUV MK 69243837
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Wiring Detail

The motor has 3 speed setting.

Wiring

Black (C) - Control Wire for speed selection 
Blue (N) - Neutral 
Brown(P) - Phase

Speed 2 = Not Applicable

Speed 3 = Not Applicable

Blue & Black connected to Neutral & brown to live

Brown & Black connected to live & Blue to neutral

Speed 1 = 1700rpm Blue to Neutral, Brown to Live & Black Disconnected.
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M4 Drive Plate Screw & Steel Washer Supplied Loose
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