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Technical Specifications

— : e

Characteristics Units ADS 501 '
Nominal flow-rate m3/h | 460/510
(50/60 Hz) I/mn |7682/8517 —

cfm 271/300
Rotation speed rpm | 3000/3600

. FEES=

Ultim. pressure* (50 Hz) | mbar 3.103 EEEs~

maximale tor  |2.2x 103 = -
EAST SIDE

Ultim. pressure* (60Hz) | mbar 8.104
maximale torr 6 x 104

ADS 501

Max. cont. inlet pressure |mbar/torr| 20/15

Max. exhaust pressure |mbar/torr| 1200/900

Supply voltage 3Ph. volt 200/480

Motor power (total) kW 3

N2 flow rate range sccm |0 to 90000
NI/mn | Oto90

Water flow** I/h | 30to 100

Gear box fluid capac. I 1.1

Weight std version kg/Ib | 380/844

Weight mod. version kg/lb | 340/748

@ Inlet/Exhaust portt DN 100/40

Average noise level dBA <170
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Pumping Curves
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DIMENSIONS IN INCHES
PUMP
A B C D E F G H | J
ADP 31 40.4 38.4 13.4 6.7 26.8 25.6 13.8 28.0 9.8 22.5
ADP 81 46.3 44 .3 13.4 6.7 26.8 25.6 14.8 28.0 9.8 26.0
ADS 151 46.3 443 15.7 7.8 34.4 32.7 20.5 35.8 10.9 26.0
ADS 301 46.3 44 .3 15.7 7.8 34.4 32.7 20.5 35.8 10.9 26.0
ADS 501 46.3 443 15.7 7.8 34.4 32.7 20.5 35.8 10.9 26.0
ADS 801 53.8 52.4 15.7 7.8 37.8 35.9 25.6 39.2 10.9 31.2
ADS 1001| 59.4 56.8 15.7 7.8 41.3 37.2 28.3 41.3 10.9 34.5
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Features & Benefits

+ clean room compatible

- advanced monitoring system functions
- low noise level

- low operating cost

« easy maintenance & repairs

- anti-vibration frame

- compact, modular design

* incorporated purge line

- anti-dust, sound-proof aesthetic covers
- easy to transport

- genuinely dry pump

- vertical pumping

Applications

+ semiconductor processes - stripping + etching « PECVD « LPCVD
- MOCVD - epitaxy -« scientific research - clean/corrosive processes
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