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Krytox FG 40, 45, 50

Technical Specifications

Property/Grade Krytox® FG 40 Krytox® FG 45 Krytox® FG 50 Krytox® FG 53
Color Clear, colorless Clear, colorless Clear, colorless Clear, colorless
Antirust No No Yes Yes
Flash Point None None None None
Oil Viscosity, cSt at 40°C (104°F) 160 500 160 215
100°C (212°F) 18 42 18 23
Volatility at 22 hr 204°C (399°F) = 3% | 260°C (500°F) = 2% | 204°C (399°F) = 3% Not tested
Viscosity Index 125 133 125 131
Pour Point, °C (°F) -35 (-31) -25 (-13) -35 (-31) -30 (-22)
Upper Use Limit, °C (°F) 200 (392) 275 (627) 180 (356) 295 (563)
Vapor Pressure 7 x 1077 torr 1 x 107 torr 7 x 10 torr NA
Density, g/cc at 20°C (68°F) 1.92 1.93 1.92 1.92

These values are typical properties and not specifications.

Features & Benefits

- high temperature, extreme pressure, water-resistant oils

- provide stable performance in temperature extremes & are designed
to reduce friction & wear while extending equipment life

- extremely resistant to water washout for bearings & other equipment

« can be used in both high & low temperature applications

* have superior extreme pressure properties & excellent adhesion

Applications

- food production, processing, handling, & packaging applications
throughout the production line + aerospace - automotive - industrial
+ semiconductor
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