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Technical Specifications

Vacuum controller -

Number of heads / stages 4/3

Max. pumping speed at 50/60 Hz 3.8/4.3 m3h
Ultimate vacuum (abs.) 1 mbar

Max. back pressure (abs.) 1.1 bar

Inlet connection Small flange KF DN 16
Outlet connection Silencer / G1/4"
Vacuum sensor connection -

Rated motor power 0.25 kW

Degree of protection IP 40

Dimensions (L x W x H), approx. 325 x 239 x 198 mm
Weight, approx. 16.4 kg
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Pumping Curves

m3/h | — ME 16 NT
—— ME 8 NT
10 f— ME 4 NT
ME 2 NT
— ME 1
—— MZ 2D NT
—— MZ 2 NT
—— MD 12 NT
MD 4 NT
— MD1
1] — MV 10NT
—— MV 2NT

0.1 ’
0.1 1 10 100 1000

Dlmensmns

ca.325 (L) o 105. .

w

ca.198 (H)
)

ca.162

ca.148

Mé (9tief/deep)—

65

18 | €0.260 - 1125 (vorne / front)|

small flange NW146 ca. 235

cao. 239 (B)

all dimensions (mm)

silencer

Provac SALES, INCc. 3131 SoqueL DrRive, SoaqueL CA 95073



2% PIRCVAC

" S A L E S PHONE: 831-462-8900 Fax: 831-462-3536 WWW.PROVAC.COM
Vacuubrand MD-4NT

Features & Benefits

» whipser quiet, low vibration

- continuous, oil-free pumping

- high pumping speed / very low ultimate vacuum
* superior vapor tolerance

» oustanding chemical resistance

» high process reliability

* minimal operation and servicing costs

- great for clean applications

Applications

- rotary evaporator + parallel evaporator « vacuum concentrators
- local area vacuum networks for laboratories - drying chambers

* backing pump for turbo drag pump « degassing « physics &
analytics

Provac SALES, INC. 3131 SoqueL DrRive, SoaqueL CA 95073



