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Leybold NT-150/360

Technical Specifications

Input Voltage, Selectable Single Phase 100/120/220/240 V AC, x10%
Input Frequency 47 to 63 Hz (50/60 Hz)
Power Consumption:
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During Acceleration (max. 30 minutes) . . . . . 680* VA

Normal Operation (maximum) . . . . ... ... 480* VA

Fuse Chassis:
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Output Voltage (maximum) 3x45V AC tms.

Overload Current Limitation 35A

Rated Output Frequency:

UL AN Rl 6 6 0 0 bolo oo 6lo00o 00004 840 Hz

L% o c o B o (RO e N e 1 S R A 760 Hz

Normal Operation Relay Contact Ratings:

MEOGMUM . . Gam o ¥ rwm oo s = wo s 8A@24VDCand 10A@ 250 VAC
MENIN L e s it e o ol o e B 1mA@5VDC

Inductiveload . . ................ 24 V DC/5A and 220 V AC/5A

Operating Temperature Range 32° to 110°F (0°to 45° C)

Storage Temperature Range -100° to +185°F (-40° to +85° C)

Weight 21 Ibs (9.5 kg)

Dimensions 8 3/8 x5 1/16 x 11 7/16 Inch (213 x 129 x 290 mm)

*The power consumption is slightly higher for the NT150/360 VH model when the oil pump is operating.
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