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Varian SD-201, 301, 451
Technical Specifications

SD Series Unit SD-91 SD-201 SD-301 SD-451
Frequency Hz 50 60 50 60 50 60 | 50 | 60
Number of stages 2
Rotation speed rem | 1,500 1,800 1,500/ 1,800 | 1,500 |1,800(1,500 1,800
6.5 11.6 18 24.8
Nominal flow rate 5.4 9.7 15 20.7
m3/h (3.8) (6.8) (10.6) (14.6)
(cfm) 5.7 10.2 15 20
Fl teP thod 4.8 8.5 12.5 16.5
ow rate Pneurop metho (3.4) (6) (8.8) (11.8)
. . Y
ParFlaI ultimate pressure w/ 7.5x10°/1x10% (1 x 10?)
Varian GP type oil Torr /
. orr
Ultimate pressure w/ gas ballast mbar 15x103/2x103 (2% 107)
closed (Pa)
Ultimate pressure w/ gas ballast 15x102/2x102(2)
open
Oil capacity I 0.83 0.950 0.98
Weight (pump + motor)** kg (Ibs) 25 (55) 26 (57) 27 (59.5) 28 (62)
Maximum water vapour pumping mbar |35(35/25(25 20(2|{15(15/12(12/10(1 7(7x102)
capacity (Ballast flowrate 1.1 m3/h) | (Pa) |x 10%)|x 10%)|x 10%)|x 10%)|x 10%)|x 103)
Water vapour pumping capacity g/h 120 | 110 | 125 | 100 | 110 | 100 920
Inlet and exhaust end fittings ISO-KF DN 25
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