
Technical Specifications

Leybold SV-10B, 16B, 25B, 40B,
65B, 100B, 120B



without gas ballast

with gas ballast
Pumping Curves

Leybold SV-10B, 16B, 25B, 40B,
65B, 100B, 120B

SV-10B, SV-16B (50Hz) SV-10B, SV-16B (60Hz)

SV-25B (50Hz) SV-25B (60Hz)



Pumping Curves cont. without gas ballast

with gas ballast

SV-40B, SV-65B (50Hz) SV-40B, SV-65B (60Hz)

SV-100B (50Hz) SV-100B (60Hz)

Leybold SV-10B, 16B, 25B, 40B,
65B, 100B, 120B



• vacuum packaging (chamber machines, table top machines, modified
 atmosphere, rollstock) • central vacuum systems • degassing • drying/
 filling • impregnation • leak testing • CO2 laser • handling / lifting
• lamination

Applications

• user-friendly maintenance
• anti-suckback valve
• angle mounted oil-sight glass offering visibility from two sides
• compact design and small footprint
• very low and constant noise level in any working condition
• integrated functions, no external pipe
• no m• no motor coupling up to SV-65B
• variant concept / specific customer configurations

Features & Benefits

Leybold SV-10B, 16B, 25B, 40B,
65B, 100B, 120B


