
Meet your new Bowhead Reach. 

Before your first ride: 

Check your tire and shock pressure. These can be adjusted 
to suit the riders needs – contact Bowhead Corp. for 
further support if desired.  

Component Default Pressure 
Front Tires 40 PSI 
Rear Tire 30	PSI	

Front Shocks 120-130 PSI 
 

Your battery is fully	charged, courtesy of the sun! When unplugging the 
battery, be	sure	to	pull on the plug itself, not the cable.  

 

Your keys are located in the controller box. Use them to turn the bike on which will be indicated by the 
voltage output on the throttle.  

On a level surface, check that the front and rear brake are functioning properly.  

The front articulation is locked using a pin located on the riders right. 
Push the button and pull the pin towards you to remove it and store 
it in the pin holder on your	lap	belt	or	in	the	designated	hole	in	this	
upright. The	location	of	pin	storage	depends	on	the	date	your	bike	

was	purchased. To lock out the articulation, align the system using the indicator 
located directly above the pin slot and reinsert the pin.  

        

 

 

The seat position can be adjusted by loosening the four (six for swivel seat) frame rail clamps 
using a 5mm hex key. Re-torque to 12 Nm (106 in-lb). 

The footrest can be adjusted by two black clamps using a 5mm hex key. Slide to the desired 
position and tighten. 

 

For	your	safety,	always do up the leg strap and wear a helmet when riding the 
Bowhead Reach.  

	

	

Use caution, as once the pin is removed the user is 
responsible for staying upright. Starting on a level surface is 
highly	recommended. 



Important	Battery	Information:	

DO	NOT	

   Get your electrical system wet. This system is not waterproof, and any moisture must be 
dried out completely before charging or using again. 

    Pull on the battery cables, you must grab the yellow XT60 and XT90 plugs to unplug and 
re-plug your battery. 

	

DO	

Charge your battery after every ride. This ensures it stays 'healthier' for longer and all 
cells remain balanced. 

 

Voltage Information 

Your throttle read out signifies Battery Voltage, NOT percentage battery life 

Max voltage: 83-84V and your battery will automatically shut off via the battery management 
system at 65V. 

If you’re out for a ride (especially when riding solo) we recommend heading back to a charging 
location at 72V. 

 

 

NOTE: Just like a regular bike your Bowhead Reach requires a bit of regular love and attention. 
It is strongly recommended to do an overall bike inspection before every ride to ensure your 
bike will perform it’s best. 


