Description:

POWER GREEN is a concentrated liquid truck and trailer wash
formulated to remove exhaust deposits, road film, and bug
residue from painted vehicle surfaces in one application, with
minimal to no brushing. POWER GREEN is free from butyl,-
caustics, acids, or solvents. Designed with synthetic,biode-
gradable detergents that rinse fully and eliminate streaking.
Ideal for contract truck washing services, truck leasing
dealers, and truck washes.

Directions:

1. Dilute up to 40 mL of POWER GREEN per 1 L of water (1:25).

2. Apply power green using high or low pressure in either hot or
cold water. 3. Rinse the surface with high-pressure (140°) to

71°C (160°F), and high-pressure above 600 psi for best results.

Disclaimer:

As the actual conditions of use are out of our control no liability is
accepted for any loss or damage caused directly or indirectly
through the use of our products. Intending users should satisfy
themselves, by carrying out appropriate tests, as to the suitability
of this product for any particular purpose.

Kwikcarecorp.com
2000 Rogers Road , Perth ON, K7H 1P9.

613 264 8440

Precautions:

Do not mix with other chemicals. Keep from freezing.

Health & Safety:

For further information on the safe handling, storage and
precautions for use of this product, consult the Safety Data
Sheet. Keep out of reach of children.
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Does not contain Silicone.

Typical Data:

APPEARANCE: Green

SPECIFIC GRAVITY: ~1.048

ODOUR: Low odour.

PH: ~10.6

SOLUBILITY: Completely water-soluble.
% NON-VOLATILE: ~17.4

VISCOSITY: Water thin.

Available Sizes:
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18.9L/5 208.2L/45

1003L/265
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