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Tools needed 13mm (1/2) spanner the other tools are included (No.87).

Included in the kit                                                                                                                                              
              
- 2 x APX Mufflers
- BD8 -1 x Right inlet pipe
- BD4 -1  x Left inlet pipe
- BD6 -1 x L-pipe
- RJ58 -2 pcs (cnc machined clamp part)
- RJ57 -2 pcs (cnc machined clamp part)
- No6 – 12 pcs (Stainless lock washer m6)
- No46- 4 pcs m6 washers yellow plated
- No69-12 pcs ( m6x20 allen bolt stainless)
- No63-12 pcs (m5x16 allen bolt stainless)
- No8-14 pcs (Stainless lock washer m5)
- No55-4 pcs (m5x10 allen bolt stainless)
- No75-4 pcs (rubber bushing)
- No53-2 pcs (washer 8.4x35)
- No54-2 pcs (m8x30 hexagon bolt)
- No47-4 pcs (m6x45 allen bolt yellow plated)
- No86-4pcs (aluminum spacer 15x20 8 mm hole)
- No87-1 pcs (Tool kit)
- No102- 2 pcs (Inlet muffler gasket)
- No111-2 pcs (shim for spark arrester)
- No104-2 pcs (APX spark arrester)
- No95-3pcs (Stainless clamps)
- RJ71Right and left (2 Cnc machined brackets) 
- 807-94W (1 pair of powder coated brackets)
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Remove the factory muffler see the pictures below on the location of bolts and 
nuts. 
NOTE if your vehicle have a O2 sensor remove the sensor during installation and 
be careful with the sensor .

IMPORTANT INFO – USE BLUE LOCTITE ON EVERY BOLT AND NUT.
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Install the new powder-coated frame brackets as the picture shows. Use the 
807-94W. These are the same for both the right and left sides. Use NO.86 2 pcs 
for each side as a support on the inside of the brackets against the vehicle 
aluminum frame see picture below. And use NO.46 2 pcs on each side as well 
NO.47 2 pcs.
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Install RJ57 and RJ58 on the mufflers, as the picture shows. The RJ71 in the ma-
nual is 3D printed (therefore the green color). The ones in the hardware kit are in 
6061 aluminum.
The measurement from the backside of the muff-
ler to the clamp needs to be 75mm (2,95”).                                                                                                                                         
                                                                                                                                                                
See the picture below and do the same thing on both sides.
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Install the RJ71 on the RJ57 and use bolt 2x NO.55 on the upper holes and 1x 
NO.63 on the lower hole as there is more thread there. The same thing on the right 
and left side. See the picture below.
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Install the inlet pipes on the mufflers. Start with the left side, install BD4 on the 
muffler with the No.102 (gasket) and use No.69 -5 pcs & No.6 -5 pcs tighten them 
evenly also use Loctite on these bolts.
See the picture below on how to install the BD4 inlet pipe as well BD8.



       Can-am Outlander dual exhaust 

          INSTALLATION MANUAL 
                                                            1192APX 

Page  09

Rev: 2.0



       Can-am Outlander dual exhaust 

          INSTALLATION MANUAL 
                                                            1192APX 

Page  10

Rev: 2.0

Slide the Clamp No.95 on the sleeve that will slide over the stock header (or the 
RJWC header if you ordered that) before installing the exhaust. See the picture 
below for an overview on how the exhaust is being installed.
NOTE- the rubber washers No.75 are installed like the picture shows 
and need to be compressed to half it size (when you tighten the nut).
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Install the exhaust like the picture below shows and install the No.95 clamps on 
the pipe sleeves where the red arrows are pointing.

Tighten all the clamps down as much as you can. Start the vehicle and let it idle 
for 5 min and get hot, then turn the vehicle off, let it cool down, then re-tighten 
all bolts and nuts except the ones that you have used Loctite on.

   For more information, email support@rjwc.se 


