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Make sure to let the engine and exhaust cool down before starting any work. Wear 
protective gloves and proper clothing. Always re-tighten the bolts after the first ride.

ALL MEASUREMENTS ARE METRIC

Step 1 - Remove the factory muffler. To do this you need to remove the rear 
bumper. On the XMR models you remove the muffler and the bumper at the 
same time. You have 4 bolts in the upper frame and 4 bolts in the lower frame. 
Make sure to remove the voltage regulator on the right side of the bumper to. 

On the regular Renegade models you can remove just the right and left alumi-
nium bar struts before removing the stock muffler. You will also need to loosen 
the bolts holding the rear plastics in place to be able to lift it up to get the clea-
rence needed.
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Step 4 – Install the spring as the picture shows on 
the midpipe and on the clamp this is to prevent 
the sleeve from moving on the pipe. Make sure 
you have enough tension on the spring so that the 
spring will be extended about 8-10 mm in lenght.

Step 2 – Install the RJWC midpipe on the factory header. Make sure to first put 
the stainless clamp on the midpipe. Apply a thin layer of copperpaste on the in-
side of the clamp (not on the pipe) as well on the clamps bolt threads. This way 
you can tighten it much harder. Tighten the clamp just enough so it wont spin 
on the pipe (so it stays in place during installation). Slide the midpipe on to the 
factory header do NOT tighten the clamp yet. 

Step 3 - Put the other stainless clamp on the muffler pipe sleeve. Same proce-
dure here with the copperpaste and do not tighten the clamp, install the muffler 
on the bike as the picture shows. Install the bolts together with the aluminium 
washers and rubber washers like the picture shows on both the right and left 
side. 
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Step 5 – Reinstall the rear bumper and tighten the stainless clamps by using the 
5 millimeter allen tool. Make sure to check that the pipes go all the way into the 
sleeves before tighten the clamps.

Step 6 - Apply the heatpads to the gastank where the pipe goes into the muffler. 
This is extremely important.

Step 7 - Start the bike and let it idle for 15 minutes and get hot. Re tighten all 
bolts on the endtip and the bolts behind the endtip.

DON’TFORGET TO TUNE YOURBIKE .


