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Honda Rancher SRA/ IRS 
Honda Foreman 
Honda Rubicon

INSTALLATION MANUAL
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Mud Edition & Krossflow

12021ME & 12022ME 
12021KF & 12022KF
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The important stuff, please read carefully!The important stuff, please read carefully!

After your first ride, re-tighten all bolts!

Before starting installation, make sure the vehicle and exhaust system is 
completely cool installation.

Always wear protective gloves and glasses when installing the custom 
exhaust system.

We always recommend that you use a Fuel Tuner (EFI-tuner) combined 
with any of our exhaust systems. This is to prevent the engine to run lean 
which can damage your engine. 

To ensure correct air to fuel mixture make sure you follow the Fuel Tuner
 manufacturer’s recommended settings.

An option would be a full EFI Tune with reflashing or similar. Problems 
with the exhaust due to the engine not running correctly are not a valid 
warranty claim.
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1.) Remove the sidepanel to gain access to 
the header pipe.

2.) Disconnect the header pipe from the 
cylinder.

3.) Unfasten the bolts/ screws that hold the 
stock exhaust system in place. 

Once unfastened, you should be able to 
simply remove the entire stock exhaust and 
the header pipe.

4.) Install the new header pipe. 

Applying the supplied heatpad to the plastic 
side panel, where the header pipe comes 
into closest proximity with the panel.

5.) Start the installation of the Lambda 
Sensor by using the the M18 to M12 
adapter.
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6.) To help with the fitment of the header 
pipe, you can use the provided metal shim 
inbetween the gasket and the cylinder. 

7.) Install the cylindrical shaper into the 
black bracket above where the stock 
exhaust was previously installed.

Installation Manual



5

8.) Install a second cylindrical shaper into 
the black bracket below where the stock 
exhaust was installed.

9.) While holding the exhaust in place, align 
the stainless bracket with the black bracket 
and thread through a M8 - 60mm hexagon 
bolt. 

10.) Fasten an Aluminium Washer onto the 
‘inside face’ of the hexagon bolt, securing 
this in place with a nut. 
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11.) Repeat steps 8.) and 9.) for the lower 
black bracket. 

Using the M8 - 60mm hexagon bolt to 
secure the stainless steel exhaust bracket 
to the black bracket. 

Then use the aluminium washer and nut to 
secure the exhaust in place.

You have now completed the installation!

12.) Align the header pipe and the exhaust, 
firmly connecting the header pipe into the 
exhaust. 

Once in place, set the clamp just atop 
where the two connect and tighten the 
screw to secure it in place. 
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