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INSTALLATION MANUAL
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APX - Stacked Dual Exhaust
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The important stuff, please read carefully!The important stuff, please read carefully!

Always wear protective gloves and glasses when installing the custom exhaust
 system. 

After your first ride, re-tighten all bolts.

Make sure the vehicle and exhaust system are completely cool before starting 
installation.

We always recommend that you use a Fuel Tuner (EFI-tuner) combined with any of 
our exhaust systems. This is to prevent the engine to run lean which can damage 

your engine. 

To ensure correct air to fuel mixture make sure you follow the Fuel Tuner
 manufacturer's recommended settings.

An option would be a full EFI Tune with reflashing or similar. Problems with the 
exhaust due to the engine not running correctly are not a valid warranty claim.

Required Tools

18mm Wrench 13mm Wrench Torque Wrench

Parts Included
1x Black Exhaust Bracket 2x Exhaust Brackets    10x M5 Lock Washer
2x Spark Arrestors  1x M8 Flangenut    20x M6 Lock Washer
2x Exhaust Gaskets  10x M6 Stainless Allen Bolt - 20mm
2x Shims   20x M5 Stainless Allen Bolt - 16mm
1x Aluminium Spacer  4x M5 Stainless Allen Bolt - 10mm
2x Aluminium Washers  2x Stainless Allen Bolt - 20mm (large)
3x 70mm Hexagon Bolts 3x M8 Spring Washer
2x Threaded Rods  2x Washer
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Preparing the exhaust

When you first receive your Segway Villain APX Exhaust System, it will be in the 
following parts.

1.) Place the Exhaust Gasket between 
the dual main pipes and the cans.

4.) Secure both Exhaust Brackets to the 
top of the exhaust can. Use two M5 
Stainless Allen Bolts (16mm) for the two 
upper bolt holes - for the lower bolt holes 
use the M5 Stainless Allen Bolts (10mm).

2.) Use a M6 Stainless Allen Bolt (20mm) 
and a M6 Lock Washer for each hole to 
attach the dual main pipes to the exhaust 
cans.

4.) Insert a Threaded Rod through 
each Exhaust Clamp. Ensuring that the 
non-threaded, longer length is facing out-
wards. Fasten in place with an M8 
Flangenut with the M8 Spring Washer. 
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Preparing the exhaust

6.) Attach the Black Bracket to the 
‘bottom’ of the cans. Making sure that the 
indent is facing the same direction as the 
RJWC nameplate on the exhaust.

7.) Use two M8 20mm and two M8 
Washers to secure the Black Bracket in 
place.

You’re now ready to begin removing the Stock Exhaust!
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Removing the Stock Exhaust

1.) Remove the two bolts and springs 
that secure the stock exhaust pipe in 
place.

Make sure to keep the springs safe for 
future use. Along with the Factory Gasket 
that can be removed.

2.) Remove the bolts holding the Rubber 
Bushing, and remove the Rubber
Bushing.

Keep hold of the bolts and Rubber 
Bushing as these will be used in a later 
step.

3.) Remove each of the Stock Bushings 
that secure the stock exhaust in place by 
removing the two bolts.

The Stock Bushings will be used in a 
following step, along with the bolts.

4.) Once the two Stock Bushings have 
been detached, the stock exhaust is now 
able to be removed. 

We recommend having a second set 
of hands to help you safely remove the 
stock exhaust sytem. 

You’re now ready to begin install the new exhaust!
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Installing the new Exhaust

1.) Slide the Stock Bushings onto the 
threaded rods on both sides. 

2.) Make sure that the bolt holes on the 
Stock Bushings are on the outward side of 
the exhaust.

3.) Attach the Stock Bushings to the 
metal back plate securely with the stock 
bolts.

4.) We recommend having a second set of 
hands to help you keep the exhaut system 
in place as you tighten these bolts.
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Installing the new Exhaust

5.) Reinsert the stock bolt through the 
Rubber Bushing that was removed with the 
stock exhaust. Securing it in place with the 
original bolts.

6.) Place the Aluminium Spacer between 
the Rubber Bushing and the Black Bracket 
of the exhaust. Fastening the Aluminium 
Spacer in place with the 70mm Hexagon 
Bolt the M8 Springloaded Washer on the 
bottom.

7.) Thread an Aluminium Washer onto a 
70mm Hexagon Bolt, adding the stock 
spring to the bolt and tightening in place to 
securely fasten the pipe.

Repeat for both sides. 

Include gasket.

8.) With these two bolts tightly secured, 
you’re now finished! Sit back, crack open a 
beer or have a coffee and admire a job well 
done!
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