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Technical data

Performance data

Power rating (Pm) 80W

Rated voltage (Vmp) 18.15V

Rated current (Imp) 4,4A

Open circuit voltage (Voc) 21.45V

Short-circuit current (Isc) 4.67A

Nominal power tolerance +3%

Electrical values at standard test conditions (STC): 1000W/m2; 25°C; AM 1.5

Structure

Cell count 99

Cell size (mm) 158.75 x 24.6

Cell efficiency (ŋ) 21.33%

Cell material Monocrystalline Si
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WDS Lite 640 Solar Set
Including 8 solar panels



Technical data

Cell material Monocrystalline Si

Construction Shingle

Useful area 97%

Bypass diodes 1

Frontmaterial ETFE

Mechanical data

Operating temperature range -20°C to +65°C

Size (mm) 900 x 540 x 2

Weight 1.29kg

Protection class II

Protection type IP67

Properties

CE certified

IEC 61000 certified

IEC 61215 certified

Manufacturer warranty 15 years

Performance warranty >90% 15 years

Performance warranty >80% 25 years

02 Errors and technical changes reserved.



Technical data

Connection cable type C5/7/10

Mounting strap type H200/400

Performance data

Maximum voltage 450V

Maximum power 10A

UV-stability minimum 20 years

Length (C5/C7/C10) 5m/7.5m/10m

Set-up

Cable type H07RN-F3G1

Protection type CEE 7/7 plug (Schuko) IP44

Protection type (remaining cable/plug) IP67

Performance data

Material (strap) Dyneema

Material (Ring) Stainless steel

Maximum weight capacity 30kg

Cycles (Open & Close) 50

UV-stability minimum 20 years

Length (H200/H400) 20cm/30cm/40cm
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