
 
 

   
 

FITMENT KIT SPEC SHEET 
  

  
 

UNIVERSAL TRIM TO FIT Part Number 
3500-0001-00 

NOTE: This fitment kit is intended for bikes that have not yet been fitted with a MTN.TOP 
Snowbike Kit. arts are oversized so that they can be trimmed to fit. MTN.TOP offers this 
service. To create a custom fitment kit, you will need to provide us with the specs listed 

below. Please fill in the following specs and send them to us. 

 
KIT INCLUDES 

Part Name 
Upper Strut Reducers 

Swing Arm Sleeve 
Strut Rod Shaft 

Front Axle Sleeve 

Qty. 
2 
2 
1 
1 

Part Dimensions 
0.375 wide x 10mm hole. 
2.750 wide x 17mm hole. 
7” long shaft. 
20mm id Front Axle Sleeve 

Part Number 
3521-1200-22 
3521-3200-22 
4320-0300-22 
3522-0100-22 

 
SPECS NEEDED: SPECS & NOTES: 

BIKE: 
(Year, Make, Model)  

SHOCK BOLT DIAMETER: 
(millimeter or SAE size)  

SHOCK EYELET WIDTH:  
(or upper strut-rod reducer width)   

SWING ARM PIN DIAMETER:  
(millimeter or SAE size)  

SWING ARM EYELET WIDTH:  
(both L. and R. sides)  

FRONT TIRE BOLT DIAMETER:  
(millimeter or SAE size)  

FORK TUBE DIAMETER:  
(millimeter or SAE size)  

 
SETUP SPECS: 
(if available) 

NOTE: Pre-Setup Specs are not available for most 
custom-made Fitment Kits. Follow the instructions 

listed.  
Strut Rod Length:  

Left-Side Frame Spec:  
Right-Side Frame Spec:  

 
 



 
 

 

 
 
SNOWBIKE KIT INSTALLATION INSTRUCTIONS: 
 
To complete your install, you will need to visit the MANUAL section of the MTN.TOP website to 
download the following instructions, OR simply scan the QR codes below: 
 
 
 

 
 
 
 
 
 
 
 
 
 
*Note: If you picked up a kit from a dealer, they may have already prepared your snowbike kit for 
installation. If so, you can skip the OFF-BIKE, SET UP INSTRUCTIONS.  

W/O SETUP SPECS 

 

OR 

 

W/ SETUP SPECS 

 

SPINDLE INSTALL TRACK KIT INTSTALL OFF-BIKE SETUP ON-BIKE SETUP 


