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TUNING AND SETUP   
 

Phone/Text (208) 881-0909                                                                                                    
Email: info@mtntopsnowbike.com 

 
 

IN-FRAME SHOCK TUNING – XFR SNOWBIKE 
INFORMATION: 
ABOUT THE LIVE STRUT IN-FRAME SUSPENSION: This suspension point is key to making a long snow bike feel more 
like a short dirt bike. It is not a soft long travel suspension point like the factory dirt bike suspension. It is designed 
to work in harmony with the rear suspension by giving a limited amount of travel and a pivot point at the center of 
the chassis. This takes the edge off bumps and allows the snow bike to contour itself through uneven terrain giving 
a smoother ride quality. This also makes the bike feel more compliant to the rider. 
 

 
 
FLOAT AIR PUMP: 
300 PSI FOX FLOAT PUMP: The Float Pump is included with 
every snow bike kit. It will work with the in-frame shock and 
the rear suspension shocks. It will also work with your bikes air 
forks if you have these. 
 
USING THE FLOAT PUMP: Remove the aluminum valve stem 
cap to expose the Air-Valve. There is only one cap on this shock 
for the main float body (see image on page 3). Thread the 
pump on until you hear the line pressure up. When this 
happens, the shock will lose some psi pressure due to the air 
going into the line. To remove air pressure lightly push the 
release button on the pump. You will hear air come out slowly 
and the needle on the gauge will lower to indicate the pressure 
in the shock. To add pressure, make full stroke pumps until you 
meet the desired psi. When threading the pump off you will 
hear the pressure release from the line. This will NOT affect 
your target psi setting. The pump closes the Air-Valve before 
the line pressure is released so that no pressure is lost inside 
the shock.  

 
 
 
 

Shock Type: 
 

Fox Float-3 (gas IFP, independent 
float body air spring, internal negative 
spring for slow speed smoothness) 

Adjustment Range: 
 

Float Body, 50 psi   -   300 psi   

Factory Setting: 
 

Float Body, 150 psi 
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IMPORTANT: When threading the pump on and off, be careful to not let any snow get into the Air-Valve. This will 
allow water to get inside the float-body and could cause an air leak later from moisture freezing inside the shock. 

 
 
IN-FRAME SHOCK TUNING: 

HOW TO ADJUST: To adjust the air pressure in the in-frame FOX FLOAT SHOCK you first need to unload the 
strut rod by lifting up the bike by the skid plate or laying the bike on its side to take the weight off the shock.  

 
 
 

IN-FRAME SHOCK SETTINGS FOR RIDER WEIGHT: 
 

Rider Weight 
 w/out gear 

Float Body Pressure  

100 to 120 lbs. 100 psi 
125 to 140 lbs. 120 psi 
140 to 160 lbs. 130 psi 
160 to 180 lbs. 140 psi 
180 to 220 lbs. 150 psi  
220 to 240 lbs. 160 psi 

250 + lbs. 180 psi + 
Riding Double 220 psi 

 


