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TRACK ADJUSTMENT – XFR – MTN.TOP SNOWBIKE 
UNDERSTANDING THE TRACK TENSION:  

On the XFR Snowbike it is not recommended to run the track looser than the spec. Here is why. On a narrow rail 
suspension, the track needs to follow the hi-fax for proper track alignment. If the track is too loose it can pull 
the track away from the hi-fax on side hills and ruts causing the track system to not perform as it should. It can 
cause track rubbing inside the tunnel and excessive hi-fax wear, this being a performance loss. On the XFR rear 
suspension the track will slightly loosen as the suspension compresses. This ensures that there is no track bind 
that can rob power. It is important that the track is tight enough so that it is not too loose when the suspension 
is compressed.  
 
HOW TO ADJUST THE TRACK:  

Loosen the rear axle bolt with a 17mm wrench. 
Use a 13mm wrench to take the jam nut loose on 
the left and right adjuster bolt. Turn the adjuster 
bolt in to tighten the track. Count how many 
corners of the bolt you have turned so that you 
can repeat  the count on the other side to keep it 
even. You can also measure the length of the bolt 
as it hangs out to ensure that it is even. Re-tighten 
the  jam nuts and axle bolts. Torque axle bolts to 
40 FT-LB. 

 
HOW TO MEASURE TRACK TENSION:  

Place your index-finger on the top side of the 
track at the center of the hi-fax and press down 
giving it about 5 lb. of weight. Measure between 
the top of the track and the bottom of the hi-fax.  
 
TRACK TENSION SPEC:  

1” (give or take a 1/16”). NOTE: It is better to run 
the track to the tight side of the spec than the 
loose side of the spec. This is because the track on 
the XFR gets slightly looser when the suspension 
compresses verses tighter as it does on other 
snow machines. 


