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UNIVERSAL TUNNEL TOP BAG 

• P/N: 3022-5112-00  
• FITS: Universal fit to all snowbikes with a flat tunnel top. 
• INCLUDES:  1 bag, 8 plas?c sealing washers, moun?ng hardware. 

INSTALLATION INSTRUCTIONS: 
 
Notes: If you are also moun1ng a gas jug to your snowbike you will need to first mount that before installing this bag. It is best if 
the tunnel bag is mount behind the Jug.  

1. Open the bag so that you can work inside it. Place the bag on the rear of the tunnel, located behind the gas jug, 
leaving about 1” of gap between them. Posi?on the bag so that the buckle is on the leI side of the tunnel. 
Posi?on the bag so that the side of it is flush to the leI side of the tunnel but no hanging over. This will ensure 
that the right side shovel handle holder is not hanging out too much.  
 

2. Hold the bag into its desired moun?ng posi?on and mark the tunnel top through the holes in the bag with a fine 
?p marker. Then remove the bag and center punch the marks. Drill the (4) holes with a ¼” drill bit. 
 

3. Clean the tunnel top of shavings and install the bag. Place each of the buRonhead bolts in from the underside 
of the tunnel (nut needs to be on the inside of the bag). This will ensure that there are no objects hanging under 
the tunnel for the track to rub on. Place 1 plas?c washer on the top of the tunnel and 1 on the inside of the bag. 
Then install the nylock nut. Tighten the nut modestly. This will ensure that you get a good seal on both sides of 
the bag so that water cannot leak in. 

 

 

 


