
Flush Down Toilet Seat - installa�on instruc�ons

THANK YOU for purchasing the solution to a problem as old as the modern toilet. Team-Flush Down 
appreciates your business and is committed to delivering a quality product.  

Don’t you hate it when you buy some cool new product, take it out of the box and discover the instruc�ons 
are nearly impossible to understand? …. We hate that too, which why we were so determined to create 
instructions that are as easy to use as our product…  We think we did it, but what YOU think is all that really 
matters. So, if you need additional assistance, please do not hesitate to give us a call. We are standing by to 
help at 1-616-477-2956 between 8am and 8pm (ET), M-F or email support@FlushDownToiletSeat.com. After-
hours messages will be returned the next business day, but rest assured, we will help you get your device 
working perfectly.

Overview: Flush Down is a mechanical device that automa�cally closes the toilet seat and lid a�er every flush, 
without the use of ba�eries or other power source. Flush Down uses a WEIGHTED FLOAT in the toilet tank 
that is tethered to a spring-loaded PUSHER that is released when the water level in the tank drops (during a 
flush). Once installed, final adjustments can be made in seconds, WITHOUT TOOLS and your Flush Down will 
work dependably for yours to come. 

Illustra�on A: Flush Down components (seat & lid included but not shown)

(See video instructions on our website: www.FlushDownToiletSeat.com)



Illustra�on B: Installed Flush Down Device 

Tank Spacer Clips

STEP 1: Before ge�ng started, please 
verify that you have the correct 
Flush Down lid/seat for your toilet. The 
2 most common shapes are “round” and 
“elongated”. (Sorry, we do not currently 
offer a version for non-tradi�onal 
shapes.)

STEP 2: Remove the lid on top of your water tank to determine which side has the most 
room for the WEIGHTED FLOAT. This will be the side you install the Flush Down device. 



STEP 5: Place the NEW SEAT on the toilet and install the (1) 
plas�c bolt into the toilet seat hinge on the side OPPOSITE 
from the side you have chosen to install the Flush Down 
device. (Fig. 5a) Install the WINGNUT on the plas�c bolt 
and �ghten FINGER TIGHT leaving it loose enough for final 
adjustment in later step. (Fig. 5b)

STEP 4: Insert the 2 TOILET 
FLANGE BUSHINGS into the 
toilet flange bolt holes. 
(Figs. 4a, 4b and 4c)
 later step. (Fig. 5b)

STEP 3: Remove your exis�ng toilet seat and lid. (Clean the surface of the rim and moun�ng flange.)

STEP 6: Remove (unscrew) 
the metal PUSHER PAD 
from the PUSHER SHAFT. 
Make sure the BOTTOM 
NUT is screwed down to 
the bo�om of the thread-
ed tube on the pusher 
housing. (Fig. 6a) 

• install the OVAL RETENTION
NUT by sliding it over the
PUSHER SHAFT and screwing it
onto the TREADED TUBE un�l
the top of the threaded tube
begins to come up through the
top of the OVAL RETENTION
NUT. (Figs. 6c & 6d)

STEP 7: Lower the Flush Down 
assembly into place with the 
OVAL RETENTION NUT nes�ng 
in the recess of the toilet 
hinge. (Fig. 7a) 

• Lay the WEIGHTED FLOAT on the
floor under the toilet tank (to keep it
out of the way while you install the
device).
• Hold the device with the TRIGGER
ARM extended toward the tank and
insert the THREADED TUBE and PUSHER
PISTON up through the toilet flange and
HINGE of the new seat (Fig. 6b)

VERY IMPORTANT: The OVAL RETENTION NUT will nest in the 
hinge recess 2 ways: the “RIGHT WAY” (Fig. 7a) and the “WRONG 
WAY” (Fig. 7b). For your Flush Down device to func�on properly, 
the OVAL RETENTION NUT must be posi�oned in the hinge 
recess, so that the threaded sha� is CLOSEST TO THE WATER 
TANK as in Fig. 7a. 
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STEP 8: Align the seat evenly on 
the rim of the toilet. (Fig. 8a) 

Once it in place, �ghten the BOTTOM NUT (Figs. 8b & 8c) then finish �ghtening the 
WING NUT on the opposite side to secure the seat in place. (Fig. 8d) 

STEP 9: Place the 
HINGE COVER (The 
one with the hole) 
over the PUSHER 
PISTON and snap it 
in place. Then 
install the Solid 
Hinge Cover on the 
opposite side.  
(Figs. 9a, 9b, 9c) 

STEP 10: Reinstall the 
PUSHER PAD by 
screwing it back onto 
the PUSHER PISTON 
just far enough for 
the top of the 
PUSHER PISTON to 
come up even with 
the top of the 
PUSHER PAD. (Fig. 10a 
& 10b)  

STEP 11: Use one hand to PUSH DOWN (Fig. 11a) on 
the PUSHER PAD un�l it locks in place (Fig. 11b). 

Next RELEASE the PUSHER PAD by raising (up) on the 
TRIGGER ARM (Fig.11c).  Important!

Cycle the device several �mes. (This will evenly 
distribute the thin layer of lubricant (applied at the 
factory) on the ma�ng surfaces of the piston pin and 
trigger arm.) With the PUSHER PAD locked in its 
DOWN POSITION, raise the toilet lid and seat un�l the 
back of the lid rests on the PUSHER PAD (Fig. 11d). If 
the TOILET SEAT will not stay up, turn the PUSHER 
PAD CLOCKWISE ½ turn and try again. Repeat as 
necessary un�l the pusher pad locks in the down 
posi�on and the seat and lid stay up and the when 
the lid is raised. (Fig.11d) 
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STEP 12: INSTALLING 
the WEIGHTED FLOAT. 
Pick up your WEIGHTED 
FLOAT and gently 
stretch out the full 
length of the FLOAT 
STRAP (which should 
s�ll be a�ached to the 
end of the TRIGGER 
ARM). Rotate the 
WEIGHTED FLOAT as 
needed to remove any 
TWISTS in the FLOAT 
STRAP. (Fig.12a)

NOTE: If your toilet tank DOES 
NOT HAVE a notch as in Fig.12b, 
you will need to place the 
SECOND tank spacer clip on the 
opposite side, to stabilize the 
tank lid and prevent it from 
rocking. Both TANK SPACER 
CLIPs are shown in ILLISTRA-
TION B: (“Installed Flush Down 
Device”) for reference only, as 
the notches on the tank shown 
in ILLISTRATION B would elimi-
nate the need of the second 
tank spacer clip.

NOTE: The FLOAT STRAP comes with excess length which will be removed/ trimmed off AFTER THE DEVICE AS 
BEEN INSTALLED AND FINAL AJUSTMENTS HAVE BEEN MADE.  

Now, secure the 
TRIGGER ARM in 
one hand and 
gently pull the 
slack out of the 
FLOAT STRAP. 
(Fig. 14b)  

STEP 13: Note the loca�on of the 
WATER VENT HOLE in the WEIGHTED 
FLOAT (Fig.13a). 

Fig.12a

Fig.12b
Fig.12a

Now, push the WEIGHTED FLOAT down into the water and hold it 
there un�l the lower 
compartment fills up to the 
water vent hole. (This 
provides the weight 
needed to trigger the 
device during a flush. Avoid 
ge�ng water in the top 
(open) por�on of the 
weighted float.) Fig.13b

Fig.13a

Fig.13b

STEP 14:  FINAL 
ADJUSTMENT
With the toilet lid & 
seat raised and the 
PUSHER PAD locked in 
its LOWER/ COM-
PRESSED posi�on, 
secure the end of the 
TRIGGER ARM with 
one hand, and use the 
other hand to 
LOOSEN (DO NOT 
REMOVE - LOOSEN) 
the ACORN NUT enough to allow the extra slack in the FLOAT 
STRAP to be pulled through the slot in the Trigger Arm. (Fig. 14a) 
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Step 15: Test the Flush Down 
system by raising the toilet seat 
and flushing. Once the device 
has been properly adjusted and 
is working perfectly, every �me, 
trim of excess length of the 
FLOAT STRAP leaving 2-3 inches 
of length to allow for future 
adjustment, if needed. (Fig. 15a)

Step 17: Call all your friends and have them order a Flush Down for every toilet in their home. (Wellllll… it 
doesn’t hurt to ask.)

A word from the inventor 

Step 16: LOCK-OUT FEATURE: 
From �me to �me, you may want 
to TEMPORARILY DEACTIVATE your 
Flush Down device… For example: 
It would be frustra�ng to try to 
rinse out a pail full of dirty diapers 
or clear a clogged line with a 
plunger, with the lid trying to close 
on you every �me you flushed. 

To temporarily deac�-
vate the auto-close 
feature, just push the 
SLIDING LOCK into the 
space provided under 
the PUSHER HOUSING. 
Note, the plunger 
must be in the down 
posi�on for the slide 
lock to be able to 
engage.

Fig.15a

Hello. I'm Tom Reminga, inventor of the Flush Down Toilet Seat. For years I heard 
ladies complain about men leaving the seat up, pets drinking out of the toilet and 
objects falling into the toilet or being placed there by small children... That gave 
me an idea, but like most folks, I've had lots of ideas but none of them ever made 
me a penny. Then I found a website for a company called AON Invent. It said, "Even 
the best ideas are worthless, unless they solve problems for other people and are 
made into products that those people can and will purchase."... So I gave them a 
call and am glad I did.

My collaboration with AON Invent, resulted in the product you are about to install 
on your toilet and for that, I want to say,THANK YOU! and encourage you to "LIKE" AON Invent on Facebook 
so you'll know who to call the next time you have a problem-solving idea. And lastly, I believe my product will 
serve you well for many years to come, but if for any reason, you have trouble with the installation and 
setup, please let me know. You can email me at  tom@FlushDownToiletSeat.com or call me direct at 
1-616-477-2956.  Sorry... I can't help it. I have to say it one more time, THANK YOU for purchasing my Flush 
Down Toilet Seat!   




