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It's about to get HOT in here!

This stove flashing kit will help to safely exit your flue pipe

to the outside of your tent.  The silicone material is capable

of resisting temperatures up to 455 degrees.

When not using your stove, you may want to insert a

plastic into the flue exit or add a canvas cover to keep rain

and insects from joining you in the tent. 

The following instructions should help you to quickly

complete this project.
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Pencil or pen

Sharp knife (or drill)

Scissors

2 x 10mm (3/8”) wrench(s)

/ socket(s) or pliers

1 section of your flue pipe

A friend (ideally)

TOOLS WE SUGGEST

1

STOVE FLASHING KIT



STEP 1:   
Insert a section of your flue pipe into the

silicone exit.

STEP 2: 
Fold the silicone into your flue to determine

the length of material to remove.

STEP 3: 
Use a knife or scissors to cut the silicone

down to the desired diameter.

Fitting The Silicone Flashing
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Installation

STEP 1:   
Remove all nuts, bolts and washers from the flashing (store safely!).

STEP 2:   
Inside of the tent, press the bottom metal ring onto the desired

location of your tent. To accomplish this, you might consider first tracing

the circumference of your stove pipe on the canvas with a pencil.

STEP 3:
Mark the location for each bolt of the metal ring

with a pencil or pen on the canvas.

STEP 4:
Find the center of the metal ring and mark it with

a small “X.” (optional)

STEP 5:
Trace the inside circumference of the metal ring.  Alternatively, if you

desire a smaller exit hole for your pipe then create this outline (make

sure that the exit hole diameter is at least 0.5 inches larger than that of

your stove pipe to account for wind).



STEP 8:
Continue feeding the remaining 5 bolt and washer

sets through the flashing kit and the canvas bolt holes.

Installation continued
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STEP 6:
Carefully puncture the bolt markings on the canvas

with a sharp, pointed blade (or small drill bit).

STEP 7:
Place a metal ring over the top of the rubber gasket.

Insert a washer and bolt through the metal ring and

the gasket. Now align the flashing kit and bolt with

the top hole that your created in the canvas and

carefully guide the bolt through the canvas.

STEP 8:
Back inside of the tent, add the washer and nut sets to each of the bolts

and tighten. This is where a partner is helpful! If your tent wall can roll up,

you might be able to reach out with one arm to hold the bolt in place

while tightening the nut on the inside.

Gently insert 1 pipe section from inside of the tent,

press UP through the flashing kit.  Next connect

the pipe section to your stove.  Finally add the

remaining pipe sections outside.

Always place stove on a heat-resistant fire mat.

Ensure that your stove pipe is 9” above the canvas

(at least 15” is desirable).

Tips on installing your stove & pipe:


