## 30" Contractor LED Direct Wire Undercabinet Bar 3.5" (AC VERSION) Description:

Under cabinet lighting is an essential in most kitchens because it provides many different sources of light. It is a form of task lighting for preparing food, entertaining and other activities in the kitchen. You can also leave them on at night for safety as well. We focus on producing long-lasting, smooth LED lighting output you don't have to worry about seeing the dots from the diodes on your countertop as well as producing a slim design to keep the fixture hidden under the cabinetry.

Dimensional Information:

| Fixture Dimensions (inches): | $30 * 3.5^{*} 1.13$ |
| :--- | :--- |
| Fixture Weight (lbs): | 2.2 |
| Chain/Stem Length (inches): | NA |
| Canopy Dia.(inches): | NA |
| Electrical Information: |  |
| Ballast/Driver: | AC DRIVER |
| Input Voltage: | $120 \mathrm{~V}, 60 \mathrm{~Hz}$, |

## Product Specifications:

| Construction: | Stamped Metal Housing |
| :--- | :--- |
| Finish: | WH1 - White Powder Coated |
| Diffuser Material: | Polycarbonate |
| Diffuser Finish: | Frosted |
| Mounting: | Screw Mount |

## Qualifications:

| Safety Rated: | Damp Location |
| :--- | :--- |
| Safety Listing: | ETL |
| Environmental Identifier: |  |
| Warranty: |  |
| Prop 65: | Yes |

## Photometrics:

| Light Source: | LED |
| :--- | :--- |
| Light Included: | Yes |
| Lamp Qty: |  |
| CCT: | 3025 K |
| CRI: | 85.4 |
| Rated LED Life: | 50000 Hours |
| Total Lumens: | 1300 |
| Input Wattage: | 15.5 |

Features:

| Power Cord: | None, Direct Wire |
| :--- | :--- |
| Linkable: | Yes |
| Connector Cord: | $18 "$ Receptacle 3 conductor <br> Linking Cord |
| Power Switch: | Good Earth Lighting |
| Dimming: | Yes |
| Dimming Type: |  |

## Battery Information: (If Applicable)

| Battery Included: | NA |
| :--- | :--- |
| Battery Type: | NA |
| Battery Life at Full Charge: | NA |

## Additional Features: (If Applicable)

| Two Level Lighting: |
| :--- |
| Two Detection Zone: |
| Motion Detection Range: NA |

