DENHA ELECTRON CO. .LTD.

Halogen
Free

HERE FoELLEDEENRESFEL
A, FEATE RSV AL T F2—T T
m HEREERERIAE RS L 7 VBT
B 522/ VN\OS Y BIRERREIEL BERRREIEIEL)

SFEF1—T TS
B - EBLTEY ML X E AR GITEB R F A
B BHEHR. )\~ XA RERUH R BRVILICERTEET,

B EiRIHR. BRI OMBE RER U R BRILEICERATELT,

NON-SHRINK, IRRADIATED FLEXIBLE FLAME RETARDANT
POLYOLEFIN TUBING No PBB's, PBBO's PBBE's

B The tubing is made from radiation cross-linked flame retardant polyolefin.

B Halogen free (no PPB’s,PBBO " s,PBBE " s),Non-shinkable flame retardant tubing.

W It is possible to print, and cannot be erased easily.

di

B Providing mechanical protection and insulation for harness and automobile facilities.

B Providing mechanical protection and insulation for wiring terminal and wiring facilities.
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Order Inside diameter
Ref.Number D

ETC-2.0 2.0+0.2
ETC-2.5 2.5+0.2
ETC-3.0 3.0+0.2
ETC-3.2 3.2+0.2
ETC-3.5 3.5+0.2
ETC-4.0 4.0+0.3
ETC-4.2 4.2+0.3
ETC-4.5 4,5+0.3
ETC-5.0 5.0+0.3
ETC-5.5 5.5+0.3
ETC-6.0 6.0+0.5
ETC-6.5 6.5+0.5
ETC-7.0 7.0+0.5
ETC-8.0 8.0+0.5
ETC-8.5 8.5+0.5

RUFL T4
Polyolefin
-55~105C
=]
White
AE £
Wall thickness Weight
T (g/m)
0.35 3.6
0.35 3.8
0.35 4.7
0.35 5.0
0.35 5.2
0.35 5.9
0.35 6.4
0.35 7.0
0.35 9.4
0.35 9.5
0.35 10.0
0.40 11.0
0.40 12.0
0.40 13.7
0.40 14.5

ESak HERAE HENE
Property Test method Typical Data
Tensgillgﬁzfrrfngth ASTM D2671 >12 MPa
UItimatfng'\gation ASTM D2671 >400%
?&l:;é?ﬂt&w?l%ﬁ?ﬁﬁ-ﬁlﬂfﬁ i >11 MPa
Tensile strength and Elongation 158°C,168hrs.
at break after aging >200%
Flarﬁgﬁiﬁlity V-1 30?}153;3 e
Sl ASTM D 2671 BIRAL
Voltage withstand (AC 2500V, 1min.) No breakdown
Volu"fjgfstance ASTM D2671 210" Q.cm
Coﬂgﬂstiafility uL224 pass
B R ) UL224 Jﬁﬁt;l,_
Copper corrosion No corrosion
BB (m/%) B F HE RE BEE OfHEM(/EB)
Std Length Order Inside diameter Wall thickness Weight  Std Length
(m/spool) Ref.Number D T (g/m) (m/spool)
200 ETC-9.0 9.0+0.5 0.40 15.4 100
200 ETC-10.0 10.0+0.5 0.40 17.1 100
200 ETC-11.0 11.0+0.5 0.40 18.9 100
200 ETC-12.0 12.0+0.5 0.40 20.6 50
200 ETC-13.0 13.0+0.5 0.40 22.3 50
200 ETC-16.0 16.0+0.5 0.50 27.4 50
200 ETC-18.0 18.0+0.5 0.50 30.8 50
200 ETC-20.0 20.0+0.5 0.50 34.2 50
100 ETC-22.0 22.0+0.5 0.50 37.7 50
100 ETC-23.0 23.0+0.5 0.50 39.4 30
100 ETC-24.0 24.0+0.5 0.50 41.1 30
100 ETC-25.0 25.0+0.5 0.50 42.8 30
100 ETC-26.0 26.0+0.5 0.50 44.6 30
100 ETC-28.0 28.0+0.5 0.50 48.0 30
100 ETC-30.0 30.0+0.5 0.50 51.4 30
B mm



