
NANTES

Material used:
• Composition:  49% Modacrylic 42% 

Cotton 5% Kevlar 3% Nylon  1% 
Antistatic, 245 GSM

Sizes:
XS – XXL

Feature:

• Hi-vis Multinorm Jacket
• Durable ripstop material with good 

tear strength to withstand the heavy-
duty demands at work.                            
                     Adjustable sleeve cuff 
with velcro

NANTES Multinorm work wear 
clothing JACKET:

Protective clothing for all 
purpose use  risk only 



Limits to use:

Ensures  safety & 
Performance .

To be worn on the whole 
body for basic requirement. 
These garment does not 
contain substance known as 
being carcinogenic, neither 
toxic, nor likely to cause 
allergies to the sensitive 
people 

Instructions for storage:

Never store the clothing in 
soiled conditions. Keep 
away from moisture.

Warning:

Product not to be  worn 
when there is a risk of 
entanglement by moving 
parts of machines

Wash care Instruction:

THIS PRODUCT COMPLIES WITH 
EN ISO 11611 - Protective clothing for use 
in welding and allied processes
EN ISO 11612 - Protection against brief 
contact with heat and flame 
EN 1149-5 - Protective clothing with 
electro static property
EN 13034-6 - Protection against liquid 
chemicals 
EN ISO 20471 - High visibility clothing
EN 61482 - Protective clothing against the 
hazards of an electric arc 
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