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2. Remove the lower lever (Figures 2, 3, 4, 5)
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3. Loosen the front tube bundle ring (Figure 6)

4. Loosen the left and right lifting lugs in the middle section

(Figs. 7 and 8).

Note: After the screws are removed, please place them neatly to 

avoid confusion during recovery.
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5. The motor plug should be removed according to the 

regulations (Figure 9, 10).

6. Remove the original exhaust pipe by loosening the left and 

right lifting ears of the rear barrel (Fig. 11, 12).

Note: After the screws are removed, please place them neatly to 

avoid confusion during recovery.
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7. Remove the engine cover (Figures 13, 14).

8. The front and rear oxygen sensor plugs can be removed first, and 

the oxygen sensor is removed after the catalyst is removed.

9. Remove the rear section of the media, the lifting eye screws (Fig. 

15), and the catalyst beam ring screws (Fig. 16). The rear section of 

the catalyst can be removed.

Note: Do not use lubricant or rust remover organic solvent when the 

exhaust pipe has residual temperature!

Use an appropriate tool to remove the oxygen sensor to avoid line 

damage!
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10. Remove the front and rear lug screws (Fig. 17, 18), front lug 

screws, and catalyst collar ring screws (Fig. 19). The rear section of 

the catalyst can be removed.

Note: Do not use lubricant or rust remover organic solvent when the 

exhaust pipe has residual temperature!

Use an appropriate tool to remove the oxygen sensor to avoid line 

damage!
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5. Insatll iPE exhaust

1. Position the front section of the iPE catalyst and the 

lifting lugs and the collars (Figs. 12, 13, and 14).

Note: Lock the screws to the proper torque
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5. Insatll iPE exhaust

2. Position the rear section of the iPE catalyst and the lifting 

lugs and collars (Figs. 15, 16, 17, and 18).

3. Install the front and rear oxygen sensor on the catalyst 

section.

Note: Lock the screws to the proper torque
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4. Insert the front tube into the catalyst section and do not lock the collar 

(Figure 19).

5. Install the middle section to the positioning, first do not lock the bundle ring, 

and install the lower guard plate, the distance between the pipe and the guard 

plate is 15mm (Figure 20).

Note: Lock the screws to the proper torque
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6. Remove the original motor, install it on the iPE exhaust pipe, 

and attach the attached spring to the shaft (Figure 21).

7. When the motor is installed, it needs to be rotated clockwise 

before the screw is locked (Fig. 22, 23).

Note: Lock the screws to the proper torque, the motor lock hole 

needs to be concentric with the bracket before locking it
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8. Install the barrel to the position (Figure 23).

9. Adjust the height of the middle section and the guard plate and 

lock it.

10. Finally, lock the tail tube and adjust the gap between the rod and 

the rod.

11. Return the lower cover.

Note: Lock the screws to the proper torque


