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1. Important Notice

iPE developed this exhaust according to the 

improvement of stock . Therefore, there will be no 

effect of the car from the original manufacturer after 

installation. There is an inductive power supply 

function between the car key and the car for many 

vehicle models. Therefore, the car key should be kept 

away from the car with a distance of at least five 

meters to maintain safe conditions.

The exhaust of a car right after driven is still in a high 

temperature. Thus, please wear heat insulating gloves 

to replace the exhaust, or perform the replacement 

after the temperature lowered to avoid burns.

For avoiding the generation of resonance, please 

don’t let the valve open too early when setting the 

valve to open automatically. The opening of the valve 

is recommended to be set to 60% of gas pedaling. 

Please refer to page 21 for the explanation of detail 

setting.

iPE exhaust is designed according to the stock engine 

data. In case the engine computer upgraded for 

increasing horse power, obvious resonance in 

conjunction with this exhaust could occur. IPE also 

provide revised exhausts for such vehicles, please 

contact us for further details.
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Front Pipe

Muffler

Mid 

Pipe



1. DEMOUNTING STOCK EXHAUST 

Remove the original exhaust pipe

1. Use a hex socket to remove the collar and vent

Pipe lifting lug (as shown in the red circle below)
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2. Use the outer hexagon socket to remove the bundle 

ring, the lifting lug and the catalyst section connection, 

and remove the exhaust tail barrel and the middle 

section of the exhaust.

(as shown in the red circle below)
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After the original exhaust section is removed. Install 

the IPE exhaust pipe back in the opposite step
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iPE Exhaust

Automotive exhaust system engineering

Vacuum valve and electric system 

installation instructions

The following is only a general 

description

Non-corresponding car
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ASSEMBLY OF PRODUCT 
APPEARANCE 

1. Control box

2. Remote control

3. Solenoid valve

4. Check valve

5. Gas storage tank

6. Vacuum valve
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CONTROL BOX LINE 
DESCRIPTION
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1: brown line (control 

box negative line)

2: yellow line (throttle 

signal line)

3: black line (solder 

line of solenoid valve)

4: Pink line (control box 

positive line)

5:

6: Blue line (vacuum 

solenoid valve positive 

line)



SOLENOID VALVE INSTALLATION

1. Install the vacuum valve solenoid valve and the gas 

storage tank at the appropriate place near the vacuum 

valve.
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(4) CONTROL BOX INSTALLATION:

1. Red line (+). Brown line (-), install the positive pole 

to the fuse box, ACC fuse, the negative pole to find 

the car ground and lock it.
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(5) SIGNAL LINE INSTALLATION:

1. Use the wiring clip to clamp the signal cable and 

connect it to the blue and white lines of the 

accelerator pedal as the signal source.

2. After the installation is completed, you can test the 

car and complete the control box and line according 

to the appropriate position.
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IPE controller line installation 

completed


